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Introduction

Pursuant to the United States Environmental Protection Agency, (EPA) Region
10, Superfund Technical Assessment and Response Team (START) Contract
Number EP-S7-06-02 and Technical Direction Document Number 07-01-0008,
Ecology and Environment, Inc. (E & E) performed a Targeted Brownfields -
Assessment (TBA) at the Bremerton Gasworks site, which is located in
Bremerton, Washington. The EPA’s Brownfields Economic Redevelopment
Initiative is designed to empower states, cities, tribes, communities, and other
stakeholders in economic redevelopment to work together in a timely manner to
prevent, assess, safely clean up, and sustainably reuse Brownfields sites (EPA
2002a).

The Bremerton Gasworks site consists of two adjacent properties, the McConkey
and the Sesko, zoned for commercial use. This area is planned to be developed
into a multipurpose commercial marine area. The multipurpose area would
encompass a public access marina, commercial businesses, and potential
condominium housing.

This TBA report provides limited sampling data for the Bremerton Gasworks site.
The areas that were sampled consist of subsurface soils found under the asphalt-
covered former gasworks facilities, subsurface soils near the former aboveground
storage tank (AST) areas, and sediment along the Washington Narrows. These
locations were selected based on analytical results from a previous investigation
conducted under a Brownfields Assessment grant to the City of Bremerton.

The objective of this TBA is to present the results of the limited sampling for
preliminary site characterization purposes. This report is organized as follows:

= Section 1 (Introduction): authority for performance of this work and summary
of report contents;

= Section 2 (Site Description): description of site conditions, history, and site
concerns;

= Section 3 (Investigation and Results): summary of the field effort and -
chemicals detected at the site and a comparison of detected chemical
concentrations to analyte-specific screening criteria;

= Section 4 (Cleanup Options and Cost Estimate): cleanup options for the site
based on sample results and analyte-specific screening criteria;

»  Section 5 (Conclusions and Recommendations): recommendation for the site
based on the information gathered during this investigation;

= Section 6 (References): list of references cited throughout the text;

10\3START3\07010008\51247 1-1
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1. Introduction

» Appendix A Photographic Documentation: photographs taken during the
initial site visit and during the sampling event;

» Appendix B Screening Criteria and Analytical Results: tables presenting the
analyte-specific screening criteria selected and the analytical results summary
tables for samples collected;

*  Appendix C Sample Plan Alteration Forms: description and justification for
deviations from the approved sampling plan;

»  Appendix D Global Positioning System Coordinates: a list of all sample
location coordinates;

» Appendix E Borehole Reports: completed borehole reports for each borehole
location;

= Appendix F Quality Assurance/Quality Control and Data Validation
Memoranda: a summary of Quality Assurance/Quality Control (QA/QC)
information and data validation memoranda for all samples collected during
the investigation; and

*  Appendix G RACER Cleanup Option Cost Estimates: a comprehensive cost
estimate for each Section 4 cleanup option.

10\3START3Y07010008\S1247 1-2
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Site Description

2.1 Location and Description

The site is located at 1725 Pennsylvania Avenue, approximately 1 mile north by
northwest of downtown Bremerton (Figure 2-1) (Geoengineers 2007). The
Bremerton Gasworks site is located on two adjacent properties covering
approximately 3.68 acres in the city of Bremerton, Kitsap County, Washington.
The site is composed of tax parcel numbers 3711-000-001-0409 and 3711-
00-001-0607 (McConkey parcels) and tax parcel number 3711-000-022-0101
(Sesko parcel) (TechLaw 2006).

The site is situated in mixed use commercial, industrial, and residential areas. It
is bordered by the Washington Narrows waterway to the north, South McConkey
Industrial Park to the south, Thompson Avenue to the west, and Pennsylvania
Avenue to the east (Figure 2-2).

The site was originally developed by the Western Gas and Ultilities Corporation to
provide the city of Bremerton with light, heat, and electricity by natural gas
products. The gasification plant was in operation from approximately 1930 to
1956. The plant was fueled by shipments of coal delivered by boat. The
gasification process may have started by processing the coal with high
temperature and pressure, using boiler plant steam and measured amounts of
oxygen. The final product (coal or natural gas) was sent by pipeline to local
residences in Bremerton. This site also was utilized for petroleum storage and
distribution from approximately 1963 to 1985. Petroleum products were stored in
ASTs and distributed by underground pipeline or offloaded to vehicles. The
records are not clear regarding how many of the underground fuel distribution
lines were removed, if the distribution lines remain underground, or if product
remains in the lines. Aerial photographs suggest that the former gasification
physical plant, boiler, and ASTs apparently were removed between 1985 and
1993 (TechLaw 2006).

The McConkey properties cover approximately 3.13 acres (TechLaw 2006).
These properties are operated by Trip McConkey as a mixed use commercial

| property and storage rental business (E & E 2007). They currently contain five
separate buildings, which are leased to a metal fabrication shop, piston ring shop,
granite countertop workshop, and a welding shop (TechLaw 2006). Past
commercial uses include sheet metal fabrication, drum storage facilities,
automotive and marine repair, metal salvage yard, painting/sandblasting
activities, and petroleum bulk storage and distribution.

10\3START3\07010008\S1247 2-1
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2. Site Description

The Sesko property covers approximately 0.55 acres (TechLaw 2006). This
property is owned by Natasha Sesko. It is currently vacant but appears to be used
as temporary storage for heavy equipment. The only structures on this property
are the former foundations of the AST farm (TechLaw 2006). The Sesko property
was formerly utilized as a commercial AST and petroleum distribution facility
(Techlaw 2006).

A bulk petroleum storage facility (ARCO, now owned by BP West Coast
Products LLC) was previously located northwest of the McConkey properties.
Currently, SC Fuels, a petroleum bulk storage facility, is located east of the Sesko
property and Pennsylvania Avenue. Historical files for the SC Fuels facility
indicate that petroleum releases have occurred (Ecology 2009).

2.2 Local Conditions

The nearest surface water to the subject property is the Washington Narrows,
which is located 100 to 150 feet north of the site. The Washington Narrows is
affected by tidal variation from Puget Sound.

Groundwater is located at depths ranging from 15 to 45 feet below ground surface
(bgs). It is not clear if shallow groundwater at the site is influenced by tidal
variations from the Washington Narrows. Groundwater follows a slight north-
northwest gradient towards the Washington Narrows (Geoengineers 2007).

A drainage pipe was discovered down gradient from the Sesko property on the
Washington Narrows beachfront (Appendix A; Photograph 0717). It is not clear
where the pipe originated or what its intended use was.

2.3 Previous Investigations

In October 2006, the City of Bremerton received a Brownfields Assessment grant
from EPA Region 10. This grant awarded $200,000 for additional site assessment
work. The City of Bremerton proposed to redevelop a portion of the Bremerton
Gasworks site as a public access marina.

The City of Bremerton contracted Geoengineers, Inc., to conduct subsurface soil
sampling and monitoring well installation at eight locations. Monitoring well
(MW)-1 through MW-8 were installed on May 21 through May 24, 2007. The
soil borings and monitoring wells were advanced to depths ranging from 20 to 45
feet bgs. Soil samples were collected from the surface, at 5-foot intervals for each
borehole. The samples were field screened for physical evidence of
contamination and, based on visual observation, a minimum of two samples per
borehole were submitted for laboratory analysis to TestAmerica Laboratories of
Bothell, Washington. Samples were analyzed for total petroleum hydrocarbons
(TPH) as gasoline, TPH as diesel, TPH as heavy oils, volatile organic compounds
(VOCs), semivolatile organic compounds (SVOCs), polycyclic aromatic
hydrocarbons (PAHs), polychlorinated biphenyls, and Target Analyte List (TAL)
metals. Groundwater was encountered at depths ranging from 15 to 35 feet bgs,
utilizing low flow sampling techniques.

10\3START\07010008\S 1247 2-2
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2. Site Description

Geoengineers discovered contamination in subsurface soils and groundwater at
the site that exceeded the 2007 Washington State Department of Ecology
(Ecology) Model Toxics Control Act (MTCA) cleanup levels. Soils were
impacted with VOCs, PAHs, TAL metals (including arsenic), and TPH as
gasoline, diesel, and oil range hydrocarbons. These soil samples were
contaminated from the soil surface downward to depths greater than 30 feet bgs.
Levels of VOCs, PAHs, SVOCs, heavy metals, total chromium, hexavalent
chromium, and arsenic found in the groundwater exceeded MTCA screening
levels (Geoengineers 2007).
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Base Map Reference: TechLaw, Inc. 2006.
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Investigation and Results

E & E conducted a field sampling event at the Bremerton Gasworks site from
May 12 through May 15 and on May 19 and June 4, 2008. Field work was
conducted in cooperation with the City of Bremerton.

3.1 Sampling design

A judgmental sampling design was used for the Bremerton Gasworks TBA. This
sampling design fulfills specific project objectives by collecting biased data
required for preliminary site characterization. The following subsections describe
the types of sampling, analysis, and measurements that were conducted. Samples
were collected in accordance with an approved Sampling and Quality Assurance
Plan (SQAP) (E & E 2008b). Deviations from the SQAP are described below, as
well as in the Sample Plan Alteration Form provided in Appendix C.

Although general sample locations (i.e., features to sample) were selected prior to
mobilization, the exact locations were selected once the field sampling crew was
on site. Locations were selected to maximize the possibility of discovering areas
of potential contamination. Photographic documentation of the samples,
sampling locations, and site features are provided in Appendix A. A summary of
sample coordinates obtained via GPS units with data loggers is provided in
Appendix D.

To evaluate the presence or absence of contamination at various areas at the site,
65 samples were collected. These include QA/QC samples and waste profile
samples collected from soil cuttings and well development wastewater. Sample
locations are depicted in Figure 3-1.

The following areas were sampled:

» North McConkey property (26 samples from 4 locations),
= Sesko property (22 samples from 3 locations), and
»  Washington Narrows beachfront (5 samples from 5 locations).

3.2 Sampling Methods

Subsurface soil samples were collected by driving a hollow-stem auger drill rig to
the designated depth, then transferring the sample material into a dedicated
stainless steel bowl using a dedicated stainless steel spoon. The sample material
was thoroughly homogenized and placed in pre-labeled sample containers. The
VOC aliquots were collected with Core-N-One soil samplers prior to sample
homogenization.
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3. Investigation and Results

The auger head was decontaminated between sample locations. Three rinsate
samples (RSO1WT, RS02WT, and RSO3WT) were collected to ensure that
decontaminated procedures were sufficient to meet the SQAP guidelines.

After sample collection, the drill borehole were either modified into a
groundwater monitoring well or abandoned according to all applicable
Washington State standards. Two monitoring wells (MP04 and SP02) were
installed and developed for future groundwater monitoring. A copy of the
borehole reports are provided in Appendix E.

Two monitoring wells were installed using a hollow-stem auger rig in accordance
with the Washington State Department of Ecology Minimum Standards for
Construction and Maintenance of Wells ([173-160 WAC)]. Well casings and
screens were constructed of 2-inch diameter, schedule 40 PVC. Ten-foot long,
0.010-inch slotted pre-packed well screens were used during well installation.
The wells were developed using a surge block and a submersible pump.

The two monitoring wells were sampled using a Grunfos submersible pump and
low flow sampling techniques. Dedicated polyethylene tubing was used for each
well, and a Horiba U-10 water quality meter was used to measure water quality
parameters. Water quality parameters (i.c., pH, temperature, redox potential,
dissolved oxygen, conductivity, and turbidity) were monitored and recorded
during purging. Purging continued until water quality parameters stabilized,
indicating that groundwater representative of the aquifer formation was present in
the well. Stabilization requirements are three consecutive readings, taken at
approximately 5-minute intervals, within the following criteria: pH (% 0.1 unit),
specific conductance ( 3%), and Dissolved Oxygen (= 10%). Groundwater
samples were then collected using a submersible Grunfos pump discharging
directly into pre-labeled sample containers. Samples were preserved as required
after sample collection, with the exception of the VOC aliquot, which was
collected in pre-preserved sample containers.

All samples were submitted to an off-site fixed laboratory for VOC, SVOC, TAL
Metals, TPH-Gx, and TPH-Dx analysis. QA/QC validation memoranda are
provided in Appendix F. The following samples were submitted to a contract
laboratory program (CLP) and EPA Manchester Environmental Laboratory for
analysis as follows:

= VOCs - 65 samples, including QA/QC samples, were submitted for SVOC
analysis using EPA Method SOMO01.2. The samples were submitted to KAP
Technologies Laboratory in The Woodlands, Texas, a CLP laboratory.

=  SVOCs - 58 samples, including QA/QC samples, were submitted for SVOC
analysis using EPA Method SOMO01.2. The samples were submitted to KAP
Technologies Laboratory in The Woodlands, Texas, a CLP laboratory.

= TAL Metals - 59 samples, including QA/QC samples, were submitted for
TAL metals analysis using EPA Method ILMO05.4. The samples were
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3. Investigation and Results

submitted to Bonner Analytical Testing Company of Hattiesburg, Mississippi,
a CLP laboratory.

=  TPH-Gx/Dx - 59 samples, including QA/QC samples, were submitted for
TPH analysis using EPA Method NWTPH-Gx/Dx. The samples were
submitted to Manchester Environmental Laboratory of Manchester,
Washington. '

3.3 Regulatory Standards

Both the MTCA screening levels (Ecology 2008) and EPA Risk Based Regional
Screening Levels (RSLs) (EPA 2009) were used to evaluate soil results for this
TBA as conservative screening levels to assess whether contaminant
concentrations pose a potential threat to human health and the environment under
a variety of exposure conditions. RSLs are used preferentially for evaluation
purposes to allow for maximum beneficial use of the site. Additionally, the EPA
RSLs and Federal Maximum Contaminant levels (MCLs) are used to evaluate the
groundwater encountered at the site. Finally, the newly promulgated Washington
State Department of Ecology Marine Sediment Management Standards (SMS) are
used to evaluate sediment samples collected from the Washington Narrows.

A description of the screening values and applicable use is included below.
Available screening concentrations are presented in Tables B-1 (soil), B-2
(groundwater), and B-3 (sediment). The chosen screening concentration for each
analyte is presented in the last column of these tables.

3.3.1 Washington State Department of Ecology Model Toxics Control
Act
MTCA levels are determined according to three categories: Methods A, B, and C.
Method A levels are generally the most conservative, may or may not be risk-
based, and are intended for use at simple sites with limited numbers of
contaminants. Method A values are available for residential soil and industrial
soil uses. Method B levels are based on residential land use. Method B soil
screening levels assume high frequency of contact in a residential setting.
Method B screening levels.account for exposure to children and correspond to a 1
in 1,000,000 excess lifetime cancer risk for carcinogens or a hazard quotient of 1
for noncarcinogens.

A hazard quotient is a ratio between the level to which someone may be exposed
to a contaminant in the environment and a level deemed “safe” by regulatory
agencies. This “safe” exposure level is usually referred to as a reference dose or
reference concentration. Method C levels are based on commercial or industrial
land use; therefore, soil screening levels are based on adult contact only. The risk
levels for Method C are an excess lifetime cancer risk of 1 in 100,000 for
carcinogens and a hazard quotient of 1 for noncarcinogens.

Under Washington State’s MTCA (Washington Administrative Code [WAC]
© 173-340-708(8)(e)], mixtures of carcinogenic PAHs must be evaluated as a single
hazardous substance by using the toxicity equivalency factor (TEF) methodology
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3. Investigation and Results

(Ecology 2007). A TEF is an estimate of a chemical’s toxicity relative to a refer-
ence chemical; benzo(a)pyrene is the reference chemical for carcinogenic PAHs.
In this report, concentrations of carcinogenic PAHs were multiplied by chemical-
specific TEFs, and then the products were summed to obtain a total equivalent
concentration of benzo(a)pyrene, or benzo(a)pyrene equivalency (BAPE). This
sum then was compared to the MTCA cleanup level for benzo(a)pyrene. TEFs
for the seven PAHs classified as Group A (known human) or Group B (probable
human) carcinogens by the EPA are provided by Ecology (Ecology 2007).

The planned end use for this site includes a public access marina, commercial
businesses, and potential condominium housing. Therefore, MTCA Method A
unrestricted values will be employed where they are available.

3.3.2 EPA Regional Risk-Based Screening Levels

The EPA’s regional RSLs for residential soil supersede the EPA Region 3 RBC
Table, Region 6 HHMSSL Table, and the Region 9 PRG Table. RSLs are
calculated using up-to-date toxicity values, default exposure assumptions, and
default physical and chemical parameters and are not intended to be used as
cleanup levels. The RSLs represent reasonable maximum exposure conditions, as
defined by EPA risk assessment guidance (EPA 1991) and soil screening level
guidance (EPA 1996a, 1996b, 2002b), and assume a resident at the site contacts
soil via incidental ingestion, direct dermal contact, and inhalation of wind-blown
soil particulates. The RSLs are maintained by the United States Department of
Energy’s Oak Ridge National Laboratory and are updated as new toxicity values,
chemical-specific parameters, and EPA guidance become available.

3.3.3 Groundwater Screening Concentrations

Groundwater screening levels in Appendix B Table B-2 include the MTCA
Method A screening levels, Washington State and federal MCLs, and EPA RSLs
for groundwater. All groundwater values presented in Table B-2 assume that
groundwater is currently used as drinking water or could reasonably be used as a
drinking water source in the future. The MTCA Method A groundwater
screening standards were established under WAC 173-340-740 (2). Under
chapter 246-290-310 WAC, Washington State has identified MCLs for chemicals
in drinking water. Washington State MCLs consist of primary and secondary
chemical and physical parameters and are intended to ensure safe public drinking
water resources. State MCLs are at least as stringent as federal drinking water
standards, or MCLs, that are part of the Safe Drinking Water Act. Like state
MCLs, federal MCLs are legally enforceable standards applicable to public water
systems. Primary standards establish limits for chemical contaminants in drinking
water and are based on protection of public health or limitations of treatment
technologies. Secondary standards are non-enforceable guidelines pertaining to
cosmetic or aesthetic parameters (e.g., color, taste, and odor). Table B-2 lists
both state and federal MCLs for target analytes relevant to this site.

The EPA’s RSLs for tap water are protective of exposures via direct ingestion of
tap water and inhalation of volatile chemicals present in tap water. The RSLs are
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not protective of exposure to chemicals through dermal contact with water. As
with the soil RSLs, the EPA RSLs for tap water are managed by the United States
Department of Energy’s Oak Ridge National Laboratory and are updated as new
toxicity values, chemical-specific parameters, and EPA guidance become
available. These tap water standards were utilized when no applicable MTCA,
state, or federal MCLs were available. They should be applied if groundwater is
utilized as a drinking water source. They should not be considered applicable as a
cleanup screening value. '

3.3.4 Washington State Marine Sediment Management Standards
SMSs are provided under Chapter 173-204 of the WAC. These standards are
intended to reduce adverse effects on biological resources resulting from
contaminated sediments. The sediment quality standards (SQS) included in the
SMS provide chemical concentration criteria used to identify levels of sediments
below which adverse acute or chronic effects on biological resources are not
expected to occur.

Table B-3 of this report lists the target analytes, as provided in Table I under
chapter 173-204-320 WAC. The SQS values in Table I of the WAC are
“normalized” on a total organic carbon (TOC) basis for non-ionic organic
compounds such as PAHs, chlorinated benzenes, phthalates, and PCBs, and on a
dry weight basis for compounds such as metals and phenols.

To normalize to TOC, the dry weight concentration of a chemical of concern is
divided by the fraction representing the percentage of TOC present in the
sediment, then adjusted to parts per million. Normalization of compounds such as
metals and phenols is unnecessary because laboratory data are provided on a dry
weight basis. The TOC content in sediment at the Bremerton Gasworks site was
not measured as part of the study; therefore, the concentration of the chemicals of
concern at these stations could not be directly compared to the Washington State
SQS.

3.3.5 National Oceanic and Atmospheric Administration Screening
Quick Reference Tables
The National Oceanic and Atmospheric Administration (NOAA) provides
screening levels for chemicals in freshwater and marine sediments, surface water,
and surface soil. These values are listed in the Screening Quick Reference Tables
(SQuiRT) (Buchman 2008). The SQuiRTs include multiple chemical-specific
screening values based on a variety of test methods, target species, and biological
endpoints. The tables are intended for screening purposes only and are not to be
used as cleanup values. Table B-3 lists apparent effects thresholds (AETs) listed
in the SQuiRTs, which are benchmarks based on the relationship between
chemical concentrations in sediment and adverse effects observed in benthic
communities or toxicity tests. The AET represents the highest observed
concentration that does not result in an adverse effect.
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3.4 Sampling Results

Sample results are presented in Appendix B. Subsurface soil sample results are
presented by depth from the borehole auger in Tables B-4 through B-12.
Groundwater sample results are presented in Table B-13. Finally, sediment
sample results are presented in Table B-14. Maps depicting concentrations of
analytes that exceed their analyte-specific screening criteria are presented in
Figures 3-2 through Figure 3-12. The maps are organized by sample depth for
subsurface soil samples and by matrix for groundwater and sediment samples.
The analyte-specific screening value is presented in the first column of each table
for comparison purposes. Data validation memoranda are provided in Appendix
F. Analytical results were evaluated according to the following steps prior to
being reported in the tables:

= Analytes that were not detected in any samples within a table were omitted
from their respective tables; »

= All detected concentrations are shown in bold type; a nondetected
concentration is shown as the detection limit reported by the laboratory (i.e.,
0.66 U); _

* Analytes detected at concentrations greater than the analyte-specific screening
value were considered a potential concern, and the concentration is shaded;
and

= Analytes without comparative criteria levels are listed in the tables but could
not be qualitatively evaluated.

Based on EPA Region 10 policy, evaluation of aluminum, calcium, iron,
magnesium, potassium, and sodium (i.e., common earth crust metals) is generally
used only in mass tracing, which is beyond the scope of this report. Furthermore,
these analytes are not associated with toxicity to humans under normal
circumstances (EPA 1996a). For these reasons, these analytes are not included in
the evaluation or discussion but are provided in the analytical summary tables.

Alphanumeric identification numbers applied by the START to each sample
location (e.g., MPO1) are used in the report as the sample location identifiers.

3.4.1 North McConkey Property

The North McConkey property was the former location of the gasworks boilers
and associated buildings. Four borehole locations (MP0O1 through MP04) and one
monitoring well (MP04) were installed on the North McConkey property.
Samples were collected at 5-foot intervals from ground surface to a total
maximum depth of 40 feet bgs. A total of 23 soil samples and three groundwater
samples were collected.

Subsurface soil sample results are presented by sampling interval in Appendix B,
Tables B-4 through B-12. Sample results indicate the presence of arsenic at
concentrations that exceed the MTCA Method A screening criteria of 0.39
milligrams per kilogram (mg/kg) in all samples at all depths. The natural
background soil concentration for arsenic ranges between 1.1 and 7.5 mg/kg
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(ATSDR 2005). Based on the natural background soil concentration, it appears
that the levels of arsenic found in the site soils may be naturally occurring, even
though they are above the MTCA Method A screening criteria. A total of seven
SVOCs have been detected at concentrations that exceeded their analyte-specific
screening criteria. Additionally, these SVOCs were only detected in samples
collected from the O to 5 feet bgs interval. No VOCs or TPH were detected in the
samples at concentrations that exceeded their screening criteria.

Groundwater sample results are presented in Appendix B, Table B-13. Sample
results indicate the presence of four TAL metals at concentrations that exceeded
their analyte-specific screening criteria. Of these TAL metals, arsenic, chromium,
and lead were detected at concentrations that exceeded their screening criteria in
all of the groundwater samples. Benzene ranged from 5.4 pg/L to70 pg/L in two
samples, which exceeded the 0.41 pg/L EPA RSL screening criteria, and
naphthalene ranged from 0.45 pg/L to 2.3 pg/L in two samples, which exceeded
the 0.14 png/L EPA RSL screening criteria. Ethylbenzene was detected in one
sample at concentrations that exceeded its analyte-specific screening criteria. No
SVOC analytes were detected at concentrations that exceeded their analyte-
specific screening criteria.

3.4.2 Sesko Property

The Sesko property was the former location of multiple petroleum ASTs. Three
borehole locations (SPO1 through SP03) and one monitoring well (SP02) were
installed on the Sesko property. Samples were collected at 5-foot intervals from
ground surface to a total maximum depth of 45 feet bgs. A total of 19 soil
samples and three groundwater samples were collected.

Sample results are presented by sampling interval in Appendix B, Tables B-4
though B-12. Sample results indicate the presence of arsenic at concentrations
that exceed the MTCA Method A screening criteria of 0.39 mg/kg in nearly all
samples, except SP02 at 15 feet bgs. The natural background soil concentration
for arsenic ranges between 1.1 and 7.5 mg/kg (ATSDR 2005). Thallium also was
detected at concentrations that exceeded the EPA RSL screening criteria at
borehole SP03 at 20, 30, and 35 feet bgs. Sample results also indicate the
presence of nine SVOCs, three VOCs, and two TPHs at concentrations that
exceeded the MTCA Method A or EPA RSL screening criteria at sample borehole
SP03. Benzene was detected at concentrations that exceeded Method A screening
criteria of 30 pg/kg at most sample depths at this borehole.

Groundwater sample results are presented in Appendix B, Table B-13. Sample
results indicated the presence of four TAL metals at concentrations that exceeded
their analyte-specific screening criteria. Arsenic was the only analyte detected
above the analyte-specific screening criteria in all three of the groundwater
samples. A total of seven SVOCs were detected at concentrations that exceeded
their analyte-specific screening criteria. Groundwater collected at sample
location SPO2GW did not contain any SVOC:s that exceeded their screening
criteria. Diesel Range Organics and two VOCs were detected above their
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screening criteria in sample SPO3GW. No VOCs were detected above their
screening criteria in samples SPO1GW or SPO2GW.

3.4.3 Washington Narrows

The Washington Narrows beachfront is located directly adjacent to the North
McConkey and Sesko properties. Five boreholes (WNO1SD throughWNO5SD)
were hand-augered up to a depth of 30 centimeters bgs with dedicated stainless
steel split-spoon samplers. Samples were collected during low tide. Sample
results are presented in Appendix B, Table B-14. Several product seeps were
noted near sample locations WNO1SD, WNO02SD, and WNO3SD. Many SVOCs
were prevalent at levels that exceeded their analyte-specific screening criteria at
WNO1SD, WN02SD, WN03SD, and WN04SD. Only pentachlorophenol was
detected above the analyte-specific screening criteria for WNOSSD. No TAL
metals, VOCs, or TPH range analytes were detected above their analyte-specific
screening criteria in any sediment samples.
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Cleanup Options and
Cost Estimate

The preliminary investigation conducted during this TBA indicates that cleanup
actions may be required at the Bremerton Gasworks site. The following
preliminary evaluation of site cleanup options is based on the analytical data
gathered during the investigation for the TBA. Before any cleanup action is
implemented, further assessment of the site is recommended to close any data
gaps in support of an effective remedial action design. Changes in site conditions
would require a reevaluation of the following discussion. The cleanup actions
and rationale are presented in Tables 4-1 and 4-2. It is recommended that the
Ecology Voluntary Cleanup Program (VCP) be consulted prior to conducting any
cleanup activities. It is also recommended that future investigations include the
collection of surface water samples from Washington Narrows.

This TBA focused on VOC, SVOC, TAL Metals, and TPH-series compounds as
the contaminants of concern in all locations. The decision to focus on these
contaminants was based on information available and best professional judgment.

Given this limitation, it is possible that other contaminants could also be
presenting levels that exceed MTCA Method A or EPA RSLs.

The cost estimates included in this section were created by utilizing Remedial
Action Cost Engineering and Requirements (RACER®) 2008. RACER®2008 is a
cost estimating computer program that was originally developed for the United
States Air Force in 1992 and has since been utilized to meet the needs of various
federal agencies and departments, including the United States Army Corp of
Engineers and EPA. RACER® 2008 runs on a Microsoft Access platform.

The cleanup options and rationale are presented in Table 4-1. The estimated costs
associated with each option are presented in Table 4-2. The inflation mark up
from 2008 dollars to 2009 dollars was estimated using the RS Means Historical
Cost Indexes. These indexes estimate the national average cost to construct a
given project in a given year so that years can be compared side by side. In this
case, the national average cost to construct a project in the year 2008 was
compared to the national average cost to construct a project in 2009. Based on
these indexes, the inflation mark up from 2008 to 2009 was estimated to be 3%.
The cleanup option costs are also expressed in terms of present dollars. Because
some cost items, such as monitoring, are incurred over a period of time, however,
the actual costs may vary from the costs in this analysis.
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4. Cleanup Options and Cost Estimate

For the preliminary cost estimate, the quantities of various input parameters (e.g.,
volume of contaminated soil, number of monitoring wells necessary, etc.) are
roughly estimated based on site observations and best engineering judgment. Any
new or differing discoveries will most likely affect the estimated costs projected
herein.

The cleanup options are presented in order of least to most aggressive in
approach. Cleanup options and associated prices are listed below. These
estimates include a 15 percent contingency to allow for unforeseen costs. They
do not, however, include additional study/investigation, design, long-term
monitoring (beyond 5 years), 5-year reviews, site closeout, or other activities. A
comprehensive estimate for each option is included in Appendix G.

Option 1

The first cleanup option includes excavation of contaminated soil “hot spots” and
installation of an additional four monitoring wells to determine whether
groundwater contamination is migrating and, if so, in which direction. The scope
of this option is limited to installing monitoring wells, collecting the initial
subsurface soil samples, and monitoring groundwater for one year.

Excavation of contaminated soil is recommended at the “hot spots” found at SP03
and MP04. The excavations are anticipated to be 25 by 25 feet to an average
depth of 12.5 feet bgs and will contain approximately 600 cubic yards of
contaminated soil. For disposal purposes, the contaminated soil is assumed to be
hazardous waste. The excavation will be backfilled with clean soil.

Monitoring wells are intended for initial soil and quarterly groundwater sample
collection only and not for groundwater treatment. This includes the installation
of four 2-inch diameter PVC groundwater monitoring wells (well depth 45 feet
bgs) in addition to the existing monitoring wells. Groundwater samples collected
from the new wells will help determine whether contamination is migrating in
groundwater. This option includes collection of soil samples during installation
of the monitoring wells for vertical and horizontal subsurface characterization.

Once the four wells are installed and developed according to standard procedures,
a groundwater sample plus a field duplicate will be collected for analysis.
Groundwater sampling will be repeated quarterly for three additional quarters
(i.e., for one full year). Additional monitoring (with associated sampling costs)
may be necessary if the groundwater condition does not meet regulatory standards
after the one-year period. Additional monitoring can be conducted to determine
whether natural attenuation is occurring, or in conjunction with additional
treatment. Such additional monitoring is subject to applicable cleanup regulations
under Ecology’s authority.

Subsurface soil and groundwater samples will be handled appropriately and sent
to a commercial laboratory for analysis. Additional long-term groundwater
monitoring is not included with this option. The estimated cost to complete
remediation Option 1 is $338,984 (Table 4-2).
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4. Cleanup Options and Cost Estimate

Option 2 »

The second cleanup option includes the installation of four monitoring wells and
excavation of contaminated soil “hot spots” (as described in Option 1) with the
addition of installation of a groundwater pump and treat system.

The groundwater pump and treat system will use carbon absorption to remove the
contaminant. Treated water will be discharged to a publically owned treatment
works. This system is estimated to operate at a maximum rate of 9 gallons per
minute. This option includes installation of four extraction wells in addition to
the four monitoring wells. Monitoring well samples will be collected quarterly
for five years to monitor the groundwater condition. The treated effluent
condition will be sampled monthly for five years. The cost also includes regular
maintenance and change out of the carbon adsorption unit. Additional monitoring
(with associated sampling costs) may be necessary if the groundwater condition
does not meet regulatory standards at the end of the proposed five-year
monitoring period. Such additional monitoring is subject to applicable cleanup
regulations under Ecology’s authority. The estimated cost to complete
remediation Option 2 is § 973,331 (Table 4-2).

Option 3 -
The third cleanup option includes Option 2 plus the dredging and disposal of
sediments, installation of an upland barrier wall, and installation of an upland
asphalt cap.

Nearshore dredging of the Washington Narrows beachfront will require barge-
based excavation equipment. Dredging best practices will require bathymetric
surveying, deployment of sediment booms, silt curtains, and sediment dewatering.
The dredging area is located north of the Sesko property on the Washington
Narrows. The dredging excavation is anticipated to be 50 by 350 feet at a depth
of 4 feet, or approximately 2,600 cubic yards for off-site disposal at a non-
hazardous waste facility.

A soil-bentonite upland barrier wall will prevent upland contamination from
migrating to the Washington Narrows beachfront. A soil bentonite barrier wall is
constructed via an excavated slurry trench, pouring liquid bentonite and mixing in
clean fill soil. This type of barrier wall was installed at the McCormick and
Baxter Superfund site in Portland, Oregon. The soil bentonite wall was selected
due to its lower cost compared to sheet piling and its effective use in a marine
environment (E & E 2004).

Installation of an asphalt surface cap includes a high density polyethylene
geomembrane. This will prevent surface water runoff from coming into contact
with contaminated site soils, potentially carrying contaminants to the groundwater
and Washington Narrows. The high density polyethylene geomembrane will be
layered with a drainage layer on top, overlain by the asphalt surface. This will
allow any stormwater infiltrating the asphalt to flow downgradient without
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4. Cleanup Options and Cost Estimate

entering the vadose zone. The estimated cost to complete remediation Option 3 is
$2,867,432 (Table 4-2).

Qualifiers Relating to Clean Up Options

Based on the limited information acquired during the investigation, several
assumptions were used to determine the cost estimates. All site work will be
conducted in Level D personal protective equipment (coveralls, hard hats, safety
glasses, steel-toe safety boots, and reflective vests). For disposal purposes,
excavated “hot spot” soil materials are assumed to be “hazardous” materials.
Dredged sediments are assumed to be “non-hazardous” materials as per state and
federal disposal regulations. Additional costs to sample previously installed
monitoring wells are not included in the estimates. All estimates are based on
2009 dollars.
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4. Cleanup Options and Cost Estimate

Option 1 - Excavation of
contaminated soil and
monitoring well installation

Lowest cost option: removing contaminated soil
and collection of additional data for future
remediation decision making purposes.

Option 2 - Excavation of
contaminated soil and
installation of a pump and treat
groundwater system

Mid-range cost option: collecting additional
data, removing contaminated soil, and treating
groundwater. This option immediately
addresses upland contamination.

Option 3 - Dredging of
shoreline sediments,
installation of an upland barrier
wall, and installation of an
upland asphalt cap.

High range cost, the most comprehensive
option: addresses removal of contaminated
soils, sediments, and groundwater. This option
also prevents residual contamination from
migrating into the lowland sediments.
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Table 4-2 Preliminary Cost Estimate for Cleanup Action

Option 1 Excavation of hot spot contaminated soil and monitoring well installation

Soil Excavation and Off-Site Disposal (hazardous waste) - assumes excavation of 2 upland hot $183,466
spots (600 cubic yards total); offsite disposal at hazardous waste facility; backfilling;
decontamination facilities; analytical testing

Monitoring Well Installation - Install 4 monitoring wells to 45' bgs (includes initial subsurface

soil sampling/analysis, and one year of groundwater monitoring) $102,582
Subtotal $286,048
Contingency® (+15%) $42,907
2009 Inflation adjustment® $10,029
Total $338,984

Option 2 Excavation of hot spot contaminated soil and installation of a pump and treat
groundwater system

Soil Excavation and Off-Site Disposal (hazardous waste) - assumes excavation of 2 upland hot
spots (600 cy total); offsite disposal at hazardous waste facility; backfilling; decontamination $183,466
facilities; analytical testing

Monitoring Well Installation - assumes 4 monitoring wells to 45' bgs (includes

) . $42,587

sampling/analysis)

Groundwater Treatment - assumes 150' x 350' contamination plume; pump and treat with $148.804

filtration and 2 carbon vessels (in series) w/ treated water discharge to POTW ’

Groundwater Treatment O&M and Monitoring- assumes 5 year operation and monitoring $446,477

Subtotal $821,334

Contingency® (+15%) $123,200

2009 Inflation adjustment ° $28,797

Total $973,331
Option 3 Dredging of shoreline sediments, installation of an upland barrier wall, and installation

of an upland asphalt cap.

Soil Excavation and Off-Site Disposal (Haz) - assumes excavation of 2 upland hot spots (600

cy total); offsite disposal at haz facility; backfilling; decontamination facilities; analytical $183,466

testing

Monitoring Well Installation - assumes 4 monitoring wells to 45' bgs (includes $42.587

sampling/analysis) ’

Groundwater Treatment - assumes 150' x 350" contamination plume; pump and treat with $148,804

filtration and 2 carbon vessels (in series) with treated water discharge to POTW
Groundwater Treatment O&M and Monitoring - assumes 5 year operation and monitoring $446,477
Barrier Wall - assumes soil bentonite barrier wall (i.e., slurry wall) around GW plume; $539.517
dimensions: 1000' long x 60' deep with 12" protective gravel cover ’
Upland Cap - assumes cap dimensions 150" x 350'; HDPE geomembrane with
drainage/protection layer overlain with 3" thick asphalt surface layer (includes gas vents and $411,935
perimeter security fence)

Sediment Dredging - assumes nearshore sediment dredging using water-based equipment;
includes bathymetric surveying (pre and post construction), sediment BMPs (e.g., booms, silt

curtains, etc.), and sediment dewatering; dredge area 50' x 350" x 4' deep or approx. 2600 cubic $453,126
yards

Sediment Disposal - assumes offsite transportation and disposal of dredged sediment $193.737
(following dewatering/solidification) at non-haz facility; 2600 cubic yards ’
Subtotal $2,419,649
Contingency® (+15%) $362,947
2009 Inflation adjustment ° $84,836
Total $2.867,432

Notes:

1. Costs estimates developed using Remedial Action Cost Engineering and Requirements (RACER®), 2008, Software System for Windows

2. Estimates do not include additional study/investigation (e.g., RI/FS), design, long term monitoring, 5 year reviews, site closeout, etc.

3. Costs includes direct costs plus a location modifier of 1.021 (Washington State Average) and overhead and profit (25% field office overhead, 10%
subcontractor profit, and 15% prime profit).

#The 15% contingency allows for unforeseen costs.

® Inflation mark up estimated using the RSMeans Historical Cost Index inflation mark up from 2008 to the first quarter of 2009
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Conclusions

The Bremerton Gasworks site, which is located in Bremerton, Washington, was
the subject of this TBA. During the investigation, potential sources of
contamination were identified. The field sampling event was conducted from
May 12 to May 15 and on May 19 and June 4, 2008. For this TBA, seven
subsurface boreholes locations were drilled to total depths of 45 feet bgs. A total
of 65 subsurface soil and groundwater samples were collected. Five sediment
samples were collected from the beach along the Washington Narrows. The
analytical results for these samples were compared to either MTCA Method A or
EPA RSL screening criteria values for soil and groundwater, NOAA SQuiRTs
and Washington State SQS values for sediments.

SVOCs, TAL metals, TPHs, and VOCs are present at various locations around the
site but in no discernable pattern. The aerial extent of contamination is limited to
several localized “hot spots,” but lateral extent is limited to specific subsurface
layers. VOC and SVOC contamination does appear to decrease with depth at all
borehole locations at the McConkey Property and the Sesko Property. Analytical
results of the subsurface soil samples indicate that arsenic is present in all
locations at all sample intervals at concentrations that exceed its analyte-specific
screening criteria. Based on the natural background soil concentration (1.1 mg/kg
to 7.5 mg/kg), it appears that the levels of arsenic found in the site soils may be
naturally occurring, even though they are above the MTCA Method A screening
criteria.

Analytical results of the on-site groundwater samples indicate that soil
contamination has migrated to groundwater. Sample results indicate that SVOC,
TPH-diesel, and VOC contamination is present in the water table.

Analytical results of the sediment samples collected on the Washington Narrows
indicated the presence of SVOCs at concentrations that exceeded their screening
criteria. Based on the analytical results, it appears that contamination from
previous operations at the site has migrated to the sediments and, potentially, the
surface water in Washington Narrows. Several active seeps were discovered
along the Washington Narrows beachfront.

'The cleanup options and estimated costs discussed in Section 4 include three
remediation options. The first option includes removal of approximately 600
cubic yards of contaminated soil and installation of four monitoring wells to
gather additional groundwater contamination data. The second option includes
action to be taken under option 1, plus installation of a groundwater pump and
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5. Conclusions

treat system. The third option includes remediation options 1 and 2, plus
installation of an upland barrier wall, installation of an asphalt soil cap, and
sediment dredging of the Washington Narrows sediments. Additional cleanup
options that were not discussed in Section 4 may be available as well.

Based on analytical results and professional judgment, it is recommended that the
City of Bremerton consult with the Department of Ecology to expedite the
remediation process.
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PHOTO DOCUMENTATION

Site: Bremerton Gasworks Targeted Brownsfield
Assessment

Lat/Long: 47.578067,-122.642956

Date: 5/12/2008-5/19/2008, 6/4/2008

Location: Bremerton, WA

Camera: Sony Cybershot 73

Photographer: Bryce Robbert, WSI — Joanne
LaBaw, EPA

Description: Subcontractor drilling at SP03
Time: 08:25 Direction: Northwest

Photo No: 1773

Description: Collection of sample SP02SB05

Time: 07:48

Photo No: 1771
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PHOTO DOCUMENTATION
Site: Bremerton Gasworks Targeted Brownsfield Lat/Long: 47.578067,-122.642956 Date: 5/12/2008-5/19/2008, 6/4/2008
Assessment E
Location: Bremerton, WA Camera: Sony Cybershot 73 Photographer: Bryce Robbert, WSI — Joanne
LaBaw, EPA

BREMERTON-010692

Description: Collection of soil sample at SP02 Description: North McConkey beachfront property

Time: 07:49 Direction: West Time: 11:18 Direction: West

Photo No: 1772 Photo No: 0714
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PHOTO DOCUMENTATION
Site: Bremerton Gasworks Targeted Brownsfield Lat/Long: 47.578067,-122.642956 Date: 5/12/2008-5/19/2008, 6/4/2008
Assessment
Location: Bremerton, WA Camera: Sony Cybershot 73 Photographer: Bryce Robbert, WSI — Joanne
LaBaw, EPA

BREMERTON-010693

Description: Sesko beachfront property on the Washington Description: EPA/START collecting samples on the Washington
Narrows Narrows
Time: 11:18 Direction: South Timey 11=21 Direction: Southeast

Photo No: 0715 Photo No: 0716
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PHOTO DOCUMENTATION
Site: Bremerton Gasworks Targeted Brownsfield Lat/Long: 47.578067,-122.642956 Date: 5/12/2008-5/19/2008, 6/4/2008
Assessment
Location: Bremerton, WA Camera: Sony Cybershot 73 Photographer: Bryce Robbert, WSI — Joanne
LaBaw, EPA

BREMERTON-010694

Description: Unknown drainpipe near the Sesko beachfront property Description: Abandoned drums (filled with solid debris) near the
' North McConkey Property

TR, A= Direction: Down Time: 12:24 Direction: Down

Photo No: 0717 Photo No: 0718

Page 4 of 8



PHOTO DOCUMENTATION
Site: Bremerton Gasworks Targeted Brownsfield Lat/Long: 47.578067,-122.642956 Date: 5/12/2008-5/19/2008, 6/4/2008
Assessment
Location: Bremerton, WA Camera: Sony Cybershot 73 Photographer: Bryce Robbert, WSI — Joanne
LaBaw, EPA

BREMERTON-010695

Description: START collecting sample WNO1SD Description: START collecting sample WNO02SD
Time: 13:17 Direction: Down Time: 14:05 Direction: West
Photo No: 0723 Photo No: 0724
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Site: Bremerton Gasworks Targeted Brownsfield
Assessment

Lat/Long: 47.578067,-122.642956

Date: 5/12/2008-5/19/2008, 6/4/2008

Location: Bremerton, WA

Camera: Sony Cybershot 73

Photographer: Bryce Robbert, WSI — Joanne
LaBaw, EPA

Description: START collecting sample WNO3SD
Time: 14:23 Direction: Down

Photo No: 0725

3 ﬁ‘;‘!‘.&f-“"'

Description: START
Time: 14:47

Photo No: 0726
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collecting sample WN04SD

Direction: Down
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Site: Bremerton Gasworks Targeted Brownsfield Lat/Long: 47.578067,-122.642956 Date: 5/12/2008-5/19/2008, 6/4/2008

Assessment

Location: Bremerton, WA Camera: Sony Cybershot 73 Photographer: Bryce Robbert, WSI — Joanne
LaBaw, EPA

BREMERTON-010697

Description: START collecting sample WNO5SD Description: Extreme close-up of oily product release after sampling
Time: 15:10 Direction: West Time: 15:18 Direction: Down
Photo No: 0727 Photo No: 0728
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Site: Bremerton Gasworks Targeted Brownsfield
Assessment

Lat/Long: 47.578067,-122.642956

Date: 5/12/2008-5/19/2008, 6/4/2008

Location: Bremerton, WA

Camera: Sony Cybershot 73

Photographer: Bryce Robbert, WSI — Joanne
LaBaw, EPA

Description: Sample WNO1SD with oily sheen

Time: 15:31 Direction: Down

Photo No: 0730

Description:
Time:

Photo No:
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Screening Criteria and Analytical
Results
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Table B-1

Soil Sample Screening Criteria

Semivolatile Organic Compounds (ug/kg)
Acenaphthene 3400000 3400000
Acenaphthylene
Anthracene 17000000 17000000
Benz(a)anthracene 150 150
Benzo(a)pyrene 100 15 15
Benzo(a)pyrene Equivalents (BAPE) 100 15 15
Benzo(b)fluoranthene 150 150
Benzo(g,h,i)perylene -
Benzo(k)fluoranthene 1500 1500
Benzoic acid 240000000 240000000
benzyl alcohol 31000000 31000000
Bis(2-ethylhexyl)phthalate 35000 35000
Butyl Benzyl Phthalate 260000 260000
Chrysene 15000 15000
Dibenz(a,h)anthracene 15 15
Dibenzofuran
Dibutyl phthalate 6100000 6100000
Diethyl phthalate 49000000 49000000
Dimethy] phthalate
Dimethyliphenol, 2,4- 1200000 1200000
Dioctyl phthalate
Fluoranthene 2300000 2300000
Fluorene 2300000 2300000
Hexachlorobenzene 300 300
Hexachlorobutadiene 6200 6200
Hexachloroethane 35000 35000
Indeno(1,2,3-cd)pyrene 150 150
Methylphenol, 2-
Methylphenol, 4-
Naphthalene 5000 3900 3900
Nitrosodiphenylamine, N- 99000 99000
Pentachlorophenol 3000 3000
Phenanthrene
Phenol 18000000 18000000
Pyrene 1700000 1700000
Trimethylbenzene, 1,3,5- 47000 47000
Target Analyte List Metals (mg/kg)
Antimony (metallic) 31 31
Arsenic, inorganic 20 0.39 0.39
Barium 15000 15000
Cadmium 2 70 2
Chromium, Total 280 280
Chromium (IIT) (Insoluble Salts) 2000 120000 2000
Chromium VI (particulates) 19 39 19
Copper ' 3100 3100
Lead and compounds 250 400 250
Mercury {(elemental) 6.7 6.7
Mercury (inorganic salts) 2 23 2
Mercury
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Table B-1  Soil Sample Screening Criteria

Nickel Soluble Salts 1600
Selenium 390 390
Silver 390 390
Thallium (Soluble Salts) 5.1 5.1
Tributyltin compounds 18 18
Tributyltin oxide 18 18
Zinc (Metallic) 23000 23000
Total Petroleum Hydrocarbons (mg/kg)

TPH as diesel 2000 2000
TPH as gasoline (benzene present) 30 30
TPH as gasoline (no benzene) 100 100
TPH-Heavy Oils 2000 2000
Volatile Organic Compounds (ug/kg)

Acetone 61000000 61000000
Benzene 30 1100 30
Bromobenzene 94000 94000
Bromochloromethane

Bromodichloromethane 10000 10000
Bromoform 61000 61000
Dichloropropene, 1,1-

Trichlorobenzene, 1,2,3-

Bromomethane 7900 7900
Butylbenzene, n-

Butylbenzene, sec-

Butylbenzene, tert-

Carbon Disulfide 670000 670000
Carbon Tetrachloride 250 250
Chloroethane

Chloroform 300 300
Chloromethane 1700 1700
Chlorotoluene, o- 1600000 1600000
Chlorotoluene, p- 5500000 5500000
Dibromo-3-chloropropane, 1,2- 5.6 5.6
Dibromochloromethane 5800 5800
Dibromomethane (Methylene Bromide) 780000 780000
Dibromomethane, 1,2-

Dichlorobenzene, 1,2~ 2000000 2000000
Dichlorobenzene, 1,3-

Dichlorobenzene, 1,4- 2600 2600
Dichlorodifluoromethane 190000 190000
Dichloroethane, 1,1- 3400 3400
Dichloroethane, 1,1- 3400 3400
Dichloroethane, 1,2- 450 450
Dichloroethylene, 1,2-cis- 780000 780000
Dichloroethylene, 1,2-trans- 110000 110000
Dichloropropane, 1,2- 930 © 930
Dichloropropane, 1,3- 1600000 1600000
Dichloropropane, 2,2-

Dichloropropene, 1,3- 1700 1700
Ethylbenzene 6000 5700 5700
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Isopropylbenzene

Isopropyltoluene, 4-

Methyl Ethyl Ketone (2-Butanone) 28000000 28000000
Methyl tertbutyl ether (MTBE) 100 39000 100
Methyl-2-pentanone, 4-

Methylene Chloride 20 11000 20
Propylbenzene, n-

Styrene : - 6500000 6500000
Tetrachloroethane, 1,1,1,2- 2000 2000
Tetrachloroethane, 1,1,2,2- 590 590
Tetrachloroethylene 50 570 50
Toluene 7000 5000000 7000
Trichlorobenzene, 1,2,4- 87000 87000
Trichloroethane, 1,1,1- 2000 9000000 2000
Trichloroethane, 1,1,2- 1100 1100
Trichloroethylene 30 2800 30
Trichlorofluoromethane 800000 800000
Trichloropropane, 1,2,3- 91 91
Trimethylbenzene, 1,2,4- 67000 67000
Vinyl Chloride 60 60
Xylene, m- 4500000° 4500000
Xylene, mixture 9000 600000 9000
Xylene, o- . 5300000 5300000
Xylene, p- 4700000 4700000
Note: Blank cells indicate no screening criteria is available for that method and/or analyte.

"' MTCA Cleanup Refulations, Chapter 173-340, November 2007.
*EPA Regional Screening Levels, September 12, 2008.

Key:
EPA = United States Environmental Protection Agency.
mg/kg = milligrams per kilogram.

ug/kg = micrograms per kilogram.
MTCA = Model Toxics Control Act.
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Table B-2 Groundwater Sample Screening Criteria

Semivoiatile Organic Compounds (ug/L)

Acenaphthene 2200 2200
Acenaphthylene

Anthracene 11000 11000
Benz(a)anthracene 0.029 0.029
Benzo(a)pyrene 0.1 0.2 0.0029 0.0029
Benzo(a)pyrene (PAH) 0.2 0.2
Benzo(b)fluoranthene 0.029 0.029
Benzo(g,h,i)perylene

Benzo(k)fluoranthene 0.29 0.29
Benzoic acid ‘ 150000 150000
Benzoic acid 150000 150000
benzyl alcohol 18000 18000
Bis(2-ethylhexyl)phthalate 6 4.8 4.8
Buty! Benzyl Phthalate 35 35
Chrysene 2.9 2.9
Dibenz(a,h)anthracene 0.0029 0.0029
Dibenzofuran

Dibutyl phthalate 3700 3700
Diethyl phthalate 29000 29000
Dimethyl phthalate

Dimethylphenol, 2.4- 730 730
Dioctyl phthalate

Fluoranthene 1500 1500
Fluorene 1500 1500
Hexachlorobenzene 1 0.042 0.042
Hexachlorobutadiene’ 0.86 0.86
Hexachloroethane 4.8 4.8
Indeno(1,2,3-cd)pyrene 0.029 0.029

Methylphenol, 2-
Methylphenol, 4-

Naphthalene 160 0.14 0.14
Nitrosodiphenylamine, N- 14 14
Pentachlorophenol 1 0.56 0.56
Phenanthrene
Phenol 11000 11000
Pyrene 1100 1100
Trimethylbenzene, 1,3,5- 12 12
Target Analyte List Metals (mg/L)
Antimony (metallic) 6 6 6 6
Arsenic, inorganic S 100 10 0.045 0.045
Barium 2000 2000 2000 2000
Cadmium 5 5 5 5 5
Chromium, Total 50 100 100 50 50
Chromium (111) (Insoluble Salts) 55000 55000
Chromium VI (particulates)
Copper 1300 1300 1300
Lead and compounds ' 15 15 15 15 15
Mercury (elemental) 0.63 0.63
Mercury (inorganic salts)
Mercury 2 2 2 2 2
Nickel Soluble Salts 100 100 100
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Table B;Z Groundwater Sam

le Screening

Criteria

Selenium 50 50 180 50
Silver 100 (5) 100 (4) 100 100
Thallium (Soluble Salts) 2 2 2.4 2
Tributyltin compounds 11 11
Tributyltin oxide 11 11
Zinc (Metallic) 5000 (5) 5000 (4) 5000 5000
Total Petroleum Hydrocarbons (mg/L)
TPH as diesel 500 0.5 0.5
TPH as gasoline (benzene present) 800 0.8 0.8
TPH as gasoline (no benzene) 1000 1 1
TPH-Heavy Oils 500 0.5 0.5
Volatile Organic Compounds (ug/L) -
Acetone 22000 22000
Benzene 5 5 5 0.41 0.41
Bromobenzene 0.015 0.015
Bromochloromethane
Bromodichloromethane 1.1 1.1
Bromoform 8.5 8.5
Dichloropropene, 1,1-
Trichlorobenzene, 1,2,3-
Bromomethane 8.7 8.7
Butylbenzene, n-
Butylbenzene, sec-
Butylbenzene, tert-
Carbon Disulfide 1000 1000
Carbon Tetrachloride 5 0.2 0.2
Chloroethane
Chloroform 0.19 0.19
Chloromethane 1.8 1.8
Chlorotoluene, o- 730 730
Chlorotoluene, p- 2600 2600
Dibromo-3-chloropropane, 1,2- 0.00032 0.00032
Dibromochloromethane 0.8 0.8
Dibromomethane (Methylene Bromide) 370 370
Dibromomethane, 1,2- 0.01 0.05 0.01
Dichlorobenzene, 1,2~ 600 370 370
Dichlorobenzene, 1,3-
Dichlorobenzene, 1,4~ 75 0.43 0.43
Dichlorodifluoromethane 390 390
Dichloroethane, 1,1- 2.4 2.4
Dichloroethane, 1,1- 2.4 2.4
Dichloroethane, 1,2- 5 5 0.15 0.15
Dichloroethylene, 1,2-cis- 70 370 70
Dichloroethylene, 1,2-trans- 100 110 100
Dichloropropane, 1,2- 5 0.39 0.39
Dichloropropane, 1,3- 730 730
Dichloropropane, 2,2-
Dichloropropene, 1,3- 0.43 0.43
Ethylbenzene 700 700 700 1.5 1.5
hexanone, 2-
Isopropylbenzene
Isopropyltoluene, 4-
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Methyl tertbutyl ether (MTBE) 20

Methyl-2-pentanone, 4-

Methylene Chloride 5 4.8 4.8
Propylbenzene, n-

Styrene 100 1600 100
Tetrachloroethane, 1,1,1,2- 0.52 0.52
Tetrachloroethane, 1,1,2,2- 0.067 0.067
Tetrachloroethylene 5 5 0.11 0.11
Toluene 1000 1000 1000 2300 1000
Trichlorobenzene, 1,2,4- 70 8.2 8.2
Trichloroethane, 1,1,1- 200 200 9100 200
Trichloroethane, 1,1,2- 5 0.24 0.24
Trichloroethylene 5 3 1.7 1.7
Trichlorofluoromethane 1300 1300
Trichloropropane, 1,2,3- 0.0096 0.0096
Trimethylbenzene, 1,2,4- 15 15
Vinyl Chloride 0.2 2 0.016 0.016
Xylene, m- 1400 1400
Xylene, mixture 1000 10000 10000 200 200
Xylene, o- 1400 1400
Xylene, p- 1500 1500
Note: Blank cells indicate no screening criteria is available for that method and/or analyte.

"' MTCA Cleanup Regulations, Chapter 173-340, November 2007.

? State Primary Maximum Contaminat Levels, Chapter 248-290-31- WAC.
3 EPA National Primary Drinking Water Standards, June 2003.

* EPA Regional Screening Levels, September 12, 2008.

Key:

EPA = United States Environmental Protection Agency.

mg/kg = milligrams per kilogram.

ug/kg = micrograms per kilogram.
ug/L = micrograms per liter

MCL = Maximum Contaminant Level.

MTCA = Model Toxics Control Act.
WAC = Washington Administrative Code.
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Table B-3 Sediment Sample Screening Criteria

Semivolatile Organic Compounds (ua/kq)
Acenaphthene 130 500 130
Acenaphthylene 71 560 71
Anthracene 280 960 280
Benz(a)anthracene 960 1,300 960
Benzo(a)pyrene 1,100 1,600 1,100
Benzo(b)fluoranthene 1,800 1,800
Benzo(g,h,i)perylene 670 670 670
Benzo(k)fluoranthene 1,800 1,800
Benzo(b+k)fluoranthene 3,200 3,200
Benzoic acid 65 650 65
benzyl alcohol 52 57 52
Bis(2-ethylhexyDphthalate 1,300 1,300 1,300
Butyl Benzyl Phthalate 63 63 63
Chrysene 950 1,400 950
Dibenz(a,h)anthracene 230 230 230
Dibenzofuran 110 540 110
Dibutyl phthalate 1,400 1,400
Diethyl phthalate 6 200 6
Dimethyl phthalate 6 71 6
Dimethylphenol, 2,4- . 18 29 18
Dioctyl phthalate 61 6,200 61
Fluoranthene 1,300 1,700 1,300
Fluorene 120 540 120
Hexachlorobenzene 6 22 6
Hexachlorobutadiene 1.3 11 1.3
Hexachloroethane 73 ‘ 73
Indeno(1,2,3-cd)pyrene 600 600 600
Methylnaphthalene, 2- 64 64
Methylphenol, 2- 63
Methylphenol, 4- 670 670
Naphthalene _ 230 2,100 230
Nitrosodiphenylamine, N- 28 28 28
Pentachlorophenol 17 360 17
Phenanthrene 660 1,500 660
Phenol 130 420 130
Pyrene 2,400 2,600 2,400
Target Analyte List Metals (mg/kg)
Aluminum 1.8% 1.8%
Antimony (metallic) 9.3 9.3
Arsenic, inorganic 35 57 35
Barium 48 48
Cadmium 3 5.1 3
Chromium, Total 62 260 62
Copper 390 390 390
Lead and compounds 400 450 400
Manganese 260 260
Mercury 041 0.41 041
Nickel Soluble Salts 110 110
Selenium 1 1
Silver 3.1 6.1 3.1
Zinc (Metallic) 410 410 410
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otai Petroieum Hydrocarbons (mg/kg)
Volatile Organic Compounds (ua/kg)
Acetone 61,000,000 61,000,000
Benzene 30 30
Dichlorobenzene, 1,2- 13 13
Dichlorobenzene, 1,4- 110 110
Ethylbenzene 4 5,700 4
Methylene Chloride 20 20
Tetrachloroethylene 57 57
Toluene 7,000 7,000
Trichlorobenzene, 1,2,4- 4.8 4.8
Trichlorocthylene 41 41
Xylene, mixture 4 4
Xylene, 0- 430,000 430,000
Note: Blank cells indicate no screening criteria is available for that method and/or analyte.

Screening values include 'apparent effects levels' for marine sediment from NOAA's SQuiRT
and Washington State Sediment Quality Standards.

Key:
EPA = United States Environmental Protection Agency.
mg/kg = milligrams per kilogram.
wkg = micrograms per kilogram.
NOAA = National Oceanic and Atmospheric Administration
SQuiRT = Screening Quick Reference Tables
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01-d

Semivolatile Organic Compounds (ug/kq)

1,1'-Biphenyl 22U 23U 26U 23U 33U 26U 980
1,2,4-Trimethylbenzene 67000 EPA Regional 22U - 23U 26U 23U 330 26U 2600
1,3,5-Trimethylbenzene 47000 EPA Regional 22U 23U 26U 23U 33U 26 U 5500
2-Methylnaphthalene 1100UJ 1.1U 26U 5.4 1.6 U 6.2 100000
Acenaphthene 3400000 EPA Regional 1100 UJ 1.1U 26U 7.6 1.6 U 8.9 460 J
Acenaphthylene 1100 UJ 1.1U 26U 1.8 1.6U 1.8 2400
Acetophenone 22U 23U 26U 23U 330 26U 1800
Anthracene 17000000 EPA Regional 1100 UJ 1.1U0 26U 5.6 1.6U 6.7 320J
Benzo(a)anthracene 150 EPA Regional 480 20J 130 4.1 16U 4.4 1600
Benzo(a)pyrene Equivalents (BAPE) 15 EPA Regional 807 86 16 U 5 1.7 6 13338
Benzo(a)pyrene 15 EPA Regional 570 68 26U 4.1 1.1JQ 4.8 2500
Benzo(b)fluoranthene 150 EPA Regional 430 23] 26 U 1.8J4 1.6UJ 2.4 1800 -
Benzo(g,h,i)perylene 520 1.1U 26U 2.8 2.2 2.6 2400
Benzo(k)fluoranthene 1500 EPA Regional 470 55 26U 227 0.9JQ 2.9 2200
Bis(2-ethylhexyl)phthalate 35000 EPA Regional 180J 290 240 100 160 160 24 1)
Carbazole 26 23U 26 U 23U 33U 26U 560
Chrysene 15000 EPA Regional 520 35 13U 5.2 1.1JQ 5.9 3900
Dibenzo(a,h)anthracene 15 EPA Regional 1100 U 207 13U 1.9 1.5JQ 1.3J 780
Dibenzofuran 22U 23U 26U 23U 330 26U 63J
Fluoranthene 2300000 EPA Regional 1100 2.3 26U 9.1 1.6U 10 12000 J
Fluorene 2300000 EPA Regional 1100 UJ 1.1U 26 U 5 1.6U 6 4600
Indeno(1,2,3-cd)pyrene 150 EPA Regional 390 55 13U 2.6 1.9 2.2 2000
Naphthalene 3900 EPA Regional 6701Q 1.1U 26U 270000 1.6JQ 14U 19U
Phenanthrene 600 J 1.3 13U 17J 1.6U 21J 40000
Pyrene 1700000 EPA Regional 1400 3.5 13U 16 1JO 157 12000 J
Target Analyte List Metals (mg/kg)

Aluminum 11200 J 14600 19300 13400 J 16500 J 24100 J 14900
Antimony 31 EPA Regional R 0.77 JQ R R R R 7.2UJ
Arsenic 0.39 EPA Regional 1.08 12 4.0 1.46 2.08 2,04 4.17
Barium 15000 EPA Regional 46.1J 64.5 113 574J 70.4J 120J 71.3
Cadmium 2 MTCA-Method A |  0.27JQ 0.55U 0.63U 0.48JQ 0.511Q 0.74 1.2
Calcium 3200 1620 5200 4070 3490 3180 7440
Chromium 280 EPA Regional 204 224 49.3 26.6 33 43.1 28.1J
Cobalt 5.8 6.6 14.8 9.2 9.2 11.1 10.3
Copper 3100 EPA Regional 11.1 13 36.3 16.9 19.7 26.3 45.7
Iron 10900 J 13500 28500 17800 J 18400 J 24800 J 24300
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Table B-4 Subsurface Soil Samples (0 to 5 feet bgs) Analytical Results Summary

3750 J

4210

8650

5130

Magnesium

Manganese 193J 225 526 3757 2897J 307J 388
Nickel 1600 EPA Regional 30.1J 35.5 65.7 36.8J 40.4J 41.6J 60.9
Potassium 462 JQ 3551Q 844 531JQ 505 JQ 404 JQ 563 JQ
Thallium 5.1 EPA Regional 221Q 28U 32U 3 34 4.1 3
Vanadium 26.5 313 61.7 40.2 44.7 62.6 54.1
Zinc 23000 EPA Regional 23.6J 25.3J 56.3J 35.1J 343J 55.9J 114
Total Petroleum Hydrocarbons (mg/kg)

Diesel Range Organics 2000 MTCA- Method A 25U 25U 25U 1800 25U 25U 100U
Qil & Grease 2000 MTCA- Method A 110 18 50U 98 U 50U 50U 4700.J
Volatile Organic Compounds (ug/kq)

1,2,3-Trichlorobenzene 720 57U 13U 5U 0.14 JQ 68U 580U
1,2,4-Trichlorobenzene 87000 EPA Regional 72U 57U 13U 50 0.23JQ 6.8 U 580U
Acetone 61000000 EPA Regional 26 57U 6.3U 28 55 36 1200 U
Benzene 30 MTCA- Method A 14U 1.1U 13U 10U 22 14U 4800
Ethylbenzene 5700 EPA Regional 14U 1.1U 1.3U 86J 21U 14U 3600
Isopropylbenzene 14U 1.1U 1.3U 7.8 2.1U 14U 130
o-Xylene 5300000 EPA Regional 14U 1.1U 13U 94 J 21U 14U 3400
Tetrachloroethene 50 MTCA- Method A 14U 1.1U 13U 1U 0.59J 14U 580 U
Toluene 7000 MTCA- Method A 141Q 1.1U 13U 4.8 0.84 JQ 1.6 7700
Trichlorofluoromethane 800000 EPA Regional 14U 1.1U 13U 1U 1.9]Q 3.2 580U
Note: Bold type indicates the sample result is above the instrument detection limit.

Highlighted cells indicate the sample result exceeds its analyte-specific screening criteria.

BAPE calculated accoring to MTCA TEFs; assuming nondetect analytes present at one-half the detection limit.

Key:
bgs = below ground surface.
CLP = Contract Laboratory Program.

EPA = United States Environmental Protection Agency.

ID = identification.

J = The analyte was positively identified. The associated numerical result is an estimate.

pg/kg = micrograms per kilogram.
mg/kg = milligrams per kilogram.

NA = The analyte was not analyzed for.

Q = Detected concetnration is below the method reporting limit/contract Required Quantitation Limit, but is above the method quantitation limit.
R = The data are unusable for all purposes.

U = The analyte was not detected at or above the reported result.
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Table B-5

Subsurface Soil Samples (5 to 10 feet bgs) Analytical Results Summary

Semivolatile Organic Compounds (ua’kg)

1,1'-Biphenyl 2U 23U 220 23U 24U 26U 65J
2-Methylnaphthalene 1.1U 1.1U 1.1U 1.10 1.20 13U 200
Acenaphthene 3400000 EPA Regional 1.1U0 1.1U 1.1U 1.1U 12U 13U 53
Acenaphthylene 11U 1.1U 1.1U 1.1U 12U 13U 1400
Anthracene 17000000 EPA Regional 1.1U 1.1U 11U 1.1U 1.2U 1.3U 2800
Benzo(a)anthracene 150 EPA Regional 1.1U 1.1U 1.10 1.1U 1.2U 13U 14000 J
Benzo(a)pyrene Equivalents (BAPE) 15 EPA Regional 1.1 0.8U 08U 1.5 1.0 1 47510
Benzo(a)pyrene 15 EPA Regional 0.69 JQ 1.1U 1.1U 1JQ 12U 26U 36000
Benzo(b)fluoranthene 150 EPA Regional 1.10J 1.1U 1.1U 1.1UJ 1.20J 13U 15000 J
Benzo(g h,i)perylene 1.5 1.1U 1.1U 1.7 1.7 1.3 83000
Benzo(k)fluoranthene 1500 EPA Regional 1.10J 1.1U 1.1y 0.56 JQ 1.2UJ 130 13000 J
Bis(2-ethylhexyl)phthalate 35000 EPA Regional 82 120 82 100 96 170 31U
Carbazole 220 23U 22U 23U 24U 26U 1205
Chrysene 15000 EPA Regional 0.59 JQ 1.1U 1.1U 0.73JQ 12U 1.3U 16000 J
Dibenzo(a,h)anthracene 15 EPA Regional 1.2 11U 1.1U 1.4 1.2JQ 0.94 JQ 4500
Dibenzofuran 2U 23U 22U 23U 24U 26 U 63
Fluoranthene 2300000 EPA Regional 1.1U 1.1U 11U 1.1U 120 13U 35000J
Fluorene 2300000 EPA Regional 1.1U 1.1U 11U 11U 12U 13U 450 J
Indeno(1,2,3-cd)pyrene 150 EPA Regional 14 1.1U 1.1U 1.6 1.3 1JQ 67000
Naphthalene 3900 EPA Regional 130 12U 1.1U 1.10 0.62 JQ 1.8U 680000 J
Phenanthrene 1.1U 11U 1.1 U 0.83 JQ 12U 1.3U 8300
Pyrene 1700000 EPA Regional 0.6 JQ 1.1U 1.1U 0.75JQ 12U 13U 22000 J
[ Target Analyte List Metals (mg/kg}

Aluminum 11200 J 11500 7670 8050 J 10700 J 20600 J 5780
Antimony 31 EPA Regional R R R R R R 1.2JQ
Arsenic 0.39 EPA Regional 1.98 0.82 0.86 0.8 1.13. 371 7.85
Barium 15000 EPA Regional 45.74J 43.1 43.6 0.24 J 44.6J 103J 74.1
Cadmium 2 MTCA-Method A 0.31JQ 0.55U 0.54U 0.24 JQ 0.36 JQ 0.94 1.6
Calcium 3300 1840 2960 3050 3740 6400 21300
Chromium 280 EPA Regional 20.5 19.8 18.9 21.6 26 51.8 59.9J
Cobalt 6.6 5.7 5.7 5.5 7.8 17.3 3.31Q
Copper 3100 EPA Regional 14.4 10.4 10.3 11.2 14.2 42.8 62,7
Iron 13400 J 11200 11300 11200 J 15100 J 34300 J 47800
Lead 250 MTCA-Method A 1.3J 2.5 4.3 0.55 JQ 1.2J 4.47] 128
Magnesium 4600 J 3810 3410 3960 J 4580 J 8930 J 1380
Manganese 274J 201 244 197J 276J 627J 215
Nickel 1600 EPA Regional 30.5J 31.8 29.7 3255 34.1J 57.8J 28.4
Potassium 465 JOQ 372 JQ 294 JQ 371 JQ 4311Q 1090 233 JO
Thallium 5.1 EPA Regional 22JQ 28U 1.1JOQ 1.8JQ 2.8 5 41U
Vanadium 31.7 23.3 25.1 25.3 354 85.3 30.2
Zinc 23000 EPA Regional 24J 21J 21.8J 22.3J 29J 66.4J 376
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Total Petroleum Hydrocarbons (mg/kg)

Diesel Range Organics 2000 MTCA-Method A 25U 25U 25U 250 25U 25U 36000
Oil & Grease 2000 MTCA-Method A 50U 50U 50U 50U 50U 50U 29000 J
Volatile Organic Compounds (ua/kg)
Acetone 61000000 EPA Regional 11 62U 4.6 U 13 31 25 14000 U
Benzene 30 MTCA-Method A 1.3U 12U 091U 15U 2 1.4 JQ 12000
Ethylbenzene 5700 EPA Regional 13U 12U 091U 15U 1.1U 1.8U 24000
Isopropylbenzene ) 13U 1.2U 091U 1.5U 11U I.8U 1600
Methylene chloride 20 MTCA-Method A 0.58 J 27U 091U 15U 1.1U 1.8U 1400 U
o-Xylene 5300000 EPA Regional 13U 12U 091U 15U 1.1U 1.8U 55000
Toluene 7000 MTCA-Method A 0.38JQ 12U 026U 1.5U 0.57 JQ 1.8U 3300
Note: Bold type indicates the sample result is above the instrument detection limit.

Highlighted cells indicate the sample result exceeds its analyte-specific screening criteria.
Key:

bgs = below ground surface.
CLP = Contract Laboratory Program.

EPA = United States Environmental Protection Agency.

ID = Identification.

J = The analyte was positively identified. The associated numerical result is an estimate.

mg/kg = milligrams per kilogram.
ng/kg = micrograms per kilogram.
MTCA = Model Toxicx Control Act
NA = The analyte was not analyzed for.

Q = Detected concetnration is below the method reporting limit/contract Required Quantitation Limit, but is above the method quantitation limit.

R = The data are unusable for all purposes.
U = The analyte was not detected at or above the reported result.
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1,3,5-Trimethylbenzene 47000 EPA Regional 22U 22U NA 24U 26U 41
2,4-Dimethylphenol 1200000 EPA Regional 22U 22U NA 24U 26U 31
2-Methylnaphthalene 1U 1.1U NA 3.1J 130 350
Acenaphthene 3400000 EPA Regional 1U 1.1U NA 4.7J -13U 12
Acenaphthylene 1U 1.1U NA 1.2UJ 0.91JQ 110
Anthracene 17000000 EPA Regional 1U 1.1U NA 4.1J 0.86 JQ 18 JQ
Benzo(a)anthracene 150 EPA Regional 1U 1.1U NA 221 35 30
Benzo(a)pyrene Equivalents (BAPE) 15 EPA Regional 0.94 0.83 NA 3.7 4.3 41
Benzo(a)pyrene 15 EPA Regional 0.53JQ 1.1U NA 2.7J 3.3 32
Benzo(b)fluoranthene 150 EPA Regional 1.1UJ 1.1U NA 1.2UJ 1.5 18
Benzo(g,h.i)perylene 14 0.71JQ NA 3.7 2 13
Benzo(k)fluoranthene 1500 EPA Regional 1.1UJ 1.1U NA 1.6J 1.9 22
Bis(2-ethylhexyl)phthalate 35000 EPA Regional 100 150 NA 120 240 100
Carbazole 22U 22U NA 24U 26U 26
Chrysene 15000 EPA Regional 1U 1.1U NA 3.1J 5.1 48
Dibenzo(a,h)anthracene 15 EPA Regional 1.1 1.1U NA 23J 0.99 JQ 28J
= Fluoranthene 2300000 EPA Regional 11U 1.1U NA 53J 4.9 61
A _{Fluorene 2300000 EPA Regional 1U 1.1U NA 347 1.3U 72
+ Indeno(1,2,3-cd)pyrene 150 EPA Regional 1.3 1.1U NA 3J 1.6 9.8
Naphthalene 3900 EPA Regional 0.61JQ 0.59JQ NA 3J 13U 9500
Phenanthrene 22U 1.1U NA 11J 2.3 160
Pyrene 1700000 EPA Regional 1U 1.1U NA 73J 8.3 78
Styrene 6500000 EPA Regional 14U 14U NA 1.2U 13U 1.5
Target Analyte List Metals (mg/kg)
Aluminum 7360 J 8700 16500 J 8370J 20100 J 14700
Antimony 31 EPA Regional R R R R R 6UJ
Arsenic 0.39 EPA Regional 0.87 049 2.04 1.78 27U 0.87
Barium 15000 EPA Regional 31.8J 35.4 83.1J 4347 100J 63.9
Cadmium 2 MTCA-Method A 0.22 JQ 0.53 U 0.74 0.3JQ 0.94 0.6
Calcium 3040 2250 6730 3270 6310 4410
Chromium 280 EPA Regional 18.9 17.9 42.6 29.1 48.7 32J
Cobalt 5.7 54 13.3 9.1 15.7 11.9
Copper 3100 EPA Regional 9.8 9.1 334 15 40.9 24.6
Iron 10900 J 10700 27100 J 13800 J 32800 J 21000
Lead 250 MTCA-Method A 1JQ 2.1 3.6J 12U 4.3J 2.8
Magnesium 4290J 4140 8530 J 4430 J 8710J 5520
Manganese 202) 194 530J 341J 557J 339
Nickel 1600 EPA Regional 34.3J 32.7 50.8J 42.5) 56.7J 40.2
Potassium 411JQ 366 JQ 1110 407JQ 1080 587
Thallium 5.1 EPA Regional 1.7JQ 27U 4.3 241Q 4.7 3.9
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Vanadium

Zinc 23000 EPA Regional 21.5J 19.6 J 53.7J 26.2J 63.9J 44.3
Total Petroleum Hydrocarbons (mg/kg)

Gasoline Range Organics 30 MTCA-Method A 77U 6U 6U 5U 7U 10
Oil & Grease 2000 MTCA-Method A 50U 50U 50U 50U 52 50U
Volatlle Organic Compounds (uq/kqg)

Acetone 61000000 EPA Regional 7.1U 6.8 U NA 40 9.4 47
Benzene 30 MTCA-Method A 14U 14U NA 1.2JQ 1.2JQ 1.6
Ethylbenzene 5700 EPA Regional 6.7 14U NA 1.2U 13U 10
Isopropylbenzene 1.7 14U NA 12U 13U 0.94 JQ
o-Xylene 5300000 EPA Regional 11 14U NA 12U 13U 14
Trichlorofluoromethane 800000 EPA Regional 14U 140 NA 0.94 JO 1.5 13U
Note: Bold type indicates the sample result is above the instrument detection limit.

Highlighted cells indicate the sample result exceeds its analyte-specific screening criteria.

Key:
bgs = below ground surface.
CLP = Contract Laboratory Program.
o EPA = United States Environmental Protection Agency.
W ID = Identification.
J = The analyte was positively identified. The associated numerical result is an estimate.
pg/kg = micrograms per kilogram.
mg/kg = milligrams per kilogram.
NA = The analyte was not analyzed for.
Q = Detected concetnration is below the method reporting limit/contract Required Quantitation Limit, but is above the method quantitation limit.
R = The data are unusable for all purposes.
U = The analyte was not detected at or above the reported result.
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Table B-7 Subsurface Soil Samples (15 to 20 feet bgs) Analytical Results Summary

S q
1,3,5-Trimethylbenzene EPA Regional 21U 24U 25U 22U 25U 26U 26
2-Methylnaphthalene 1U 12U 12U 1.1U 12U 13U 160
Anthracene 17000000 EPA Regional 1U 12U 12U 1.1U 12U 13U 2.1
Benzo(a)anthracene 150 EPA Regional 1U 12U 1.2U 1.1U 12U 1.3UJ 3
Benzo(a)pyrene Equivalents (BAPE) 15 EPA Regional 1.2 091U 091U 1.1 091U 1.0 4.6
Benzo(a)pyrene 15 EPA Regional 0.74 JQ 1.2U 12U 0.65 JQ 1.2U 1.3UJ 3.5
Benzo(b)fluoranthene 150 EPA Regional 1.1UJ 12U 120 1.10J 1.2U 1.3UJ 2.5
Benzo(g,h,i)perylene 1.9 1.2U 12U 1.3 0.77JQ 1.3J 2.3
Benzo(k)fluoranthene 1500 EPA Regional 1.1 UJ 12U 1.2U0 1.1UJ 12U 1.3 U] 2.8
Bis(2-ethylhexyl)phthalate 35000 EPA Regional 75 180 160 82 180 110 110
Chrysene 15000 EPA Regional 1U 12U 120 11U 1.2U 1.3UJ 4.8
Dibenzo(a,h)anthracene 15 EPA Regional 1.6 12U 120 1.1 120 0.8JQ 13U
Fluoranthene 2300000 EPA Regional 1U 12U 1.2U 1.1U 12U 13U 7.1
Fluorene 2300000 EPA Regional 1U 12U 12U 1.1U 120 0.7JQ 4
Indeno(1,2,3-cd)pyrene 150 EPA Regional 1.8 12U 12U 1.3 12U 0.87JQ 1.6
Naphthalene 3900 EPA Regional 0.58 JOQ 13U 1.1U 1.0JQ 12U 1.1U 96 J
Phenanthrene 1U 12U 12U 0.61 JO 0.74 JOQ 13U 12
Phenol 18000000 EPA Regional 21U 24U 25U 220 25U 26 U 39
Pyrene 1700000 EPA Regional 1U 12U 1.2U 11U 1.2U 1.3UJ 9.7
' Target Analyte List Metals (mg/kg)
Aluminum 6760 J 8120 12200 8950 J 20500 J 20800 J 18200
Antimony 31 EPA Regional R R R R R R 7.5UJ
Arsenic 0.39 EPA Regional 0.77 0.50 0.97 1.01 1.52 1.39 3.89
Barium 15000 EPA Regional 30.1J 36.9 51.5 35.74 88.6J 95.6J 94
Cadmium 2 MTCA-Method A 0.22 JQ 0.56 U 0.59U 0.25JQ 0.86 0.96 0.91
Calcium 3030 2070 2770 2740 6940 7290 7080
Chromium 280 EPA Regional 18 18.3 22.5 19.2 50.9 60.8 48.3J
Cobalt 5.5 5.51Q 7.2 5.5JQ 15.7 16.9 14.1
Copper 3100 EPA Regional 10.3 9.1 13.8 11.7 41.6 46.4 41.2
A{lron 10400 J 9940 15000 11700 J 29600 J 32400J 33000
Lead 250 MTCA-Method A 0.72 JQ 2 33 0.83 JO 4.7J 487 4.5
Magnesium 4440 J 3640 4590 4100 J 9510 J 11400 J 9970
Manganese 198J 189 261 208J 421J 449J 824
Nickel 1600 EPA Regional 345J 32.7 35 31J 58.2J 56 J 52.9
Potassium 393 JQ 383JQ 542 JQ 400JQ 1280 1350 1240
Thallium 5.1 EPA Regional 1.5JQ 28U 1.2JQ 1.9JQ 4.5 5 5.1
Vanadium 22,7 20.7 34.2 24.9 69.9 86 73.4
Zinc 23000 EPA Regional 20.6J 19.9J 27.6J 23.1J 69.2J 723J 62.7
Total Petroleum Hydrocarbons (mg/kg)
Gasoline Range Organics 30 | MTCA-Method A | 7U 6U 6U 6U 5U 6U 9
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Volatile Organic Compounds (ng/kg)

Acetone 61000000 EPA Regional 63U 17 6.5 9.7 65U 27 245
Benzene 30 MTCA-Method A 13U 13U L1yl 13U 0.85JQ 0.88JQ 64J
Ethylbenzene 5700 EPA Regional 13U 13U 1.1uJ 13U 13U L1U 6.1J
o-Xylene 5300000 EPA Regional 1.3U 13U 1.1 UJ 13U 13U 1.1U 6.5J
Styrene 6500000 EPA Regional 13U 13U 1.1UJ 13U 13U 1.1U 34
Toluene 7000 MTCA-Method A 0.46 JOQ 13U 0.99 JQ 0.47JQ 1.2JQ 0.6 JQ 1J
Trichlorofluoromethane 800000 EPA Regional 13U 13U 1.1U L.3U 1.8 0.88JQ 1.2UJ
Note: Bold type indicates the sample result is above the instrument detection limit.

Highlighted cells indicate the sample result exceeds its analyte-specific screening criteria.

Key:
bgs = below ground surface.
CLP = Contract Laboratory Program.
EPA = United States Environmental Protection Agency.
ID = Identification.
J = The analyte was positively identified. The associated numerical result is an estimate.
pg/kg = micrograms per kilogram.
mg/kg = milligrams per kilogram.
Q = Detected concetnration is below the method reporting limit/contract Required Quantitation Limit, but is above the method quantitation limit.
R = The data are unusable for all purposes.
U = The analyte was not detected at or above the reported resuit.
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Table B-8

Semivolatile

rganic Compounds {(Ldg/Kg

Subsurface Soil Samples (20 to 25 feet bgs) Analytical Results Summary

2-Methylnaphthalene 12U 1.1U 5.3 1.1U 26U
Anthracene 17000000 EPA Regional 1.2U 1.1U 14 1.1U 1.3U
Benzo(a)anthracene 150 EPA Regional 12U 1.1U 2.2 .10 13U
Benzo(a)pyrene Equivalents (BAPE) 15 EPA Regional 0.97 08U 14 3.7 15
Benzo(a)pyrene 15 EPA Regional 12U 1.1U 25U 34 15
Benzo(b)fluoranthene 150 EPA Regional 12075 1.1U 14J 1.1U 13U
Benzo(g,h,i)perylene 1.11Q 11U 2.9 11U 1.3U
Benzo(k)fluoranthene 1500 EPA Regional 1.2UJ 1.1U 1.6J 1.1U 13U
Bis(2-ethylhexyl)phthalate 35000 EPA Regional 93 130 240 200 140
Butylbenzylphthalate 260000 EPA Regional 24U 15J 25U 23U 26U
Chrysene 15000 EPA Regional 120 1.10 3 1.1U 2.3
Dibenzo(a,h)anthracene 15 EPA Regional 0.88 JQ 1.1U 2.6 1.1U 13U
Fluoranthene 2300000 EPA Regional 12U 1.1U 3.6 117 3
Indeno(1,2,3-cd)pyrene 150 EPA Regional 11Q 1.1U 2.8 1.1U 130
Naphthalene 3900 EPA Regional 0.72]Q 1.1U 1.2U 2.8 1.6U
Phenanthrene 12U 1.1U 5.3 11U 24
Phenol 18000000 EPA Regional 24U 22U 25U 23U 81
Pyrene 1700000 EPA Regional 12U 1.1U 4.8 1.1U 4.3
Target Analyte List Metals {mg/k .
Aluminum 9680 J 7850 20300 J 7280 J 19600
Antimony 31 EPA Regional R R R R 7.6 Ul
Arsenic 0.39 EPA Regional 2103 .77 3.64 17 247
Barium 15000 EPA Regional 37.94J 35.1 91.2J 3447J 101
Cadmium 2 MTCA-Method A 0.3JQ 0.54 U 0.87 0.2JQ 0.88
Calcium 3210 2130 6740 3180 7250
Chromium 280 EPA Regional 20.3 16.8 48.4 20.1 462 J
Cobalt 6.5 5.5 19 5.6JQ 15.5
Copper 3100 EPA Regional 10.7 8.3 43.1 11.6 43.7
Iron 12800 J 10100 31700 J 11700 J 32400
Lead 250 MTCA-Method A 0.81Q 2.1 45] 0.66 1Q 4.7
Magnesium 4610 J 3770 9430 J 5050J 12200
Manganese 177J 193 59773 192 520
Nickel 1600 EPA Regional 36.9J 32.8 66.3J 3357 56.5
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Potassium 398 JQ 387JQ 1240 370JQ 1570
Thallium 5.1 EPA Regional 241Q 27U 45 2.31Q 4.6
Vanadium 30.1 22.3 69.3 24 70.4
Zinc 23000 EPA Regional 23.6J 19.1J 68.2 J 3473 65.7
Volatile Organic Compounds (na/kq)
2-Butanone 63U 570 6.1U 6U 15
Acetone 61000000 EPA Regional 21 16 6.1U 50 64
Benzene 30 MTCA-Method A 13U 1.1U 12U 0.69 JQ 180
Carbon disulfide 670000 EPA Regional 13U 1.1U 120 12U 5.9
Methylene chloride 20 MTCA-Method A 13U 13U 12U 120 3.6
Toluene 7000 MTCA-Method A 1.2JQ L1U 1.2U 1.2U 2.1
Trichlorofluoromethane 800000 " EPA Regional 13U 1.1U 12U 0.84 JQ 1.9
Note: Bold type indicates the sample result is above the instrument detection limit.

Highlighted cells indicate the sample result exceeds its analyte-specific screening criteria.
Key:

bgs = below ground surface.

CLP = Contract Laboratory Program.

EPA = United States Environmental Protection Agency.

ID = Identification.

J = The analyte was positively identified. The associated numerical result is an estimate.

pg/kg = micrograms per kilogram.
mg/kg = milligrams per kilogram.

NA = The analyte was not analyzed for.
Q = Detected concetnration is below the method reporting limit/contract Required Quantitation Limit, but is above the method quantitation limit.

R = The data are unusable for all purposes.
U = The analyte was not detected at or above the reported result.
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Semivolatile Organic Compounds (ug/kg)

2-Methylnaphthalene 1.1U 1.1U 1.2U 34
Benzo(a)anthracene 150 EPA Regional 1.1U 3.8 12U 2.6J
Benzo(a)pyrene Equivalents (BAPE) 5 EPA Regional 0.93 9.5 20U 14
Benzo(a)pyrene 15 EPA Regional 0.56 J1Q 7.7 1.20 13J
Benzo(b)fluoranthene 150 EPA Regional 1.1UJ 4,5 120 2.3
Benzo(g,h,i)perylene 1.2 5 12U 237
Benzo(k)fluoranthene 1500 EPA Regional 1.10J 4.7 12U 2.7J
Bis(2-ethylhexyl)phthalate 35000 EPA Regional 83 100 240 150
Chrysene 15000 EPA Regional 0.67 JQ 6.9 1.2U 43
Dibenzo(a,h)anthracene 15 EPA Regional 0.92J 11U 1.2U 1.3 U
Fluoranthene 2300000 EPA Regional 0.68 JQ 2.1 12U 13U
Indeno(1,2,3-cd)pyrene 150 EPA Regional 1.1 3.5 240U 1.6 J
Naphthalene 3900 EPA Regional 1.3 1.1U 19U 250
Pyrene 1700000 EPA Regional 0.81 JOQ 3.5 12U 9.5J
'Target Analyte List Metals (mg/kg)

Aluminum 11300 J 7240 7380 22000
Antimony 31 EPA Regional R R 7.3U0J 7.70]
Arsenic 0.39 EPA Regional 1.62 0.68 . v 1280 2.53
Barium 15000 EPA Regional 37.8J 33.5 28.5 110
Cadmium 2 MTCA-Method A 0.48 JQ 053U 0.23 JO 1.1
Calcium 5310 2040 3640 7940
Chromium ) 280 EPA Regional 36.4 16 18.9J 53.3J
Cobalt ' 10.1 5JQ 5.4JQ 17.3
Copper 3100 EPA Regional 25.3 8 9.5 52.1
Tron 18500 J 9570 11100 36500
Lead 250 MTCA-Method A 1.3J 1.8 0.6 JQ 5.2
Magnesium 5920J 3520 4600 14300
Manganese 401J 173 170 662
Nickel 1600 LEPA Regional 30.6J 314 32.3 62.2
Potassium 376 JQ 361 1Q 401 JQ 1900
Thallium 5.1 EPA Regional 2.6JQ 270 1.8JQ 5.5
Vanadium 45.9 20.8 254 77.8
Zinc 23000 EPA Regional 3421 18.9J 22.3 76.7
Volatile Organic Compounds (ug/kq)

Acetone 61000000 EPA Regional 9.5 16 28 47
Benzene 30 MTCA-Method A 1.1U 1.1U 19U : 44
Carbon disulfide 670000 EPA Regional 1.1U 110 19U 4.3
Methylene chloride 20 MTCA-Method A 1.1U 1.1J 19U 23U
Toluene 7000 MTCA-Method A 0.48JO 1.1U 19U 2.1
Trichlorofluoromethane 800000 EPA Regional 1.1U 1.1U 19U 2.4
Note: Bold type indicates the sample result is above the instrument detection limit.

Highlighted cells indicate the sample result exceeds its analyte-specific screening criteria.

Key:
bgs = below ground surface.
CLP = Contract Laboratory Program.
EPA = United States Environmental Protection Agency.
ID = Identification,
J = The analyte was positively identified. The associated numerical result is an estimate.
pg/kg = micrograms per kilogram.
mg/kg = milligrams per kilogram.
NA = The analyte was not analyzed for.
Q = Detected concetnration is below the method reporting limit/contract Required Quantitation Limit, but is above the method quantitation limit.
R = The data are unusable for all purposes.
U = The analyte was not detected at or above the reported result.
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Table B-10 Subsurface Soil Samples (30 to 35 feet bgs) Analytical Results Summary

Semivolatile Organic Compounds (ua/kq)

2-Methylnaphthalene 1.20J 5.9
Benzo(a)anthracene 150 EPA Regional 120 3.2
Benzo(a)pyrene Equivalents (BAPE) 15 EPA Regional 0.99 11
Benzo(a)pyrene 15 EPA Regional 1.2U 10
Benzo(b)fluoranthene 150 EPA Regional 1.2U0J 2.7
Benzo(g,h,i)perylene 1.21Q 2.5
Benzo(k)fluoranthene 1500 EPA Regional 1.20J 2.9
Bis(2-ethylhexyl)phthalate 3500 EPA Regional 250 100
Butylbenzylphthalate 260000 EPA Regional 29 26 UJ
Chrysene 15000 EPA Regional 0.67 JQ 4.9
Di-n-butylphthalate 6100000 EPA Regional 16 J 27U
Dibenzo(a,h)anthracene 15 EPA Regional 0.96 J 0.93J
Fluoranthene 2300000 EPA Regional 1.2UJ 8.6
Indeno(1,2,3-cd)pyrene 150 EPA Regional 1.1JQ 1.8
Phenanthrene 12U 4.1
Phenol 18000000 EPA Regional 250 62J
Pyrene 1700000 EPA Regional 12U 11
Target Analyte List Metals (mg/kg)

Aluminum 18500 22500
Arsenic 0.39 EPA Regional 3.2 4.57
Barium 15000 EPA Regional 89.1 113
Cadmium 2 MTCA-Method A 0.92 1.2
Calcium 7150 7900
Chromium 280 EPA Regional 48.1J 54.7J
Cobalt 15.8 18.1
Copper 3100 EPA Regional 41.5 54
Iron 32600 37200
Lead 250 MTCA-Method A 4.1 5.4
Magnesium 11000 14900
Manganese 497 678
Nickel 1600 EPA Regional 54 65.3
Potassium 1360 2000
Thallium 5.1 EPA Regional 4.7 5.7
Vanadium 72.3 80.1
Zinc 23000 EPA Regional 63 79
Volatile Organic Compounds (ua/kg)

Acetone 61000000 EPA Regional 20 33
Benzene 30 MTCA-Method A 13U 150
Carbon disulfide 670000 EPA Regional 130 7.5
Trichlorofluoromethane 800000 EPA Regional 13U 7.8
Note: Bold type indicates the sample result is above the instrument detection limit.

Highlighted cells indicate the sample result exceeds its analyte-specific screening criteria,

Key:
bgs = below ground surface.
CLP = Contract Laboratory Program.

EPA = United States Environmental Protection Agency.

ID = Identification.

J = The analyte was positively identified. The associated numerical result is an estimate.

ug/kg = micrograms per kilogram.
mg/kg = milligrams per kilogram.

Q = Detected concetnration is below the method reporting limit/contract Required Quantitation Limit, but is above the method quantitation limit.

R = The data are unusable for all purposes.

U = The analyte was not detected at or above the reported result.
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Table B-11 Subsurface Soil Samples (35 to 40 feet bgs) Analytical Results Summary

Semivolatile Organic Compounds (ua/kq)

2-Methylnaphthalene 1.1U 2.8
Benzo(a)anthracene 150 EPA Regional 1.1U 2.3
Benzo(a)pyrene Equivalents (BAPE) 15 EPA Regional 1.04 19
Benzo(a)pyrene 15 EPA Regional 1.1U 183
Benzo(b)fluoranthene 150 EPA Regional 1.1U 2.5
Benzo(g,h,i)perylene 1.4 2.3
Benzo(k)fluoranthene 1500 EPA Regional 1.1U 24
Bis(2-ethylhexyl)phthalate 35000 EPA Regional 160 120
Chrysene 15000 EPA Regional 1.1U 3.8
Dibenzo(a,h)anthracene 15 EPA Regional 2.2 0.80JQ
Fluoranthene 2300000 EPA Regional 1.1U 5.9
Indeno(1,2,3-cd)pyrene 150 EPA Regional 1JO 1.6
Phenanthrene 11U 2.2
Phenol 18000000 EPA Regional 23U 100
Pyrene 1700000 EPA Regional 1.1U 74
Target Analyte List Metals (ma/kq)

Aluminum 6370 19600
Arsenic 0.39 EPA Regional 0.68 2.21
Barium 15000 EPA Regional 23.9 93.9
Cadmium 2 MTCA-Method A 0.2JQ 0.91
Calcium 2960 7230
Chromium 280 EPA Regional 14.6J 46.7J
Cobalt 4.9 JQ 15.6
Copper 3100 EPA Regional 11.7 44.5
Iron 10100 32400
Lead 250 MTCA-Method A 12U 4.3
Magnesium 3650 12500
Manganese 179 515
Nickel 1600 EPA Regional 21.2 56.2
Potassium 344 JQ 1690
Thallium 5.1 EPA Regional 1.6 JQ 5
Vanadium 23.6 71.3
Zinc 23000 EPA Regional 19.3 67.4
Volatile Organic Compounds (ua/kg)

Acetone 61000000 EPA Regional 18 56
Benzene 30 MTCA-Method A 13U 250
Carbon disulfide 670000 EPA Regional 13U 5.6
Methylene chloride 20 MTCA-Method A 13U 24
Toluene 7000 " MTCA-Method A 13U 2.9
Trichlorofluoromethane 800000 EPA Regional 13U 4.5
Note: Bold type indicates the sample result is above the instrument detection limit.

Highlighted cells indicate the sample result exceeds its analyte-specific screening criteria.
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Key:

bgs = below ground surface.
CLP = Contract Laboratory Program.
EPA = United States Environmental Protection Agency.
ID = Identification.
J = The analyte was positively identified. The associated numerical result is an estimate.
pg/kg = micrograms per kilogram.
mg/kg = milligrams per kilogram.
Q = Detected concetnration is below the method reporting limit/contract Required Quantitation Limit, but is above the method quantitation limit.
U = The analyte was not detected at or above the reported result.
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Table B-12 Subsurface Soil Samples (40 to 45 feet bgs) Analytical Results Summary

bgs = below ground surface.
CLP = Contract Laboratory Program.

EPA = United States Environmental Protection Agency.

ID = Identification.

J = The analyte was positively identified. The associated numerical result is an estimate.
ng/kg = micrograms per kilogram.
mg/kg = milligrams per kilogram.

Page 1 of 1

Semivolatile Organic Compounds (ug/kq)
Bis(2-ethylhexyl)phthalate 35000 EPA Regional 100
Naphthalene 3900 EPA Regional 78
Phenol 18000000 EPA Regional 77
‘Target Analyte List Metals (mg/kg)
Aluminum 8430
Arsenic 0.39 EPA Regional 0.62
Barium 15000 EPA Regional 313
Calcium 3740
Chromium 280 EPA Regional 21.2J
Cobalt 6.4

- {Copper 3100 EPA Regional 12.9
Iron ' 13600
Magnesium 4820
Manganese 235
Nickel 1600 " EPA Regional 31.7
Vanadium 29.9
Zinc 23000 EPA Regional 33
Volatile Organic Compounds (ug/kg)
Benzene 30 MTCA-Method A 10
Chloroform 300 EPA Regional 44
Note: Bold type indicates the sample result is above the instrument detection limit.

Highlighted cells indicate the sample result exceeds its analyte-specific screening criteria.
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Table B-13  Groundwater Samples Analytical Results Summary

Semivolatile Organic Compounds (ng/L)

1,1'-Biphenyl 05U NA 05U 05U 05U 6.3
1,2,4-Trimethylbenzene 05U NA 0.5U 0.5UJ 05U 16
1,3,5-Trimethyibenzene 12 EPA Regional 0.5U NA 0.5U 0.5UJ 0.5U 98 J
2,4-Dimethylphenol 730 EPA Regional 05U NA 0.5U 0.5U 0.5U 32
2-Methylnaphthalene 0.23 NA 0.35 0.11 0.13 170 J
4-Methylphenol 05U NA 05U 05U 05U 2.3
Acenaphthene 2200 EPA Regional 05U NA 4.9J 0.05U 0.05U 38
Acenaphthylene 0.05U NA 54J 0.089 0.05U 4.3
Acetophenone 05U NA 05U 05U 05U 3.8
Anthracene 11000 EPA Regional 0.063 NA 0.4 0.04J 0.05U 2.9
Benzo(a)anthracene 0.029 EPA Regional 0.05U NA 0.05U 0.66 005U 0.56
Benzo(a)pyrene 0.0029 EPA Regional 0.05U NA 0.05U 1.1 0.05U 0.25J
Benzo(b)fluoranthene 0.029 EPA Regional 0.05U NA 0.05U 0.59 0.05U 0.15J
Benzo(g,h,i)perylene 0.072 NA 0.05U 0.82 0.05U 0.12J
Benzo(k)fluoranthene 0.29 EPA Regional 0.05U NA 0.05U 0.7 0.05U 0.16 J
Bis(2-ethylhexyl)phthalate 4.8 EPA Regional 0.52 U NA 0.5JQ 0.49J 0.33JO 0.78
UButylbenzylphthalate 35 EPA Regional 0.5U NA 0.5U 0.34 JQ 0.33JQ 1
b':Caprolactam 6.3J NA 0.71J 0.48 JQ 05U 0.5U
“Carbazole 05U NA 1.3J 05U 05U 24
Chrysene 2.9 EPA Regional 0.068 NA 05U 1.1 0.05 U 0.92
Dibenzo(a,h)anthracene 0.0029 EPA Regional 0.05 U NA 0.05 U 0.11 0.5U 0.031 JQ
Dibenzofuran 0.5U NA 0.29JQ 05U 05U 1.1
Diethylphthalate 29000 EPA Regional 05U NA 05U 0.34JQ 05U 0.41JQ
Fluoranthene 1500 EPA Regional 0.12 NA 0.26 0.81 0.05U 3.7
Fluorene 1500 EPA Regional 0.067 NA 0.25 0.05U 0.05U 6.1
Indeno(1,2,3-cd)pyrene 0.029 EPA Regional 0.05U NA 0.05U 04 0.05U 0.09J
Phenanthrene 0.16 NA 0.05U 0.33JQ 0.05U 6.7
Phenol 11000 EPA Regional 05U NA 05U 05U 005U 33
Pyrene 1100 EPA Regional 0.19 NA 0.36 1.1 0.05U 1.6
Target Analyte List Metals (mg/L
Arsenic 0.045 EPA Regional 1.7 0.39 4.1 1.1 0.63 0.9
Barium 2000 EPA Regional 953 5840 174 2370 35.7 3140
Beryllium 2.6 13.6 0.371Q 6.4 1U 7.6
Cadmium 5 EPA Regional 0.9JQ 2 0.16JQ 1.8 0.05 JQ 3.9
Chromium 50 EPA Regional 304 1090 69.6 845 2.4 1670
Cobalt 23J 89.5 83J 41.7J 14J 23.6J
Copper 1300 EPA Regional 44.8 J 293 327 59.8J 1.9JQ 111J
Lead 15 EPA Regional 43.2°J 179 8J 1323 0.44 JQ 268 J
Manganese 6580 8840 3020 12400 98.1 25600
Nickel 96.1J 458 38.2J 106 J 524 125J
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Table B-13

Groundwater Samples Analytical Results Summary

S g .
Silver 100 EPA Regional 0.26 JQ 0.07JQ 1UJ
Thallium 1 0.26 JO 0.94 JOQ 1U 0.82JQ
Vanadium 454 926 78.2 717 3.7JQ 714
Zinc 5000 EPA Regional 72J) 417 37.2U 126 J 45U 153 J
Total Petroleum Hydrocarbons (mg/L)
Diesel Range Organics 0.5 EPA Regional 0.38J | 0.17J 0.513J 0.25 UJ 025U 553
Volatile Organic Compounds (ug/L)
Acetone 22000 EPA Regional 3.9J0 3.9J0O S5U 5UJ 5U 500 UJ
Benzene 0.41 EPA Regional 543 025U 70 0.35U] 035U 3100J
Cyclohexane 0.25U 025U 0.38 025U 0.25U 25U
Ethylbenzene 1.5 EPA Regional 025U 0.25 U 26 0.25 UJ 0.25U 190 JQ
Isopropylbenzene 025U 025U 3 0.25 UJ 0.25U 221Q
Naphthalene 0.14 EPA Regional 0.45 0.25UJ 2.3 0.25UJ 0.25UJ 1800
o-Xylene 1400 EPA Regional 025U 025U 5.8 0.25UJ 025U 640 J
Toluene 1000 MTCA-Method A 025U 025U 1.5 0.25UJ 0.25U 58J
Trichloroethene 1.7 EPA Regional 025U 025U 025U 0.31J 049 J 25UJ

Note: Bold type indicates the sample result is above the instrument detection limit.

o) Highlighted cells indicate the sample result exceeds its analyte-specific screening criteria.

(@)}
Key:

CLP = Contract Laboratory Program.
EPA = United States Environmental Protection Agency.
ID = Identification.

J = The analyte was positively identified. The associated numerical result is an estimate.

pg/L = micrograms per liter.
mg/L = milligrams per liter.
MCL = Maximum Contaminant Levels

NA = The analyte was not analyzed for.

Q = Detected concetnration is below the method reporting limit/contract Required Quantitation Limit, but is above the method quantitation limit.

U = The analyte was not detected at or above the reported result.

Page 2 of 2
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Table B-14

Sediment Sam

les Analytical Results Summa

Semivolatile Organic Compounds (ug/kq)

1,1'-Biphenyl 110 71 90 60 25U
1,2,4-Trimethylbenzene 18J 26U 27U 15JQ 25U
2-Methylnaphthalene 64 SQuiRT 690 390 370 210 19
4-Methylphenol 670 SQS 25U 17JQ 17J 25U 25U
Acenaphthene 130 SQuRT 360 73 240 97 15
Acenaphthylene 71 SQuiRT 1100 1500 1700 1300 48
Acetone 61000000 SQS 66U 9U 28 68U 7.1U
Anthracene 280 SQuiRT 830 1300 2300 1700 34
Benzaldehyde 25U 26 U 38 25U 19JQ
Benzo(a)anthracene 960 SQuiRT 3200 3200 3000 5600 160
Benzo(a)pyrene 1100 SQuiRT 3600 3700 3400 6300 260
Benzo(b)fluoranthene 1800 SQuiRT 2000 2000 3100 3400 130
Benzo(g,h,i)perylene 670 SQS 2100 2700 3000 3800 190
Benzo(k)fluoranthene 1800 SQuiRT 2200 2600 1300 3600 160
Benzo(b + k)fluoranthene 3200 SQS 4200 4600 4400 7000 290
Bis(2-ethylhexyl)phthalate 1300 SQS 25U 26U 27U 25U 42
Carbazole 110 100 110 69 25U
Chrysene 950 SQuiRT 3200 3500 3300 6000 170
Dibenzo(a,h)anthracene 230 SQS 600 920° 870 860 47
Dibenzofuran 110 SQuiRT 74 58 71 69 25U
Ethylbenzene 4 SQuiRT 2.3 18U 1.6 U 14U 14U
Fluoranthene 1300 SQuiRT 6600 6000 6500 15000.J 400
Fluorene 120 SQuiRT 450 10000 700 1780 13
Indeno(1,2,3-cd)pyrene 600 SQS 2000 2500 3100 3200 150
Naphthalene 230 SQuiRT 1300 1.1JQ 0.95J 14U 14U
o-Xylene 430000 SQS 5.7 18U 1.6U 14U 14U
Pentachlorophenol 17 SQuiRT 24 UJ 25 UJ 26 UJ 24UJ 34
Phenanthrene 660 SQuiRT 2200 1900 2900 8100.J 140
Pyrene 2400 SQuiRT 9100 7100 7500 18000 500
Target Analyte List Metals (mg/kg)

Aluminum 9030 J 7130 J 7640 J 6290 J 6020 J
Antimony 9.3 SQuiRT 39710 R R R R
Arsenic 35 SQuiRT 2.3 2.3 5.1 2.6 1.5
Barium 48 SQuiRT 19.1JQ 30.2J 47J 16.6 JO 13.3J0Q

Page 1 of 2
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Table B-14  Sediment Samples Analytical Results Summa

Beryllium 2.7 2.1 2.3 2 1.9
Calcium 33600 J 5530J 17200 J 6140 J 2390 J
Chromium 62 SQuiRT 21.2J 19.3J 20.2J 17.5J 16.6 J
Cobalt 3.7JQ 3970 26.3 3.5JQ 3JQ
Copper 390 SQS 26.7 22.1 71.7 13.5 8.6
Iron 12500 J 14000 J 15900 J 11400 J 9730 J
Lead 400 SQuiRT 16.1J 194J 30J 10.1J 8.9J
Magnesium 4210 4640 3970 4110 3350
Manganese 260 SQuiRT 168 180 166 135 174
Mercury , 041 SQS 0.0278 JQ 0.028 JQ 0.021 JQ 0.021 JQ 0.1
Nickel 110 SQuiRT 26.7J 33.5J 52.6JQ 253J 21.4J
Potassium 603 J 563 494 JO 497 JQ 415 JO
Sodium 1390 996 1560 1930 605
Thallium 25U 25U 25U 25U 25U
Vanadium 29.8 27.8 36.5 25 21.6
Zinc 410 v SQS 79.9J 574J 78.9 J 36.5J 2327
Volatile Organic Compounds (na/kq)

Benzene 30 | SQS | 7.4 | 1.8U | 1510 | 14U | 14U
Note: Bold type indicates the sample result is above the instrument detection limit.

Highlighted cells indicate the sample result exceeds its analyte-specific screening criteria.

Key:

CLP = Contract Laboratory Program.

EPA = United Statcs Environmental Protection Agency.
ID = Identification.

J'= The analyte was positively identified. The associated numerical result is an estimate.
pg/L = micrograms per liter.
mg/L = milligrams per liter.
NA = The analyte was not analyzed for.

Q = Detected concetnration is below the method reporting limit/contract Required Quantitation Limit, but is above the method quantitation limit.

SQS = Washington State Sediment Quality Standard

SQuiRT = NOAA Screening Quick Reference Tables

U = The analyte was not detected at or above the reported result.

Page 2 of 2
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Sample Plan Alteration Form
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SAMPLE PLAN ALTERATION FORM

JUL 08 J0na

Project Name and Number: _Bremerton Gasworks

Technical Direction Document Number: 07-01-0008

Material to be sampled: _Subsurface soil, groundwater, sediments

Measurement Parameters: _Not applicable.

Standard Procedure for Field Collection & Laboratory Analysis (cite references): _Not

applicable

Reason for Change in Field Procedure of Analytical Variation: _During the sampling event,
obvious contamination was noted during drilling at location MP04.

Variation from Field or Analytical Procedure:___ Collection of three additional soil samples from
this location. Additional sample depths were added at 35 feet below ground surface (bgs), and 40
feet bes. Additionally, no sample was collected from the 30 foot depth at this location due to a
lack sufficient sample volume. START contacted the EPA TM on May 13, 2008 regarding the
change to the sample plan; this telephone call was not noted in the log book.

Special Equipment, Materials, or Personnel Required: _Additional sampling supplies, submittal
of additional samples at KAP laboratories (a Contract Laboratory Program laboratory), and
Manchester Environmental Laboratory.

Contact: Approved Signature Date
Initiator: Ao “Trobdernt™ 6/15/2009
START PL: /fl 6/15/2009
EPA TM: . / ,
ww A «g‘lfﬁ ] / cz" o4
EPA QA Officer: "7 /a 1/ / é
N l F‘d{ / ( '/n'“’\(‘ ‘7//‘ ('P) 7

_,,‘ { '2)_,%)‘/ R ALY
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SAMPLE PLAN ALTERATION FORM

Project Name and Number: _Bremerton Gasworks

Technical Direction Document Number: 07-01-0008

Material to be sampled: _Subsurface soil, groundwater, sediments

Measurement Parameters: _Not applicable.

Standard Procedure for Field Collection & Laboratory Analysis (cite references): _Not

applicable

Reason for Change in Field Procedure of Analytical Variation: _During the sampling event,
obvious contamination was noted during drilling at location MPO1.

Variation from Field or Analytical Procedure:___Collection of one additional soil sample from
this location at a depth of 35 feet below ground surface. START contacted the EPA TM on May
14, 2008 regarding the change to the sample plan; this telephone call was not noted in the log
book. o

Special Equipment, Materials, or Personnel Required: _Additional sampling supplies, submittal
of additional samples at KAP laboratories (a Contract Laboratory Program laboratory), and
Manchester Environmental Laboratory.

Contact; "Approved Signature Date
Initiator: “Aupie. Tloheret— 6/15/2009
START PL: o Mgt ¢ 6/15/2009

T L B} N
EPA TM: ol )& Lo 112./209

i 7 S0 T —
. : 3 / f A ) ] -
EPA QA Officer: ﬁﬂ(i U Cuieeey 7/ 7 !/ !

T (o Cagee,
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SAMPLE PLAN ALTERATION FORM

Project Name and Number: _Bremerton Gasworks

Technical Direction Document Number: 07-01-0008

Material to be sampled: _Subsurface soil, groundwater, sediments

Measurement Parameters: _Not applicable,

Standard Procedure for Field Collection & Laboratory Analysis (cite references): _Not

applicable

Reason for Change in Field Procedure of Analytical Variation: _During the sampling event,
obvious contamination was noted during drilling at location SP03.

Variation from Field or Analytical Procedure:___Collection of three additional soil samples this
location. Additional sample depths were added at 35 feet below ground surface (bgs), 40 feet
bgs, and 45 feet bgs. START contacted the EPA TM on May 12, 2008 regarding the change to
the sample plan: this telephone call was not noted in the log book.

Special Equipment, Materials, or Personnel Required: _Additional sampling supplies, submittal
of additional samples at KAP laboratories (a Contract Laboratory Program laboratory), and
Manchester Environmental Laboratory.

Contact; Approved Signature Date
Initiator: “Aduare Trobbect— 6/15/2009
START PL: fee S 6/15/2009

. P et .
EPATM: - %Mwﬁé%“w" 7/ Jy/ o4

EPA QA Officer; '} %( e{ )Qp& P ‘%*L ¥ // 2 / éjé‘(

CAN

Curep-Crove,
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Global Positioning System
Coordinates

10\3START307010008\51247
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ppendix D Global Positioning

Sesko Property 02

System Coordinates

1/20/2009

47.578034

-122.64229

SP03 Sesko Property 03 1/20/2009 47.57786 -122.642296 10.983
SPO1 Sesko Property 01 1/20/2009 47.578091 -122.642616 10.801
MPO1 McConkey Property 01 1/20/2009 47.578011 -122.643144 12.161
MP04 McConkey Property 04 1/20/2009 47.578426 -122.642918 12.384
MP02 McConkey Property 02 1/20/2009 47.577887 -122.643409 15.859
MPO03 McConkey Property 03 1/20/2009 47.578042 -122.643465 14.231
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Borehole Reports
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DRILLING LOG OF WELL/BORING NO. MP-01 Page 1 of 1
Project/Location: Bremerton Gas Works / Bremerton, WA Total Depth of Hole (feet BGS): 35
Boring Location:  Between welding shop and granite countertop Ground Elevation (feet above N/A):
workshop ' Inner Casing Elevation (TOC):
Date Started/Finished: 5/14/2008 - 5/14/2008 Groundwater Depth (feet BGS):
Drilling Contractor; Boart Longyear - John Bennett First Encountered: ¥ _____  Fina ¥ _____
Drill Method:  Hollow Stem Auger/1.5' splitspoon Geologist: Courtney Funk
COMMENTS
e~ Reviewed By:
< = fron)
2t 3
WELL © L= 2
= e SOIL/ROCK Wy
g8 § CQaEnoN 2 DESCRIPTION z2 % g
2 £ Q wg W 3
< I I a4 g =2 o o
> B o o 8 < z
W & Zo 3 o B
w o O wo x 34 m
3
5
(2~
© L
DS
33
Ouw ground surface (gs)
3 No well e Auger down to 3.5 feet below 0
2] installed. ground surface (bgs). 0.9
3—] Borehole was -] 35
41 plugged with T4 Dark brown SAND with concrete 0 Sample MP0Q1SB05 was collected.
5 hydrated 2 fragments from blacktop, dry, no
gz sodium- odor. 05
= bentonite {11 g5 Light brown fine to medium SAND, o
9] chips REE some silt, dry, no odor. Auger down Sample MPO1SB10 was collected.
0 (3/8-inch). 0 8.5 feet bgs. 15 P »
1 BN Light brown-grey fine to medium
g‘q 111 135 SAND, some large and small U
E - == gravel, trace silt, dry, no odor.
;g__ » Auger down to 13.5 feet bgs. 1.5 Sample MP01SB15 was collected.
161 - Light brown-grey fine to medium o,
17 o SAND, dry, no odor. Auger down to
18— 18.5 18.5 feet bgs. 1.5
19 » Light brown-grey fine to medium
3
;(17__: k= SAND, dry, no odor. Auger down to o Sample MP(01SB20 was collected.
2] iy 23.5 feet bgs. 15
23— 1 235
24 : Light brown-grey fine to medium 0 Sample MP01SB25 was collected.
EZE SAND, some coarse grains, trace 15
27 - silt, moist, no odor. ‘
28] 1 28,5 Auger down to 28.5 feet bgs.
29— : Grey silty SAND, some small Sample MP01SB30 was collected.
3‘1’3 - gravel, trace large gravel, moist, no 1.5
3] o odor. Auger down to 33.5 feet bgs.
33 | 335
34— 94:0 Light brown-grey CLAY, medium Sample MP01SB35 was coliected.
gzz 35:0\plasticity, dry, no odor. r
37 | Light brown-grey CLAY with reddish,’
351 tbrown well graded sand, oxidation
39-] ‘lpresent, transitional interval, dry no I
40 odor.  _ __ _ _ _ __
41 END boring at 35' - no oil material
:iz or odor observed
44—
45
PROJECT NAME: Bremerton Gas Works
WELL NO.: MP-01
ecology and environment, inc. WELL_LOG BREMERTON.GPJ 11-26-08
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DRILLING LOG OF WELL/BORING NO. MP-02 Page 1 of 1
Project/Location: ~Bremerton Gas Works / Bremerton, WA Total Depth of Hole (feet BGS): 30
Boring Location:  YVest of N. McConkey prop near gate Ground Elevation (feet above N/A):
Inner Casing Elevation (TOC):
Date Started/Finished: 9/19/2008 - 5/19/2008 Groundwater Depth (feet BGS):
Drilling Contractor: Dave Puckett First Encountered: ¥ _____  Finahl ¥ _____
Drill Method:  Hollow Stem Auger/1.5" splitspoon Geologist: Courtney Funk
COMMENTS
= Reviewed By:
<2 o~
e 8
WELL 0] s 2
= Ie) SOIL/ROCK @
3 3  COMPLETION 5 DESCRIPTION z2z £
2 £ DIAGRAM o we & 3
< T I J ¢ = L %)
= [o- o, oy O <
T % 2o 8 g 3
o o O nE x4 o
8
5
2~
© L
Qs
3
ouw ground surface (gs)
. No well Auger down to 3.5' bgs
5] installed. 15 0
3] Borehole was 35 ’
4 p/ugﬁej ";’tg 4-0- Dark brown fine SAND, some silt, Sample MP02SB05 was collected.
5 v J‘f”uz’_ large and small gravel.
6 bsot/ it Light brown fine SAND, trace small 1.5 0
7 en O:. © gravel, dry. Blow counts; 2-5-7.
1 c 'hp)s 8.5 Auger down to 8.5 feet below
9—  (3/8-inch). ground surface. Sample MP02SB10 was collected.
70 Light brown/grey fine to medium 15 0
11 SAND, some small gravel, trace
2] large gravel, trace silt, dry, no odor.
4] 13.5_ Blow counts: 3-9-13. Auger down to
14— 13.5 feet bgs. 1.5 0 |Sample MP02SB15 was collected.
;i} Light brown/grey fine to medium
7] SAND, trace silt, dry, no odor. Blow
h counts: 7-19-31. Auger down to
o 18518.5 feet bgs. "o ® | sample MP025B20 llected
20 Light brown/grey fine to medium ample was collected.
21 SAND, trace silt, dry, no odor. Blow
291 _ counts: 9-12-22. Auger down to 15 0
23] 235 23.5feet bgs.
24— Light brown/grey fine to medium Sample MP02SB25 was coliected.
25— SAND, trace silt, dry, no odor. Blow
26— counts: 9-11-14. Auger down to +5 &
277 ' 28.5 feet bgs.
26— 28.5 15 &
26— 11 300 Light brown/grey fine to medium Sample'MP02SB30 was collected.
30— T 1 SAND, trace silt, dry, no odor. Blow ,
317 \counts: 8-18-21.
27 End boring at 30 feet bgs- no water
337 encountered.
34*:
35—_
36-:
37—_
38":
3G~
40
PROJECT NAME: Bremerton Gas Works
WELL NO.: MP-02
ecology and environment, inc. WELL LOG BREMERTON.GPJ 11-25-08
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DRILLING LOG OF WELL/BORING NO. MP-03 Page 1 of 1
Project/Location: ~Bremerton Gas Works / Bremerton, WA Total Depth of Hole (feet BGS): 20
Boring Location;  Yest of Thomas Avenue, inside fence Ground Elevation (feet above N/A):
Inner Casing Elevation (TOC):
Date Started/Finished: 5/19/2008 - 5/19/2008 Groundwater Depth (feet BGS):
Drilling Contractor; Dave Puckett First Encountered: ¥ L’/ Final: ¥
Drill Method:  Hollow Stem Auger/1.5' splitspoon Geologist:  Courtney Funk
. COMMENTS
=~ Reviewed By:
<=2 =~
za 9
WELL 0] ~= =
= o SOIL/ROCK by =
& 8 COMPLETION - DESCRIPTION z2 % g
Q & DIAGRAM Q wy W 3
i T 32X §
Z % tx 3% 3
W & 2 W g S
w o O woao o I m
g
5
(2N~
© L
23
ok
ow ground surface (gs)
No well Auger down to 3.5 feet below
1— installed. ground surface (bgs).
2_‘ Borehole was
1 plugged with 1.5 0
3— hydrated 35
A sodium- - -
4 bentonite Light brown grey SILT, some clay, Sample MP03SB05 was collected.
. chios some fine sand, dry, trace very
57 @3 /8-incIF7)) small gravel. Auger down to 8.5 feet
6— ) bgs. FID: 0.0 Blow counts: 5-6-9 0 0
7]
8] 8.5
o] Grey/brown SILT with some clay,
J 10,0 frace fine sand, trace small gravel, Sample MP03SB10 was collected.
10 low plasticity, dry FID: 0.0 Blow 1.5 0
11— counts: 10-16-12
13—
14— 0 0
57 SILT, no recovery, refusal, unable
16— | 16.5 o salvage a sampie for SB15, will
7] \continue to 18.5 - 20
18] Y » 15
19% SN Light brown/grey sorted fine
g 1] 200 medium coarse SAND, trace silt, Sample MP03SB20 was collected.
207 1 trace gravel, wet, water at 18'bgs
21 \FID: 0.0 Blow counts: 5-7-13
g END of boring at 20’ bgs
22—
23—_
24—
25 ]
PROJECT NAME: Bremerton Gas Works
WELL NO.: MP-03
ecology and environment, inc. WELL LOG BREMERTON.GPJ 11-25-08
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DRILLING LOG OF WELL/BORING NO. MP-04

Page 1 of 1

Project/Location: ~Bremerton Gas Works / Bremerton, WA

Boring Location: ~ South of Port Washington Narrows, west of Sesko

Prop

Date Started/Finished: ~5/13/2008 - 5/13/2008

Driling Contractor;  Boart Longyear - John Bennett

Total Depth of Hole (feet BGS): 40
Ground Elevation (feet above N/A):
Inner Casing Elevation (TOC):
Groundwater Depth (feet BGS):
First Encountered: ¥ 31 Final: y 31.35

Drill Method:  Hollow Stem Auger/1.5' splitspoon Geologist: Courtney Funk
COMMENTS
= Reviewed By:
< = -~
k3
= SOIL/ROCK
z §  COMPLETON 3 DESCRIPTION Egx £
2 £ DIAGRAM Q o5 & s
< I I 48 =23 8
S o Ly O <
Lo 2 Zo @@ 3
b o o OaE ¥ 3 m
[1}]
%
S
3
2B~
s
§ 8  |Heavy Gauged Steel
Ity Protective
ow Casing ground surface (gs)
13 Concrete ¥ SILT. Auger down to 3.5 feet below
2—| Cement Base. Pyt 5 ground surface (bgs). 1.5 0
3 - .
gz 43— Grey sandy SILT, some small Sample MP04SB05 was coliected.
6] gravel, trace clay, dry. 15 0
7] Light brown fine SAND, some silt,
8 8.5 dry, slight odor. Auger down to 8.5
52 ’g’dgflj;d bgy& 9 9 : 5 o |Sample MPO4SBI10 was collected.
13 Be(r)ltonitt; Light brown fine to medium SAND, :
125 . o . some silt, dry, no odor. Auger down
15 Seal W/tghéj/B 1 135 1013.5 bgs.ry ?
;g‘_: 1ps. Light brown and grey SILT, some 1.5 0 |Sample MP04SB15 was collected.
163 2.0"ID, sand, dry, no odor. Auger down to
17= Schedule 40, 18.5 bgs.
8~ PVC Riser. 18.5 4 0
Ve Light brown fine to medium SAND, Sample MP04SB20 was collected.
21 trace silt, dry, no odor. Auger down
223 to 23.5 bgs. 4 0
23— 1 23.5
3;3 ~| 25.0 GRAVEL. Refusal - no recovery
26 25.8-) due to a mixture of small and large 4 o0 |Sample MP04SB25 was collected.
273 265 \\gravel and cobbles.
28— Reddish brown SILT with some
v S sand and some small and large ’ 0
31 20/40 Mesh| " gravel, dry, no odor.
32—  Silica Sand| - light brown-grey CLAY, trace silt,
%= Fiter Pack|-. 33.5_ldry, no odor, medium plasticlty. 15 0
] 2.0"ID, | GRAVEL. Refusal - no recovery ' Sample MP045B35 was collected.
36— Schedule 40, - due to a large amount of cobbles at
37— PVC Screen|- this interval. 15 0

373 (0.010" Slots). |

38.5 Grey well graded fine to medium to
0.0 \coarse SAND, trace silt, trace

\ gravel, moist. Auger down to 40 feet"
jbgs. !
|Grey well graded fine to medium to |
|coarse SAND, trace silt, trace clay, |
Isaturated, no odor b

END boring at 40 feet bgs.

Sample MP04SB45 was collected.

ecology and environment, inc.

PROJECT NAME: Bremerton Gas Works

WELL NO.: MP-04

WELL LOG_BREMERTON.GPJ 11-25-08
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DRILLING LOG OF WELL/BORING NO. SP-01 Page 1 of 2
Project/Location: ~ Bremerton Gas Works / Bremerton, WA Total Depth of Hole (feet BGS): 20
Boring Location: ~ West of Pennsylvania Avenue, southeast of Ground Elevation (feet above N/A):
MW-04 Inner Casing Elevation (TOC);
Date Started/Finished: 5/12/2008 - 5/12/2008 Groundwater Depth (feet BGS):
Driling Contractor:  Boart Longyear - John Bennett First Encountered: ¥ 17 Final: ¥ ____
Drill Method:  Hollow Stem Auger/1.5' splitspoon Geologist;  Courtney Funk
i COMMENTS
o Reviewed By:
=% %
WELL V] T
= ol SOIL/ROCK T
zZ B COMPLETION e = 2 > 2
8 & DIAGRAM 0 DESCRIPTION = '% 5 €
< T I - 8 > \? 8
oo < gx 8% 3
o Y & 9w g B
1] (@] O no Ko m
5
(2
=8
ow ground surface (gs)
No well SAND. Auger down to 3.5 feet
. installed. below ground surface (bgs).
Borehole was
=1 plugged with
hydrated
sodium-
2 bentonite 1.5

chips
(3/8-inch).

3.5

3.8 Light brown and grey well graded
\SAND, dry, no odor present.

4.5 Light brown and grey very fine to

\fine SAND, some silt, trace gravel

Sample SP01SB05 was collected.

(small), dry. FID: 0.0, Blow
counts:3-9-13.

A Light brown/grey CLAY medium
plasticity, dry. Auger down to 8.5
feet bgs.

8.5
Light brown/grey CLAY with
9 9.0 predominant red brown sand lenses
o with oxidation present, trace silt,
medium plasticity, dry. FID: 0.0,
Blow counts:9-13-15. 1.5
Sele Light brown/grey well graded
1 R0 SAND, dry. Auger down to 13.5 feet
bgs.

Sample SP01SB105 was collected.

PROJECT NAME: Bremerton Gas Works
WELL NO.: SP-01

WELL 1OG BREMERTON.GPJ 11-25-08

ecology and environment, inc.
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DRILLING LOG OF WELL/BORING NO. SP-01 Page 2 of 2

Project/Location;  Bremerton Gas Works / Bremerton, WA Total Depth of Hole (feet BGS): 20
COMMENTS
| = Reviewed By:
< = =
2 |8
WELL ) o= <
z %|  COMPLETION S SOIL/ROCK El 5| > 2
o o DESCRIPTION = £ | [
E = DIAGRAM &} W S| =1
< T I = @® > (c\ 8
S o 0l QO
L& © Zolg| g 2
TR e (0] Ha|e|Yl o
13—
B 13.5
oo Light brown/grey well graded Sample SP01SB15 was collected.
14— el 143 SAND, wet. 1.5
4 Light brown/grey CLAY with
predominant reddish brown sand
15— lenses (fine - medium), trace gravel,
i wet, low plasticity and oxidation
present. FiD: 0.0, Blow
16— counts:19-49-57. Auger down to
18.5 feet bgs.
17— V4
18— 1.5
o 18.5
Light brown/grey CLAY with Sample SP01SB20 was collected.
19— 19.3 Ppredominant reddish brown sand

— lenses (fine - medium), wet, low
1 plasticity and oxidation present.
20 17 20.0 Light brown/grey CLAY, trace sand

\wet, medium plasticity, cohensive. , ,[
- FID: 0.0, Blow counts:23-29-47. _
97 End of boring at 20 feet bgs, no
water encountered
22—
23—
24—
25
26—
27—
28
PROJECT NAME: Bremerton Gas Works
| WELL NO.: SP-01
ecology and environment, inc. WELL LOG BREMERTON.GPJ 11:25-08
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DRILLING LOG OF WELL/BORING NO. SP-02 Page 1 of 1
Project/Location; ~ Bremerton Gas Works / Bremerton, WA Total Depth of Hole (feet BGS): 35
Boring Location: ~ West of Pennsylvania Avenue, northeast of MW-04  Ground Elevation (feet above N/A):
inner Casing Elevation (TOC):
Date Started/Finished: 5/12/2008 - 5/12/2008 Groundwater Depth (feet BGS):
Drilling Contractor; Boart Longyear - John Bennett First Encountered: ¢ 28.5 Final: ¥ 293
Drill Method: Hollow Stem Auger/1.5' splitspoon Geologist: Courtney Funk:
COMMENTS
= Reviewed By:
<2 =
>% 3
WELL o) Hs £
z %  COMPLETION 9 SOLROCK Eg > £
o g DIAGRAM 0 DESCRIPTION =5 % =
< I T i3 8
N o x QO <
W % 203 g 3
o o o va ¥ a m
8
£
3
2B
28
S g Heavy Gauged Steel
g © Protective
w Casing ground surface (gs)
4 Concrete Light brown very fine to fine SAND,
23 Cement Base. some silt, some gravel, root 15 0
3] material present, dry. FID:0.0, Blow
47 counts:1-1-1. Auger down to 10 feet
ZE below ground surface (bgs). 15 0
7 Sample SP02SB05 was collected.
Z_— Hydrated
10-] Sodium- 100 15 0
1 Bentonite Light brown-grey SILT, some sand, Sample SP02SB10 was collected.
12— Seal with 3/8" | 12.5 some clay, trace gravel, trace brick
13- Chips. 14.0 \fragments, dry. FID:0.0, Blow Sample SP02SB15 was collected.
4] ~—\counts:8-11-14. 1.5 0
72: 2.0"ID, Light brown-grey SILT, some sand,
®3 Schedule 40, some clay, dry. FID:0.0, Biow
183 PVC Riser. o counts:5-8-19. Auger down to 18.5 15 0
197 1y 119, feet bgs. Sample SP02SB20 was collected.
20— \nght brown-grey SILT, some sand,
21 some clay, dry.
gg—_ 935 Grey CLAY, trace silt, dry, medium 1.5 0
E 2 plasticity. FID:0.0, Blow
;;_- S counts:8-13-50. Auger down to 23.5 Sample SP028B25 was collected.
26— 20/40 Mesh| (= feet bgs. 4-5 &
27 Silica Sand| - Grey medium to fine SAND, wet,
28— Filter Pack|- =+ 28.5 frace brick fragments. FID:0.0, Biow 45 6
29— ' \counts:25-44—54. Auger down to Sample SP02SB30 was collected.
3 28.5 feet bgs.
32 Grey medium to fine SAND, wet, no 0 0
331 - odor, water encountered at 28.5
34 2.0"ID, )] feet bgs. FI1D:0.0, Blow
36— Schedule 40, L 35.0  counts:23-55. Auger to 35 feet bgs
36— PVC Screen 0 0

37
38—
39—
40—
41—
42—
43—

44—
45

(0.010" Slots).

\for well installation. no oil material |
\or odors observed.

END of boring at 35 feet bgs.

ecology and environment, inc.

PROJECT NAME: Bremerton Gas Works

WELL NO.: SP-02

WELL_LOG BREMERTON.GPJ 11-25-08
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DRILLING LOG OF WELL/BORING NO. SP-03 Page 1 of 2
Project/Location:  Bremerton Gas Works / Bremerton, WA Total Depth of Hole (feet BGS): 49
Boring Location: ~ South of Port Washington Narrows, east of N Ground Elevation (feet above N/A):
McConkey Prop Inner Casing Elevation (TOC):
Date Started/Finished: ~5/12/2008 - 5/12/2008 Groundwater Depth (feet BGS):
Drilling Contractor:  Boart Longyear - John Bennett First Encountered: ¥ 41 Finah ¥ ____
Drill Method:  Hollow Stem Auger/1.5" splitspoon Geologist:  Courtney Funk
COMMENTS
= Reviewed By:
== o
zo B
WELL [0} L 2
— SOIL/ROCK )
z % COMPLETION 9 ES 5 @
8 e DIAGRAM o DESCRIPTION = % % g
< I I a8 =2 & 8
> [ [+ Qo O <
L g Sog g 3
w o (O] vE x4 @
5
2B
oL
2
O uj ground surface (gs)
J No well Light brown-grey very fine to fine
1— installed. SAND, some silt, root material,
5 Borehole was some small gravel, dry. 0
| plugged with
3— hydrated
A sodium-
4] bentonite 4.3 Sampie SP03SB05 was coliected.
5] chips 5.0 Black coated SAND, coal
i (3/8-inch). \fragments, oil materials, slight odor,
6— dry. FID:138, Blow counts;5-3-2, 0.9 0
- Black coated SAND, coal
l fragments, oil materials, slight odor.
i 8.0 FID:25, Blow counts: 50 for 50.
- Black coated fine to medium SAND,
9,. some silt, wood fragments, coal Sample SP03SB10 was collected.
10 fragments, large gravel, ash 0.5 0
- material, trace brick, staurated with ) .
11— oil material, moderate to strong
1o odor. PID:348 ppm, FID:308, blow
g counts:2-2-2. Auger down to 13.5
13— 13,5 Teet below ground surface (bgs).
14 11 14.0 Grey very fine to fine SAND, some 0 |Sample SP03SB15 was collected.
- silt, moist, no visual oil material,
757 slight odor.
16— Grey CLAY with reddish brown
. sand lenses throughout, oxidation
7] present, dry, moderate plasticity.
18_" FID:36, blow counts:6-6-6. Auger 15 0
i 18.5 down to 18.5 feet bgs '
19— 1] 19.0 Light brown-grey SILT, some ciay, Sample SP03SB20 was collected.
20-] 195 \trace silt
B \Grey CLAY with reddish brown
21— sand lenses, dry, medium plasticity.
o] Light brown-grey SILT, some clay, 0

trace sand. FID:0, blow

23.5 counts:12-16-23. Auger down to

23.5 feet bgs.

Grey CLAY, some silt, dry, medium

Sample SPO3SB25 was collected.

ecology and environment, inc.

PROJECT NAME: Bremerton Gas Works

WELL NO.: SP-03

WELL _LOG BREMERTON.GPJ 11-25-08
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DRILLING LOG OF WELL/BORING NO. SP-03

Page 2 of 2

Project/Location:

Bremerton Gas Works / Bremerton, WA

Total Depth of Hole (feet BGS):

45

ELEVATION

WELL
COMPLETION
DIAGRAM

DEPTH (feet)

GRAPHIC LOG

SOIL/ROCK
DESCRIPTION

AMPLE INTERVAL
PID Readings (PPM)
RECOVERY (feet)

LEL (%)

Blow Counts

COMMENTS

Reviewed By:

3
I

kN
ey

|
K

28.5

plasticity, slight odor. FID:11 ppm.
Auger down to 28.5 feet bgs.

33.5

Grey CLAY, some silt, dry, medium
plasticity. Auger down 33.5 feet
bgs. FID:0, blow counts:9-14-18.

38.5

Grey CLAY, some silt, dry, medium
plasticity, no odor. Auger down 38.5
feet bgs. FID:0, blow
counts:9-17-24.

39.3

Grey CLAY with some sand, some

43.5

\silt, dry, med/low plasticity

Grey CLAY, some silt, dry, medium
plasticity. Auger down 43.5 feet
bgs.

45.0

Dark grey SAND, well graded, wet
slight odor, very slight staining.

END boring at 45 feet bgs.

=y
(S

o

1.5

1.5

1.5

Sample SP0O3SB30 was collected.

Sample SPO3SB35 was collected.

Sample SP03SB40.was collected.

Sampie SP03SB45 was collected.

ecology and environment, inc.

PROJECT NAME: Bremerton Gas Works

WELL NO.: SP-03

WELL _LOG BREMERTON.GPJ 11-25-08
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APPENDIX F

QA/QC data are necessary to determine precision and accuracy and to demonstrate the
absence of interferences and/or contamination of sampling equipment, glassware and
reagents. Specific QC requirements for laboratory analyses are incorporated in the
Contract Laboratory Program Statement of Work for Inorganic Analyses (EPA 2007b)
and Contract Laboratory Program Statement of Work for Organic Analyses (EPA
2007a). These QC requirements or equivalent requirements found in the analytical
methods were followed for analytical work on the TBA. This section describes the
QA/QC measures taken for the TBA and provides an evaluation of the usability of data
presented in this report.

Data from the CLP laboratories and the Manchester Environmental Laboratory were
reviewed and validated by EPA chemists. Data qualifiers were applied as necessary
according to the following guidance:

=  EPA (2004) Contract Laboratory Program National Functional Guidelines for
Inorganic Data Review; and

=  EPA (2008) USEPA Contract Laboratory Program National Functional Guidelines
for Superfund Organic Methods Data Review.

In the absence of other QC guidance, method- and/or SOP-specific QC limits were also
utilized to apply qualifiers to the data.

Satisfaction of Data Quality Objectives

The following EPA (EPA 2000) guidance document was used to establish data quality

objectives (DQOs) for this TBA:

»  Guidance for the Data Quality Objectives Process (EPA QA/G-4), EPA/600/R-
96/055.

The EPA TM determined that definitive data without error and bias determination would
be used for the sampling and analyses conducted during the field activities. The data
quality achieved during the field work produced sufficient data that met the DQOs stated
in the SQAP (E & E 2008). A detailed discussion of accomplished TBA objectives is
presented in the following sections.

QA/QC Samples

QA samples (rinsate and trip blanks) were collected, including three rinsate blanks and
six trip blanks. Rinsate blank samples were collected at the required frequency of one per
20 samples collected with non-dedicated sampling equipment. Trip blank samples were
collected at the required frequency of one per VOC or NWTPH-Gx sample cooler. QC
samples included matrix spike/matrix spike duplicate (MS/MSD) samples for organic
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analyses at a rate of one MS/MSD per 20 samples per matrix and MS/duplicate samples
for inorganic analyses at a rate of one MS/duplicate per 20 samples per matrix.

Project-Specific Data Quality Objectives

The laboratory data were reviewed to ensure that DQOs for the project were met. The
following describes the laboratories’ abilities to meet project DQOs for precision,
accuracy and completeness and the field team’s ability to meet project DQOs for
representativeness and comparability. The laboratories and the field team were able to
meet DQOs for the project.

Precision

Precision measures the reproducibility of the sampling and analytical methodology.
Laboratory and field precision is defined as the relative percent difference (RPD)
between duplicate sample analyses. The laboratory duplicate samples or MS/MSD
samples measure the precision of the analytical method. The RPD values were reviewed
for all commercial laboratory samples. A total of 35 sample results (approximately
0.37% of the data) were qualified as estimated quantities (J or UJ) based on laboratory
duplicate QC outliers. The DQO for precision of 90% was met.

Accuracy

Accuracy measures the reproducibility of the sampling and analytical methodology.
Laboratory accuracy is defined as the surrogate spike percent recovery (%oR) or the MS
%Rs for all laboratory analyses. The surrogate %R values were reviewed for all
appropriate sample analyses. A total of 229 sample results (approximately 2.4% of the
data) were qualified as estimated quantities (J) based on surrogate results.

The MS %R values were reviewed for all MS/MSD analyses. A total of 94 sample
results (approximately 0.98% of the data) were qualified as estimated quantities (J or UJ)
and 39 results (approximately 0.41% of the data) were rejected (R) based on MS/MSD
results. The DQO for accuracy of 90% was met.

Completeness

Data completeness is defined as the percentage of usable data (usable data divided by the
total possible data). All laboratory data were reviewed for data validation and usability.
A total of 39 results were rejected (approximately 0.41% of the data); therefore, the
project DQO for completeness of 90% was met.

Representativeness

Data representativeness expresses the degree to which sample data accurately and
precisely represent a characteristic of a population, parameter variations at a sampling
point or environmental condition. The number and selection of samples were determined
in the field to account accurately for site variations and sample matrices. The DQO for
representativeness of 90% was met.
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Comparability

Comparability is a-qualitative parameter expressing the confidence with which one data
set can be compared to another. Data produced for this site followed applicable field
sampling techniques and specific analytical methodology. The DQO for comparability of
90% was met.

Laboratory QA/QC Parameters

The laboratory data also were reviewed for holding times/temperatures, laboratory blank
samples; field/trip blank samples, rinsate blank samples, serial dilution analyses, and
internal standard analyses. These QA/QC parameters are summarized below. In general,
the laboratory and field QA/QC parameters were considered acceptable.

Holding Times/Temperatures
All samples were analyzed within holding time limits. All samples were maintained
within temperature QC limits.

Laboratory Blanks
All laboratory blanks met the frequency criteria. No potential contaminants of concern
were detected in the laboratory blanks.

Rinsate Blanks

The water rinsate blanks were collected from a deionized water source. Three water
rinsate blank samples were collected during the field event; therefore, meeting the
frequency criteria of one per 20 samples collected with non-dedicated equipment.
Antimony, benzo(g,h,i)perylene, bis(2-ethylhexyl)phthalate, chloroform, 2-methyl-
naphthalene, naphthalene, phenanthrene, and zinc were detected in one or more rinsate
blanks and resulted in sample qualifications. Sample results were qualified as not
detected (U) if the associated sample result was less than five times the rinsate blank
concentration, including antimony and zinc in samples MP04GW and SPO2SW,
naphthalene, bis(2-ethylhexyl)phthalate, phenanthrene, and benzo(g,h,i)perylene in
sample MP01GW, naphthalene in samples MPO1SB15, MPO1SB20, MP0O1SB25,
MP01SB30, MPO1SB35, and MP04SB10, 2-methylnephthalene in sample MPO1SB30,
and phenanthrene in samples MP01SB35 and MPO1SB10.

Trip Blanks

The water trip blanks were collected from a deionized water source. Six water trip blank
samples were collected during the field event; therefore, meeting the frequency criteria of
one per cooler per 20 NWTPH-GX or VOC samples. Chloroform, cis- and trans-1,3-
dichloropropene, methylene chloride, and toluene were detected in one or more trip
blanks. Sample results were qualified as not detected (U) if the associated sample result
was less than five times the trip blank concentration, including toluene in sample
MP03SB10 and chloroform in samples RS02WT, SP03SB30, and SP03SB40.
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Serial Dilution

Serial dilution analyses were performed at a frequency of one per 20 samples per matrix,
meeting QC frequency criteria. A total of 171 results (approximately 1.8% of the data)
were qualified as estimated quantities (J or UJ) based on serial dilution outliers.

Internal Standard

Internal standard analyses were performed at the appropriate frequency for organic
samples. A total of 112 results (approximately 1.2% of the data) were qualified as
estimated quantities (J or UJ) based on internal standard outliers.
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ecology and environment, inc.

international Specialists in the Environment

DATE:
TO:
FROM:

SUBI:

REF:

720 Third Avenue, Suite 1700, Seattle, WA 98104
Tel: (206) 624-9537, Fax: (206) 621-9832

MEMORANDUM

September 9, 2008
Renee Nordeen, START-3 Project Manager, E & E, Seattle, WA
Mark Woodke, START-3 Chemist, E & B, Seattle, Washington” MW

Organic Data Summary Check,
Bremerton Gasworks Properties, Bremerton, Washington

TDD: 07-01-0008 PAN: 002233.0178.01BR

The data summary check of soil and water samples collected from the Bremerton Gasworks
Properties site located in Bremerton, Washington, has been completed. Analysis for gasoline-range total
petroleum hydrocarbons (Ecology method NWTPH-Gx) was performed by the Manchester Environmental

Laboratory, Port Orchard, Washington.

No discrepancies were noted. The secondary reviewer applied “Q” bias qualifiers to estimated
quantities to indicate that the results were less than the sample quantitation limit.

recycled paper
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MEMORANDUM

SUBJECT:

PROJECT NAME:

PROJECT CODE:

FROM:

CC:

UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
REGION 10 LABORATORY
7411 Beach Dr, East
Port Qrchard, Washington 88366

Data Release for Total Petroleum Hydrocarbon - Gasoline Range Analysis
Results from the USEPA Region 10 Laboratory

Bremerton Gasworks Targeted Brownfields Assessment
TEC-916A

Gerald Dodo, Chemistry Supervisor
Office of Environmental Assessment, USEPA Region 10 Laboratory

Joamne Labaw, SAM
Office of Environmental Cleanup, USEPA Region 10

Renee Nordeen, Ecology and Environment

I have authorized release of this data package. Attached you will find the Total Petroleum
Hydrocarbon - Gasoline Range results for the Bremerton Gasworks Targeted Brownfields
Assessment for the samples collected 05/14/08 through 06/05/08. This is the last of the data
associated with this project. For further information regarding the attached data, contact Peggy
Kmnight at 360-871-8713.
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Date:

To:

From:

Subject:

CC:

UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
REGION 10 LABORATORY

July 30,2008

7411 Beach Dr. East

Port Orchard, Washington 98366

Joanne Labaw, SAM
Office of Environmental Cleanup, USEPA Region 10

Peggy Knight, Chemist

QUALITY ASSURANCE MEMORANDUM
FOR ORGANIC CHEMICAL ANALYSES

.Office of Environmental Assessment, USEPA Region 10 Laboratory. ...

Quality Assurance Review for the Total Petroleum Hydrocarbon - Gasoline Range Analysis
of Samples from the Bremerton Gasworks Targeted Brownfields Assessment Project

Project Code: TEC-916A
Account Code: 0809BT10P402D43CGO00LAGO

Renee Nordeen, Ecology and Environment

The following is a quality assurance review of the data for total petroleum hydrocarbon - gasoline range (TPH-
() analysis of water and soil samples from the above referenced site. Sample preparations were performed by
the EPA Region 10 Laboratory staff using a Manchester draft SOP based on Washington State Department of

Ecology Method NWTPH-Gx (GC/MS).

This review was conducted for the following samples:

08204401
08204422
08204430
08204439
08204446
08204454,
08204466
08214412
08214468
08234470

08204402

08204423
08204431
08204440
08204447
08204455
08204467
08214413
08214469

08204403
08204424
08204432
08204441
08204448
08204456
08204468
08214414
08214458

08204404
08204425
08204433
08204442
08204449
08204457
08204400
08214415
08234459

08204405
08204426
08204434
08264443
08204450
08204463
08214409
08214416
08234460

08204406
08204427

08204435

08204444
08204451
08204464
08214410
08214417
08234461

08204407
08204429
08204436
08204445
08204452
08204465
08214411
08214419
08234462
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Data Review
Bremerton TPH-G
Page 2 of 4

1. Data Qualifications

Comments below refer to the quality control specifications outlined in the Laboratory’s current Quality

- Assurance Manual, Standard Operating Procedures (SOPs) and the Quality Assurance Project Plan (QAPP).
No excursions were required from the method Standard Operating Procedure.

The guality control measures which did not meet Laboratory/QAPP criteria are annotated in the title of each
affected subsection with “Laboratory/QAPP Criteria Not Mer”,

The Region 10 Laboratory’s Quality System has been accredited to the standards of the Natlonal
Environmental Laboratory Accreditation Conference (NELAC).

2. Sample Transport and Receipt

Upon sample receipt, no conditions were noted that would impact data quality. Sample 08204453 did not have
a sample vial for TPH-G analysis.

3. Sample Holding Times

The concentration of an analyte in a sample or extract of a sample may increase or decrease over time
depending on the nature of the analyte. All samples were prepared and analyzed within holding time criteria.

4. Sample Preparation
Samples were prepared according to the method.
5. Ini‘tial Calibration/Continuing Calibration Verification (CCV) - Laboratory/QAPP Criteria Not Met

Initial calibrations were performed on 05/01/08 and on 06/10/08 for TPH-G (unleaded gasoline composite).
Coefficients of Determination for the linear calibration function met the SOP criteria and were >0.995.

The CCV met the criteria for frequency of analysis and the percent accuracies of 80-120% of the true value
with the exception of the end CCV LCS8164A3 on June 12, which is also a laboratory control sample (123%).
The value is likely slightly high due to carryover from a previous run containing creosote. This did not affect
sample results.

6. Laboratory Controel Samples/Laboratory Control Sample Duplicates (LCS/LCSD)

LCS/LCSD are generated to provide information on the accuracy and precision of the analytical method and
the laboratory performance. The LCS/LCSD recoveries were within the criteria of 50-150% with a relative
percent difference (RPD) of <50.

7. Blank Analysis - Laboratory/QAPP Criteria Not Met

Method blanks were analyzed with each analytical sequence to evaluate the potential for laboratory
contamination and effects on the sample results. TPH-G was not detected in the blanks above the reporting

limit-with the exception of OBW$164A3, which is likely due to a small carryover from the previous run which
contained creosote. No sample results were affected.
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Data Review
Bremerton TPH-G
Page 3 of 4

8. Surrogate Spikes

Surrogate recoveries are used to help in the evaluation of laboratory performance on individual samples. The
surrogate compound used for these analyses was 1,4-difluorobenzene. All surrogate recoveries for the samples
were within the criteria of 50-150% with the exception of sample 08214400 which had a recovery of 48%.
This appears to have been a matrix effect as a reanalysis of the sample also yielded low surrogate recoveries.
The value for TPH-~G is qualified “J” as an estimate for this sample due to low surrogate recovery,

9. Matrix Spike/Matrix Spike Duplicate Analysis (MS/MSD)

MS/MSD analyses are performed to provide information on the effects of sample matrices toward the
analytical method. An MS/MSD analysis was performed using water samples 08204439 (51/S2) and
08234462 (S1/82). The recoveries met the criteria of 50-150% with a RPD of <50. Matrix spikes were
requested for sample 08204401; however only enough volume was supplied for one matrix spike (S1).

10. Compound Quantitation

The initial calibration functions were used for calculations. Reported quantitation limits were based on the
- initial calibration standards and sample size used for the analysis.

Creosote was identified based on chromatograms and spectra. The identified compounds indene, indane, and
benzothiophenes are alf indicative the creosote is coal-based. Only samples 08204447 and 08214400 contain
target analytes which may have originated from gasoline. The other samples have elevated reporting limits
reflecting the interference from creosote.

Manual integrations were sometimes necessary due to the creosote present in some samples. The integrations
have been reviewed and found 1o comply with acceptable integration practices.

11. Identification

Many samples contained individual peaks thought to be target volatile analytes. Although these components
were within the TPH-G (gasoline range organics) range, these samples were reported as non-detected, “U”, at
the reported concentration. See Volatiles results for more information,

The following were noted during the analysis.

Sample (08204422 contained early eluting peaks in the gasoline range which were from creosote.
Sample 08204423 contained late eluting peaks in the gasoline range which were from creosote.
Sample 08204446 contained early eluting peaks in the gasoline range which were from creosote,
Sample 08204447 contained benzene, toluene, and xylenes, but no other gasoline components.
Sample 08204448 contained early eluting peaks in the gasoline range which were from creosote.
Sample 08204449 contained early eluting peaks in the gasoline range which were from creosote.
Sample 08204450 contained mostly naphthalene in the gasoline range from creosote.

Sammple 08214400 had low surrogate recovery, probably due to matrix.

Sample 08234458 contained mostly naphthalene in the gasoline range from creosote.

Sample 08234460 contained late eluting peaks in the gasoline range which were from creosote.

12. Data Qualifiers
All requirements for data qualifiers from the preceding sections were accumulated. Each sample data

summary sheet and each compound was checked for positive or negative results. From this, the overall need
for data qualifiers for each analysis was determined. In cases where more than one of the preceding sections
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Data Review
Bremerton TPH-G
Page 4 of 4

required data qualifiers, the most restrictive qualifier has been added to the data.

The usefulness of qualified data should be treated according to the severity of the qualifier in light of the
project’s data quality objectives. Should questions arise regarding the data, contact Peggy Knight at the
Region 10 Laboratory, phone number (360) 871 - 8713. '

Qualifier Definition
U The analyte was not detected at or above the reported value.
J The identiﬁcation of the analyte is acceptable; the reported value is an estimate.
UJ The analyte was not detected at or above the reported value. The reported value is an
estimate.
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7/31/08 Manchester Environmental Laboratory Page 1 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/14/08 13:30:00
Project Name: BREMERTON GASWORKS Matrix: Ligquid

Project Officer: JOANNE LABAW Sample Number: 08204401

Account Code: 0809BT106P402D43CG000LACO Type: Reg sample

Station Description: MPOIGW

Result Units Qlir
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID: A9
Method : NWTPH-G Gasoline range organics Analysis Date : 5/17/2008
Prep Method : NWTPH-G Gasoline range organics : Prep Date
Analytes(s): *90076 Gasoline 27 g/l J&
Surrogate(s : 540363 Benzene, 1,4-difluoro- 97 %Rec

BREMERTON-010763



7/31/08 Manchester Environmental Laboratory Page 2 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/14/08 13:30:00
Project Name: BREMERTON GASWORKS Matrix: Liguid
Project Officer: JOANNE LABAW Sample Number: 08204401
Account Code: 0809BT10P402D43CGO00LAOC Type: Matrix Spike
Station Description:
Resuit Units Olfr

GC
Parameter : Total Petroleum Hyd, Gasoline Container ID : A5
Method : NWTPH-G Gasoline range organics Analysis Date : 5/23/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Surrogate(s : 540363 Benzene, 1,4-difluoro- 98 %Rec

*00076 Gasoline 84 %Rec
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7/31/08 Manchester Environmental Laboratory ~ Page 3 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/14/08 8:25:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204402
Account Code: 0809BT10P402D43CGOG0LAOO Type: Reg sample
Station Description: MPO1SBOS
Result Units Qlir

GC :

Parameter : Total Petroleum Hyd, Gasoline

Method : NWTPH-G Gasoline fange organics
Prep Method : NWTPH-G Gasoline range organics
Analytes(s): *90076 Gasoline

Surrogate(s : 540363 Benzene, 1,4-difluoro-

o3
W

Container ID: N10
Analysis Date : 5/23/2008
Prep Date :

mg/kg U
%Rec
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7/31/08 Manchester Environmental Laboratory Page 4 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A ’ Collected: 5/14/08 8:40:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sample Number: 08204403

Account Code: 0809BT10P402D43CG0O00LA00 Type: - Reg sample

Station Description: MPOISB10

Result Units Olfr
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID: NS5
Method : NWTPH-G Gasoline range organics Analysis Date : 5/23/2008
Prep Method : NWTPH-G (asoline range organics Prep Date :
Analytes(s): *90076 Gasoline 7 mg/kg U
Surrogate(s ; 540363 Benzene, 1,4-difluoro- 94 SeRec
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7/31/08 Manchester Environmental Laboratory

Page 5 of 111

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/14/08 8:50:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204404
.Account Code: 0809BT10P402D43CGO00LA00 Type: Reg sample
Station Description: MPO1SB15
Resuit Units Olfr
GC
Parameter  ; Total Petroleum Hyd, Gasoline Container ID : N3
Method : NWTPH-G Gasoline range organics Analysis Date : 5/23/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date
. Analytes(s): *90076 Gasoline 7 mg/kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 97 %Rec

BREMERTON-010767



7/31/08 Manchester Environmental Laboratory Page 6 of
Report by Parameter for Project TEC-916A

Project Code: TEC-916A

Collected: 5/14/08 9:25:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Namber: 08204405
Account Code: 0809BT10P402D43CGO00LAO0 Type: Reg sample
Station Description: MPO1SB20
Result Units Qlfr

111

GC

Parameter ; Total Petroleum Hyd, Gasoline
Method : NWTPH-G

Prep Method : NWTPH-G

Analytes(s); *90076 Gasoline

Surrogate(s : 540363

Gasoline range organics
Gasoline range organics

Benzene, 1,4-difluoro-

Container ID : N5
Analysis Date : 5/23/2008
Prep Date :

7 “mg/kg U
97 %Rec

BREMERTON-010768



7/31/08 Manchester Environmental Laboratory Page 7 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/14/08 9:35:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sample Number: '~ 08204406

Account Code: 0809BT10P402D43CGO00LACQ Type: Reg sample

Station Description: MPO1SB25

Result Units Olfr
GC
Parameter  : Total Petrolenm Hyd, Gasoline Container ID : N2
Method : NWTPH-G Gasoline range organics Analysis Date : 5/23/2008
Prep Method : NWTPH-G (Gasoline range organics Prep Date :
Analytes(s): *90076 - Gasoline 6 me/kg 3}
Surrogate(s : 540363 Benzene, 1,4-difluoro- 97 Y%Rec

BREMERTON-010769



7/31/08 Manchester Environmental Laboratory ' Page 8 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Coliected: 5/14/08 9:45:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: - JOANNE LABAW Sample Number: (08204407

Account Code: 0809BT10P402D43CGOC0LAQO Type: Reg sample

Station Description: MPO1SB30

Result Units Qlir
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID : N2
Method : NWTPH-G Gasoline range organics Analysis Date : 5/23/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 6 mg/kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 96 %Rec

BREMERTON-010770



7/31/08 Manchester Environmental Laboratory Page 9 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/15/08 10:15:00
Project Name: BREMERTON GASWORKS Matrix: Ligquid :
Project Officer: JOANNE LABAW Sample Number: 08204422
Account Code: 0809BT10P402D43CGO00LAO0 Type: Reg sample
Station Description: MPO4GW

Result Units Qifr
GC
Parameter . Total Petroleum Hyd, Gasoline Container ID ; Al
Method : NWTPH-G Gasoline range organics Analysis Date : 5/16/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 1300 ug/L U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 92 %Rec

BREMERTON-010771



7/31/08 Manchester Environmental Laboratory Page 10 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Coliected: 5/13/08 9:40:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Namber: 08204423

Account Code: 0809BT10P402D43CGO00LAOO Type: Reg sample
Station Description: MP0O45SB0S :

Result Units (lfr
GC
Parameter . Total Petroleum Hyd, Gasoline Container ID: N5
Method : NWTPH-G Gasoline range organics Analysis Date : 5/27/2008
Prep Method : NWTPH-G (Gasoline range organics Prep Date :
Analytes(s): *90076 Gaseline 5 meg/ke J @\
Surrogate(s: 540363 Benzene, 1,4-difluoro- 101 %Rec ,

BREMERTON-010772



7/31/08 Manchester Environmental Laboratory Page 11 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A - Collected: 5/13/08 9:55:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sample Number: - 08204424

Account Code: 0809BT10P402D43CGO00LAQ0 Type: Reg sample

Station Description: MP04SB10

Result Units Oltr
GC .
Parameter : Total Petroleum Hyd, Gasoline ‘ Container ID : N3
Method : NWTPH-G Gasoline range organics Analysis Date 1 5/27/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 7 mg/kg U
Surrogate(s: 540363 Benzene, 1,4-difluoro- 103 %Rec .

BREMERTON-010773



7/31/08 Manchester Environmental Laboratory Page 12 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/13/08 10:00:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sample Number: 08204425

Account Code: 0809BT10P402D43CG0001L.A00 Type: Reg sample

Station Description: MPO4SB1S

Result Units Olfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID: N3
Method : NWTPH-G Gasoline range organics Analysis Date : 5/27/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date ;
Analytes(s). *90076 Gasoline 6 mg/kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro- . 102 %Rec

BREMERTON-010774



7/31/08 Manchester Environmental Laboratory Page 13 of 111
Report by Parameter for Project TEC-916A

Collected:

Project Code: TEC-916A 5/13/08 10:16:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204426
Account Code: - 0809BT10P402D43CG0O00LAGD Type: Reg sample
Station Description: MP04SB20

Result Units Olfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID: N1
Method : NWTPH-G Gasoline range organics Analysis Date : 5/27/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date : ’
Analytes(s): *90076 Gasoline 6 mg/kg U
Surrogate(s: 540363 Benzene, 1,4-difluoro- 100 %Rec

BREMERTON-010775



7/31/08 Manchester Environmental Laboratory Page 14 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/13/08 10:30:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204427
Account Code: 0809BT10P402D43CG000L.A00 Type: Reg sample
Station Description; MP04SB25

Result Units Qlfy
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID; N1
Method : NWTPH-G Gasoline range organics Analysis Date : 5/27/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date
Analytes(s): ¥90076 Gasoline 6 mg/kg U
Surrogate(s: 540363 Benzene, 1,4-difluoro- 102 %Rec

BREMERTON-010776



7/31/08° Manchester Environmental Laboratory Page 15 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/13/08 15:30:00
Project Name: BREMERTON GASWORKS Matrix: Liguid
Project Officer: JOANNE LABAW Sample Number: 08204429
Account Code: 0809BT10P402D43CG000LA00 ~ Type: Reg sample
Station Deseription: RSOIWT

Result Units Qlfr
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID : A3
Method : NWTPH-G Gasoline range organics Analysis Date : 5/15/2008 -
Prep Method ;: NWTPH-G Gasoline range organics Prep Date :
Analytes(s). *90076 Gasoline 50 ug/L U
Surrogate(s: 540363 Benzene, 1,4-difluoro- 88 %Rec

BREMERTON-010777



7/31/08 Manchester Environmental Laboratory Page 16 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/14/08 9:00:00
Project Name: BREMERTON GASWORKS Matrix: Ligud

Project Officer: JOANNE LABAW Sample Number: 08204430

Account Code: 0809BT10P402D43CGCO0LADD Type: Reg sample

Station Description: RSO2ZWT

Result Units Qlfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID: A3
Method : NWTPH-G QGasoline range organics Analysis Date : 5/15/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 50 ug/L h)

Surrogate(s ; 540363 Benzene, 1. 4-difluoro- 82 Y%Rec

BREMERTON-010778



7/31/08 Manchester Environmental Laboratory Page 17 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/15/08 14:00:00
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: 08204431
Account Code: 0809BT10P402D43CG000L.A00 Type: Reg sample
Station Description: RSO3WT

Resul¢ Units Olfr
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID: Al
Method : NWTPH-G (asoline range organics Analysis Date : 5/16/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date
Analytes(s): *90076 Gasoline 50 ug/L 4]
Surrogate(s : 540363 Benzene, 1,4-difluoro- o0 %Rec

BREMERTON-010779



7/31/08 Manchester Environmental Laboratory Page 18 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 14:45:00
Project Name: BREMERTON GASWORKS Matrix: Liquid

Project Officer: JOANNE LABAW Sample Number: 08204432

Account Code: 0809BT10P402D43CGO00CL.AGD Type: Reg sample

Station Description: SPOIGW

Result Units Olfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID : AS
Method : NWTPH-G Gasoline range organics Analysis Date : 5/15/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s). *90076 Gasoline 50 ug/L U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 80 %Rec

BREMERTON-010780



7/31/08 Manchester Environmental Laboratory Page 19 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 13:55:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW . Sample Number: 08204433

Account Code: 0809BT10P402D43CG0O00L.A00 Type: Reg sample

Station Description: SPO1SBO5

Result Units Olfr
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID: N8
Method : NWTPH-G Gasoline range organics Analysis Date : 5/16/2008
. Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline’ 5 4 mg/kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro- : 120 %Rec

BREMERTON-010781



7/31/08 Manchester Environmental Laboratory Page 20 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 14:05:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sample Number: 08204434

Account Code: 0809BT 10P402D43CGO00LA00 Type: Reg sample

Station Description: SPOISB10

Result Units Olfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID: N3
Method : NWTPH-G Gasoline range organics Analysis Date : 5/16/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date : .
Analytes(s): *90076 Gasoline 6 mg/kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 127 %Rec

BREMERTON-010782



7/31/08 Manchester Environmental Laboratory Page 21 of 111
Report by Parameter for Preject TEC-916A

Project Code: TEC-916A 5/12/08 14:15:00
Project Name: BREMERTON GASWORKS Solid
Project Officer: JOANNE LABAW Sample Number: 08204435
Account Code: 0809BT10P402D43CGO00LAOO Reg sample
Station Description: SPO1SB15
Units Qlfr

GC

Parameter : Total Petroleum Hyd, Gasoline

Method : NWTPH-G Gasoline range organics
Prep Method : NWTPH-G Gasoline range organics
Analytes(s). *90076 Gasoline

Surrogate(s: 540363 Benzene, 1.4-difluoro-

Container ID: N5
Analysis Date : 5/16/2008
Prep Date :

mg/kg U
%Rec

BREMERTON-010783



7/31/08 Manchester Environmental Laboratory Page 22 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 14:25:00
Project Name; BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sample Number: 08204436

Account Code: 0809BT10P402D43CGO00L.AD0 Type: Reg sample

Station Description: SP01SB20

Result Units Olir
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID: N2
Method : NWTPH-G Gasoline range organics Anatysis Date : 5/16/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date
Analytes(s): ¥90076 Gasoline 5 mg/kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 132 %Rec

BREMERTON-010784



7/31/08 Manchester Environmental Laboratory Page 23 of 111
Report by Parameter for Project TEC-916A '

Project Code: TEC-916A Collected: 5/15/08 12:10:00
Project Name: BREMERTON GASWORKS Matrix: Liguid

Project Officer: JOANNE LABAW Sample Number: 08204439

Account Code: 0809BT10P402D43CGO00LAO0 Type: Reg sample

Station Description: SPO2GW

Result Units Oifr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID : Al
Methed : NWTPH-G Gasoline range organics Analysis Date : 5/16/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Amnalytes(s): ¥90076 (Gasoline _ 50 ug/L, U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 89 %Rec

BREMERTON-010785



7/31/08 Manchester Environmental Laboratory Page 24 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/15/08 12:10:00
Project Name: BREMERTON GASWORKS Matrix: Liquid

Project Officer: JOANNE LABAW Sample Number: 08204439

Account Code: 0809BT10P402D43CGO00LAO0 Type: Matrix Spike

Station Description:

Result Units Olfr
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID : A2
Method : NWTPH-G Gasoline range organics Analysis Date : 5/23/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Surrogate(s: 540363 Benzene, 1,4-difluoro- 100 %Rec
*90076 Gasoline 87 %Rec

BREMERTON-010786



7/31/08 Manchester Environmental Laboratory Page 25 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected; 5/15/08 12:10:00
Project Name: BREMERTON GASWORKS Matrix: Liguid
Project Officer: JOANNE LABAW Sample Number: 08204439
Account Code: 0809BT10P402D43CG0O00LAO0 Type: Matrix Spike Dupl
Station Description:
Result Units Olfr

GC
Parameter  : Total Petroleun Hyd, Gasoline Container ID : A3
Method : NWTPH-G Gasoline range organics Analysis Date ; 5/23/2008
Prep Method . NWTPH-G Gasoline range organics Prep Date :
Surrogate(s : 540363 Benzene, 1,4-difluoro- : 96 %Rec

*Q0076 Gasoline 84 %Rec

BREMERTON-010787



7/31/08 Manchester Environmental Laboratory Page 26 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 9:22:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sample Number: 08204440

Account Code: 0809BT10P402D43CGO00LAQ0 Type: Reg sample

Station Description: SPO2SB0O3

Result Units Olir
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID: N2
Method : NWTPH-G Gasoline range organics Analysis Date : 5/16/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s); *90076 Gasoline 6 mg/kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro- _ 129 %Rec

BREMERTON-010788



7/31/08 Manchester Environmental Laboratory Page 27 of 111
Report by Parameter for Project TEC-916A

Project Code; TEC-916A Collected: 5/12/08 9:36:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sampie Number: 08204441

Account Code: 0809BT10P402D43CGO00LAOO Type: Reg sample

Station Description: SPO2SB16

Result Units OlMr
GC
Parameter  : Tota] Petroleum Hyd, Gasoline Contaiper ID: NS5
Method : NWTPH-G Gasoline range organics Analysis Date : 5/16/2008
Prep Method : NWTPH-G (Gasoline range organics Prep Date
Analytes(s): *90076 Gasoline 6 mg/kg U

Surrogate(s : 540363 Benzene, 1,4-difluoro- 131 %Rec

BREMERTON-010789



7/31/08 Manchester Environmental Laboratory Page 28 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 9:45:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW . Sample Number: 08204442

Account Code: 0809BT10P402D43CG0O00LAOC Type: Reg sample

Station Description: SP0O2SB15

Result Units )i
GC
Parameter : Tota] Petroleum Hyd, Gasoline Container ID: N5
Method : NWTPH-G Gasoline range organics Analysis Date : 5/16/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 7 mg/kg U
Surrogate(s: 540363 Benzene, 1,4-difluoro- 132 %Rec

BREMERTON-010790



7/31/08 Manchester Environmental Laboratory Page 29 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 10:05:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW , Sample Number: (8204443

Account Code: 0809BT10P402D43CG000LA00 Type: Reg sample

Station Description: SP025SB20

Result Units Qlfr
GC _
Parameter : Total Petroleum Hyd, Gasoline Container ID: N3
Method : NWTPH-G (Gasoline range organics Analysis Date : 5/16/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date ;
Analytes(s): *90076 (Gasoline 6 mg/kg U
Surrogate(s: 540363 Benzene, 1,4-difluoro- 133 %Rec ’

BREMERTON-010791



7/31/08 Manchester Environmental Laboratory
Report by Parameter for Project TEC-916A

Page 30 of 111

Project Code: TEC-916A Collected: 5 12/08 10:15:00
Praject Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204444
Account Code: 0809BT10P402D43CGO00LAOQ Type: Reg sample
Station Description: SP02SB25

Result Units Olir
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID: N5
Method : NWTPH-G Gasoline range organics Analysis Date : 5/16/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s). *90076 Gasoline 6 mg/kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 129 %Rec

BREMERTON-010792



7/31/08 Manchester Environmental Laboratory ~ Page 31 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 10:25:00
Project Name: BREMERTON GASWORKS Matrix; Solid

Project Officer: JOANNE LABAW Sample Number: 08204445

Account Code: 0809BT10P402D43CG000LALD Type: Reg sample

Station Description: SP025SB30

Result Units Qlfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID: N2
Method : NWTPH-G Gasoline range organics Analysis Date : 5/16/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 6 mg/kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 129 %Rec

BREMERTON-010793



7/31/0% Manchester Environmental Laboratory Page 32 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 18:00:00
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: 08204446
Account Code: 0809BT10P402D43CGO00LA0O Type: Reg sample
Station Description: SPO3GW ‘

Result Units Olfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID : A3
Method : NWTPH-G Gasoline range organics Analysis Date : 5/15/2008
Prep Methed : NWTPH-G (Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 40000 ug/L U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 91 %Rec

BREMERTON-010794



7131/08 Manchester Environmental Laboratory Page 33 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 16:05:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sample Number: 08204447

Account Code: 0809BT10P402D43CGO00LA00 Type: Reg sample

Station Description: SPO35B05

Resuit Units Olr
GC
Parameter : Total Petroleumn Hyd, Gasoline Contaiper ID : N5
Method : NWTPH-G Gasoline range organics Analysis Date : 5/16/2008
Prep Method : NWTPH-G Gasoline range organics ’ Prep Date :
Analytes(s): *90076 Gasoline 200 mg/kg IEL
Surrogate(s: 540363 Benzene, 1,4-difluoro- 139 %Rec

BREMERTON-010795



7/31/08 Manchester Environmental Laboratory Page 34 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 16:15:00
Project Name: BREMERTON GASWORKS Matrix: Sohd
Project Officer: JOANNE LABAW Sample Number: 08204448
Account Code: 0809BT10P402D43CGO00LALD Type: Reg sample
Station Deseription: SPO3SB10

Result Units Qlfr
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID: N3
Method : NWTPH-G Gasoline range organics Analysis Date : 5/27/2008
Prep Method : NWTPH-G (Fasoline range organics Prep Date :
Analytes(s):. *90076 Gasoline 30000 mg'kg §]
Surrogate(s: 540363 Benzene, 1,4-difluoro- 93 %Rec '

BREMERTON-010796



7/31/08 Manchester Environmental Laboratory

Page 35 of 111

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 16:15:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204448
Account Code: 0809BT10P402D43CGO00LAQ0 Type: Duplicate
Station Description: :

Result Units Olfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID : N2
Method : NWTPH-G Gasoline range organics Anatysis Date : 5/27/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date
Analytes(s): *90076 Gasoline 40000 mg/kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 98 YeRec

BREMERTON-010797



7/31/08 Manchester Environmental Laboratory Page 36 of 111
Report by Parameter for Project TEC-916A

Project Code; TEC-916A Collected: 5/12/08 16:30:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: - JOANNE LABAW Sample Number: 08204449

Account Code: 0809BT10P402D43CG000LA00 Type: Reg sample

Station Description: SPO3SB15

Result Units Olfr
GC
Parameter . Total Petroleum Hyd, Gasoline Container ID : N3
Method : NWTPH-G Gasoline range organics Analysis Date © 5/24/2008
Prep Method : NWITPH-G Gasoline range organics Prep Date :
Analytes(s). *90076 Gasoline 10 mg/kg
Surrogate(s : 540363 Benzene, 1,4-difluoro- 88 %Rec

BREMERTON-010798



7/31/08 Manchester Environmental Laboratory Page 37 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 16:45:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sampie Number: 08204450

Account Code: 0809BT 10P402D43CGO00LAOO Type: Reg sample

Station Description: SP0O3SB20

Result Units Olfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID : N2
Method : NWTPH-G Gasoline range organics Analysis Date : 5/17/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 9 mg/kg
Surrogate(s : 540363 Benzene, 1,4-diftuoro- 133 %Rec

BREMERTON-010799



731/08 Manchester Environmental Laboratory Page 38 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 17:00:00

Project Name: BREMERTON GASWORKS : Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204451
Account Code: 0809BT10P402D43CGO00LALO Type: Reg sample

Station Description: SPO3SB2S5

Resujt Units OHr
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID : N2
Method : NWTPH-G Gasoline range organics Analysis Date : 5/17/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): ¥20076 Gasoline 6 mg/kg U
Surrogate(s: 540363 Benzene, 1,4-difluoro- 96 Y%Rec

BREMERTON-010800



7/31/08 Manchester Environmental Laboratory Page 39 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 17:00:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sample Number: 08204452

Account Code: 0809BT10P402D43CG000LAQ0 Type: Reg sample

Station Description: SP0O3SB30

Result Units Qlfr
GC .
Parameter : Total Petroleum Hyd, Gasoline Container ID; N3
Method : NWTPH-G Gasoline range organics _ Analysis Date : 5/17/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date ;
Analytes(s): *90076 Gasoline " 11 mg/kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 100 %Rec

BREMERTON-010801



7/31/08 Manchester Environmental Laboratory Page 40 of
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 8:38:00
Project Name: BREMERTON GASWORKS Matrig: Liguid
Project Officer: JOANNE LABAW Sample Number: 08204454
Account Code: 0809BT10P402D43CGO00LA00 Type: Reg sample
Station Description: TBO2WT
Result Units OHr

111

GC
Parameter  : Total Petroleum Hyd, Gasoline
Method : NWTPH-G Gasoline range organics

Prep Method : NWTPH-G Gasoline range organics

Analytes(s}: *90076 Gasoline
Surrogate(s: 540363 Benzene, 1,4-difluoro-

Container ID: A2
Analysis Date : 5/16/2008
Prep Date :

50 ug/L U
91 %Rec

BREMERTON-010802



7/31/08 Manchester Environmental Laboratory Page 41 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/13/08 9:15:00
Project Name: BREMERTON GASWORKS Matrix: Liguid

Project Officer: JOANNE LABAW Sample Number: 08204455

Account Code: 0809BT10P402D43CG000LAQO0 Type: Reg sample

Station Description: TRO3IWT

Result Units Ol
GC -
Parameter : Total Petroleum Hyd, Gasoline Container ID : A3
Method : NWTPH-G Gasoline range organics Analysis Date : 5/23/2008
Prep Method : NWTPH-G Gasoline range organics 7 Prep Date :
Anxalytes(s): *90076 (Gasoline 50 ug/L U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 90 %Rec

BREMERTON-010803



7/31/08 Manchester Environmental Laboratory Page 42 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A ' Collected: 5/14/08 7:55;00
Project Name: BREMERTON GASWORKS Matrix: Liquid

Project Officer: JOANNE LABAW Sample Number: 08204456

Account Code: 0809BT10P402D43CGO00LAOO Type: Reg sample

Station Description: TBOAWT

Result Units Olfr
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID: Al
Method : NWTPH-G Gasoline range organics Analysis Date © 5/15/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date
Analytes(s): *90076 (Gasoline 50 ug/L U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 97 %Rec

BREMERTON-010804



7/31/08 Manchester Environmental Laboratory Page 43 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Coliected: 5/15/08 9:00:00
Project Name: BREMERTON GASWORKS Matrix: : Liguid

Project Officer: JOANNE LABAW Sample Number: (08204457

Account Code; 0809BT10P402D43CGO00LAOO Type: Reg sample

Station Description: TBOSWT

Result Units OMr

GC

Parameter  : Total Petroleum Hyd, Gasoline Container ID: Al
Method s NWTPH-G Gasoline range organics Analysis Date : 5/16/2008
Prep Method : NWTPH-G Gasoline range organics : Prep Date :
Analytes(s); *90076 Gasoline 50 ug/L U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 89 %Rec

BREMERTON-010805



7/31/08 Manchester Environmental Laboratory Page 44 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 17:20:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sample Namber: 08204463

Account Code: 0809BT10P402D43CG0O00LAOO Type: Reg sample

Station Description: SP03SB335

Resul¢ Units OHr
GC
Parameter : Tota} Petroleum Hyd, Gasoline Container ID : N5
Methed : NWTPH-G Gasoline range organics Anatysis Date : 5/17/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date:
Analytes(s). *90076 Gasoline 8 mg/kg ' U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 95 %Rec

BREMERTON-010806



7/31/08 Manchester Environmental Laboratory Page 45 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 17:30:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sample Number: 08204464

Account Code: 0809BT10P402D43CG0O00LA0O Type: Reg sample

Station Description: SPO3SB40

Result Units Olfr
GC
Parameter  : Tota] Petroleum Hyd, Gasoline Container [D: N3
Method : NWTPH-G Gasoline range organics Analysis Date : 5/17/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): ¥90076 Gasoline . 6 mg/kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro~ 97 %Rec

BREMERTON-010807



7/31/08 Manchester Environmental Laboratory Page 46 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 17:40:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204465

Account Code: 0809BT10P402D43CGO00LAGO Type: Reg sample
Station Description: SP035B45 :

Result Units OQlir
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID : N2
Method : NWTPH-G Gasoline range organics Analysis Date : 5/17/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s); *90076 Gasoline 12 mg/kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 97 %Rec

BREMERTON-010808



7/31/08 Manchester Environmental Laboratory

Page 47 of 111

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/13/08 11:00:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204466
Account Code: 0809BT10P402D43CG000L.A0O Type: Reg sample
Station Description: MP04SB35

Result Units Olfr
GC
Parameter  : Total Petroteum Hyd, Gasoline Container ID . N5
Method : NWTPH-G Gasoline range organics Analysis Date : 5/27/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 6 mg/kg U
Surrogate(s: 540363 Benzene, 1,4-difluoro- 102 %Rec

BREMERTON-010809



7/31/08 Manchester Environmental Laboratory Page 48 of 111
Report by Parameter for Project TEC-216A

Project Code: TEC-916A Collected: 5/13/08 11:25:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sample Number: 08204467

Account Code: 0809BT10P402D43CGO00LAD0 Type: Reg sample

Station Deseription: MP04SB40

Result Units Olfr
GC
Parameter : Total Petroleum Hyd, Gasoline ’ Container ID; N5
Method = : NWTPH-G Gasoline range organics Analysis Date 1 5/27/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 6 mg/kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 101 %Rec

BREMERTON-010810



7/31/08 Manchester Environmental Laboratory

Page 49 of 111

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/14/08 10:00:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204468
Account Code: 0809BT10P4021343CG0O00L.AO0 Type: Reg sample
Station Description: MPO1SB35 '
Result Units Olfr

GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID : N2
Method : NWTPH-G Gasoline range organics Analysis Date : 5/27/2008
Prep Method : NWTPH-G (Gasoline range organics Prep Date :
Analytes(s). *90076 (Gasoline 6 mg/kg 3]

Benzene, 1,4-difluoro- 100 %Rec

Surrogate(s: 540363

BREMERTON-010811



7/31/08 Manchester Environmental Laboratory

Page 50 of 11

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 12:40:00
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: 08214400
Account Code: 0809BT10P402D43CG0O001.A00 Type: Reg sample
Station Description: IDOIWT
‘Result Units Olr

GC ’
Parameter  : Total Petroleam Hyd, Gasoline Container ID: Al
Method : NWTPH-G (lasoline range organics Analysis Date : 5/24/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :

fon
Anatytes(s): *90076 Gasoline , 34 ug/L J
Surrogate(s: 540363 Benzene, 1,4-difluoro- 48 %Rec

BREMERTON-m(



7/31/08 Manchester Environmental Laboratory Page 51 of 111
Report by Parameter for Project TEC-216A

Project Code: TEC-916A Collected: 5/19/08 11:15:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08214409
Account Code: 0809BT10P402D43CGO00LAOO Type: Reg sample
Station Description: MPO02SBOS

Result Units Olfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID : N3
Method : NWTPH-G Gasoline range organics Analysis Date : 5/23/2008
Prep Method : NWIPH-G (Gasoline range organics Prep Date :
Analytes(s); *90076 Gasoline 6 mg/kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 98 %Rec

BREMERTON-010813



7/31/08 Manchester Environmental Laboratory Page 52 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 11:25:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sample Number: 08214410

Account Code: 0809BT10P402D43CGO00LADD Type: Reg sample

Station Description: MP02SB10

Result Units Qlir
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID : N3
Method : NWTPH-G (Gasoline range organics Analysis Date : 5/23/2008
Prep Method : NWTIPH-G Gasoline range organics Prep Date :
Analytes(s); *90076 Gasoline 7 mg/kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 96 %Rec

BREMERTON-010814



7/31/08 Manchester Environmental Laboratory Page 53 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 11:35:00
Project Name: BREMERTON GASWORES Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08214411
Account Code: 0809BT10P402D43CGO00LACO Type: Reg sample
Station Description: MPO2SB15
Result Units Olfr

GC

Parameter  : Total Petroleum Hyd, Gasoline

Method : NWTPH-G Gasoline range organics
Prep Method : NWTPH-G Gasoline range organics
Analytes(s): *90076 Crasoline

Surrogate(s: 540363 Benzene, 1,4-difluoro-

Container ID : N3
Analysis Date : 5/23/2008
Prep Date :

6 mg/kg U
97 %Rec

BREMERTON-010815



7/31/08 Manchester Environmental Laboratory Page 54 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 11:45:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sample Number: 08214412

Account Code: 0809BT10P402D43CGO00LACO Type: Reg sample

Station Description: MPO02SB20

Result Units Qlir
GC
Parameter  : Total Petroleum Hyd, Gasoline Container 1D : N2
Method : NWTPH-G (Gasoline range organics Analysis Date : 5/24/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date
Analytes(s). *90076 Gasoline 6 mg/kg U
Surrogate(s: 540363 Benzene, 1,4-difluoro- 97 Y%Rec

BREMERTON-010816



7/31/08 Manchester Environmental Laboratory Page 55 of 111
Report by Parameter for Project TEC-916A

Project Code; TEC-916A Collected: 5/19/08 11:50:00
Project Name: BREMERTON GASWORKS Mairix: Solid
Project Officer: JOANNE LABAW Sample Number: 08214413
Account Code: 0809BT10P402D43CGO00LAOO Type: Reg sample
Station Description: MPG25B25

Resuit Units Olfr
GC
Parameter  : Total Petroleumn Hyd, Gasoline Container ID ; N3
Method : NWTPH-G Gasoline range organics Analysis Date ; 5/24/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 5 mg/kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 99 %Rec

BREMERTON-010817



7/31/08 Manchester Environmental Laboratory - Page 56 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 12:05:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW ~ Sample Number: 08214414

Account Code: 0809BT10P402D43CG000LAD0 Type: Reg sample

Station Description: MPO2SB30

Result Units Qlfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID : N2
Method : NWTPH-G Gasoline range organics Analysis Date : 5/24/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): 90076 Gasoline 6 mg/kg U
Surrogate(s : 540363 Benzene, 1,4-diftuoro- 97 %Rec

BREMERTON-010818



7/31/08 Manchester Environmental Laboratory Page 57 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 10:30:00
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: 08214415
Account Code: 0809BT10P402D43CGO00LAOCO Type: Reg sample
Station Description: MPO3GW

Result Units Qlfr
GC
Parameter  : Total Petrolenm Hyd, Gasoline Container ID : Al
Method : NWTPH-G Gasoline range organics Analysis Date : 5/23/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 50 ug/L U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 97 %Rec

BREMERTON-010819



7/31/08 Manchester Environmental Laboratory Page 58 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 8:15:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08214416
Account Code: 0809BT10P402D43CG0001.A00 Type: Reg sample
Station Description: MPO3SBO0S

Result Units Qlfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID: N3
Method : NWTPH-G Gasoline range organics Analysis Date : 5/27/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s). *90076 Gasoline 8 mg'kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 98 %Rec

BREMERTON-010820



7/31/08 Manchester Environmental Laboratory Page 59 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 8:30:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW ‘ Sample Number: 08214417
Account Code: 0809BT10P402D43CGO00LA00 Type: Reg sample
Station Description: MPO3SB10

Resuit Units Qlfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID: N2
Method : NWTPH-G Gasoline range organics Analysis Date : 5/27/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 5 mg/kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 98 %Rec

BREMERTON-010821



7/31/08 Manchester Environmental Laboratory

Page 60 of 111

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 9:00:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08214419
Account Code: 0809BT10P402D43CG000LAQ0 Type: Reg sample
Station Description: MP038B20

Result Units Qlfr
GC
Parameter  : Total Petrolenm Hyd, Gasoline Container ID: N5
Method : NWTPH-G (asoline range organics Analysis Date : 5/27/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 6 mg/kg U
Surrogate(s; 540363 Benzene, 1,4-difluoro- 99 %Rec

BREMERTON-010822



7/31/08 Manchester Environmental Laboratory Page 61 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 7:45:00
Project Name: BREMERTON GASWORKS Matrix: Ligquid

Project Officer: JOANNE LABAW Sample Number: 08214468

Account Code: 0809BT10P402D43CGO00LADD Type: Reg sample

Station Description: TBO6WT

Result Units Olfr
GC
Parameter : Total Petroleurn Hyd, Gasoline Container ID : N2
Method : NWTPH-G (Fasoline range organics Aualysis Date © 5/23/2008
Prep Method : NWITPH-G Gasoline range organics Prep Date :
Analytes(s); *90076 Gasoline 50 ug/L. U
Surrogate(s: 540363 Benzene, 1.4-difluoro- 89 %Rec

BREMERTON-01082



7/31/08 Manchester Environmental Laboratory Page 62 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 12:20:00
Project Name: BREMERTON GASWORKS Matrix; Solid
Project Officer: JOANNE LABAW Sample Number: 08214469
Account Code: 0809BT10P402D43CGO00LAO0 Type: Reg sample
Station Description: IDO1SB

Result Units Qlfr
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID : N3
Method : NWTPH-G Gasoline range organics Analysis Date : 5/27/2008
Prep Method : NWTPH-G (Gasoline range organics Prep Date:
Analytes(s): *90076 Gasoline 5 mgkg [9)
Surrogate(s : 540363 Benzene, 1,4-difluoro- 102 %Rec

BREMERTON-010824



7/31/08 Manchester Environmental Laboratory Page 63 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 6/4/08 15:24:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sample Number: 08234458

Account Code: 0809BT10P402D43CGO00LAOO Type: Reg sample

Station Description: WNO1SD

Result Units Qlir
GC
Parameter  : Total Petrolenm Hyd, Gasoline Container ID : N3
Method : NWTPH-G Gasoline range organics Analysis Date : 6/12/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): #90076 Gasoline 450 mg/kg 8]
Surrogate(s : 540363 Benzene, 1,4-difluoro- 113 Y%Rec

BREMERTON-010825



7/31/08 Manchester Environmental Laboratory Page 64 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 6/4/08 13:50:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sample Number: 08234439

Account Code: . 0809BT10P402D43CGO00L.A00 Type: Reg sample

Station Description: WNO2SD

Result Units Olfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID ; N3
Method : NWTPH-G Gasoline range organics Analysis Date : 6/12/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date
Analytes(s): *90076 Gasoline 6 mg/kg 9}
Surrogate(s : 540363 Benzene, 1,4-difluoro- 111 %Rec

BREMERTON-010826



7/31/08 Manchester Environmental Laboratory Page 65 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Coliected: 6/4/08 14:08:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Praject Officer: JOANNE LABAW Sample Number: 08234460

Account Code: 0809BT10P402D43CGO00LAOD Type: Reg sample

Station Description: WNO3SD

Result Duits Olfr
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID : N2
Method : NWTPH-G Gasoline range organics Anatysis Date 1 6/12/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 25 meg/kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 109 %Rec '

BREMERTON-010827



7/31/08 Manchester Environmental Laboratory Page 66 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 6/4/08 14:31:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08234461
Account Code: 0809BT10P402D43CGO00LA00 Type: Reg sample
Station Description: WNO4SD

Result Units Olfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID : N2
Method : NWTPH-G Gasoline range organics Analysis Date : 6/12/2008
Prep Metbod : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 5 mg/kg U
Surrogate(s : 540363 Benzene, [,4-difluoro- 111 %Rec

BREMERTON-010828



7/31/08 Manchester Environmental Laboratory

Page 67 of 111

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 6/4/08 14:55:00
Project Name: "BREMERTON GASWQORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08234462
Account Code: 0809BT10P402D43CGOG0LAL0 Type: Reg sample
Station Description: ~ WNOSSD

Result Units Qlfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID: N2
Method : NWTPH-G * Gasoline range organics Analysis Date : 6/12/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date
Analytes(s): *90076 Gasoline 5 mg/kg U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 107 %Rec

BREMERTON-01082



7/31/08 Manchester Environmental Laboratory Page 68 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Coliected: 6/4/08 14:55:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW : Sample Number: 08234462

Account Code: 0809BT10P402D43CGO00LAOD Type: Matrix Spike

Station Description:

Resuijt Units Olfr
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID; N2
Method : NWTPH-G Gasoline range organics Analysis Date : 6/12/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date : ‘
Surrogate(s : 540363 Benzene, 1,4-difluoro- 114 %Rec
*90076 Gasoline 117 %Rec

BREMERTON-010830



7/31/08 Manchester Environmental Laboratory Page 69 of 111
Report by Parameter for Project TEC-916A

Project Code: ~ TEC-916A Collected: 6/4/08 14:55:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sample Number: 08234462

Account Code: 0809BT10P402D43CGO00LADO Type: : Matrix Spike Dupl

Station Description:

Result Units Qlfr
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID: N2
Method : NWTPH-G Gasoline range organics Analysis Date : 6/12/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Surrogate(s : 540363 Benzene, 1,4-difluoro- 113 %Rec
*90076 Gasoline 114 %Rec

BREMERTON-010831



7/31/08 Manchester Environmental Laboratory Page 70 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 6/4/08 7:30:00
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: 08234470
Account Code: 0809BT10P402D43CGC00LAOD Type: Reg sample
Station Description: TBO7WT
Result Units Olir

GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID : Al
Method : NWTPH-G Gasoline range organics Analysis Date : 6/11/2008
Prep Method : NWTPH-G Giasoline range organics Prep Date :
Axnalytes(s): *90076 Gasoline 50 ug/L U

Benzene, 1,4-difluoro- %4 %Rec

Surrogate(s : 540363

BREMERTON-010832



7/31/08 Manchester Environmental Laboratory Page 71 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:

Project Name: BREMERTON GASWORKS Matrix: Ligquid
Project Officer: JOANNE LABAW Sample Number: LCS88136A1
Account Code: 0809BT10P402D43CG0O00L.AO0 Type: LCS

Station Description:

Result Units Qifr
GC
Parameter  : Total Petroleum Hyd, Gasoline i Container [D
Method : NWTPH-G (Gasoline range organics Analysis Date : 5/15/2008
Prep Method : NWTPH-G (Gasoline range organics Prep Date :
Surrogate(s: 540363 Benzene, 1,4-difluoro- 95 %Rec
*90076 Gasoline 94 %Ree

BREMERTON-010833



7/31/08 Manchester Environmental L.aboratory Page 72 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:

Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW ' Sample Number: LCS8136A2
Account Code: 0809BT10P402D43CG000L.ACO Type: LCSD

Station Description:

Result Units Olfr
GC _
Parameter : Total Petroleum Hyd, Gasoline Contajner ID :
Method : NWTPH-G Gasoline range organics Analysis Date : 5/15/2008
Prep Method ; NWTPH-G Gasoline range organics Prep Date :
Surrogate(s: 540363 Benzene, 1,4-difluoro- 94 %Rec
*90076 Gasoline 94 %Rec

BREMERTON-010834



7/31/08 Manchester Environmental Laboratory Page 73 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix;: Liguid
Project Officer; JOANNE LABAW Sample Number: LCS8136A3

Account Code: 0809BT10P402D43CG000LAOO Type: LCS
Station Deseription: :

Result Units Olfr
GC ,
Parameter : Total Petroleum Hyd, Gasoline Container ID :
Method : NWTPH-G (Gasoline range organics Analysis Date : 5/15/2008
Prep Method : NWTPH-G Gasoline range organics . Prep Date :
Surrogate(s : 540363 Benzene, 1,4-difluoro- 93 %Rec
*90076 Gasoline 91 Y%Rec

BREMERTON-O10835



7/31/08 Manchester Environmental Laboratory Page 74 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:

Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: LCS8136A4
Account Code: 0809BT10P402D43CG0O00LA00 Type: LCSD

Station Description:

Result Units Qlfr
GC
Parameter. : Total Petroleum Hyd, Gasoline ' Container 1D :
Method : NWTPH-G (Gasoline range organics Analysis Date : 5/15/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Surrogate(s : 540363 Benzene, 1,4-difluoro- 90 %Rec
*90076 Gasoline 88 %Rec

BREMERTON-010836



7/31/08 Manchester Environmental Laboratory Page 75 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:

Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: LCS8136B1
Account Code: 0809BT10P402D43CGO00LAGO Type: L.CS

Station Deseription:

Result Units Qlir

GC
Parameter : Total Petroleum Hyd, Gasoline Container ID :
Method : NWTPH-G Gasoline range organics Analysis Date : 5/15/2008
Prep Method : NWTPH-G (asoline range organics Prep Date :
Surrogate(s : 540363 Benzene, 1,4-difluoro- 86 " %Rec

*90076 Gasoline 79 %Rec

BREMERTON-010837



7/31/08 Manchester Environmental Laboratory Page 76 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:

Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: - JOANNE LABAW Sample Number: LCS8136B2
Account Code: 0809BT10P402D43CGO00LA0D Type: LCSD

Station Description:

Result Units Olfr
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID :
Method : NWTPH-G Gasoline range organics Analysis Date : 5/15/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Surrogate(s : 540363 Benzene, 1,4-difluoro- 89 %Rec

*90076 (rasoline 86 %Rec

BREMERTON-010838



7/31/08 Manchester Environmental Laboratory Page 77 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:

Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: LCS8137A1
Account Code; 0809BT10P402D43CG000LA00 Type: LCS

Station Description:

Result Units Olir
GC
Parameter : Total Petroleum Hyd, Gasoline ' Container ID :
Method ; NWTPH-G Gasoline range organics : Analysis Date : 5/16/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Surrogate(s : 540363 Benzene, 1,4-difluoro- 106 %Rec
*90076 (Gasoline 100 %Rec

BREMERTON-010839



/31408 Manchester Environmental Laboratory Page 78 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: LCS8137A2
Account Code: 0809BT10P402D43CGO00LAQ0 Type: LCSD
Station Description:
Result Units Olfr

GC
Parameter : Total Petroleum Hyd, Gasoline Container ID :
Method : NWTPH-G Gasoline range organics Analysis Date : 5/16/2008
Prep Method : NWTPH-G (Jasoline range organics Prep Date
Surrogate(s : 540363 Benzene, 1,4-difluoro- 96 %Rec

*90076 Gasoline 92 %Rec

BREMERTON-010



111

7/31/08 Manchester Environmental Laboratory Page 79 of
Report by Parameter for Project TEC-916A
Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: LCS8137A3
Account Code: 0809BT10P402D43CGOO0LAOD Type: LCS
Station Description:
Result Units Qlfr

GC _
Parameter : Total Petroleum Hyd, Gasoline Container 1D
Method : NWTPH-G Gasoline range organics Anatysis Date : 5/16/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Surrogate(s: 540363 Benzene, 1,4-difluoro- 106 %Rec

*90076 Gasoline 100 %Rec

BREMERTON-0108



7/31/08 Manchester Environmental Laboratory Page 80 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW ) Sample Number: LCS8137A4

Account Code: 0809BT10P402D43CG000LAOO Type: LCSD
Station Description: ' .

Result Units Qlfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID ;
Method : NWTPH-G Gasoline range organics Analysis Date : 5/16/2008
Prep Method : NWTPH-G (Gasoline range organics : Prep Date :
Surrogate(s : 540363 Benzene, 1,4-difluore- 103 %Rec
*90076 Gasoline 92 %Rec

BREMERTON-010842



7/31/08 Manchester Environmental Laboratory Page 81 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:

Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: LCS8137B1
Account Code: 0809BT10P402D43CGO00LAOD Type: LCS

Station Description:

Result Units Olfr
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID
Method : NWTPH-G Gasoline range organics Analysis Date : 5/16/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date : ,
Surrogate(s : 540363 Benzene, 1,4-difluoro- 90 ‘ %Rec
*930076 Gasoline 93 Y%Rec

BREMERTON-010843



7/31/08 Manchester Environmental Laboratory Page 82 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Liguid
Project Officer: JOANNE LABAW Sample Number: 1.CS8137B2
Account Code: 0809BT10P402D43CG0O00L.A00 Type: LCSD
Station Description:
Result Units Olfr

GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID :
Miethod : NWTPH-G Gasoline range organics Analysis Date : 5/16/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Surrogate(s: 540363 Benzene, 1,4-difluoro- 91 %Rec

*90076 Gasoline 103 %Rec

BREMERTON-010844



7/31/08 Manchester Environmental Laboratory Page 83 of 111
Report by Parameter for Project TEC-916A ‘

Project Code: TEC-916A Collected:

Project Name: BREMERTON GASWORKS Matrix: Liguid
Project Officer: JOANNE LABAW Sample Number: LCS8144A1
Account Code: 0809BT10P402D43CGO00LAO0 Type: LCS

Station Description:

Result Units Olfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID :
Method : NWTPH-G QGasoline range organics Analysis Date : 5/23/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Surrogate(s ; 540363 Benzene, 1,4-difluoro- 113 Y%Rec
*90076 Gasoline 98 %Rec

BREMERTON-010845



7/31/08 Manchester Environmental Laboratory Page 84 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:

Project Name: BREMERTON GASWORKS Matrix: Tiquid
Project Officer: JOANNE LABAW Sample Number: LCS8144A2
Account Code: 0809BT10P402D43CGO00LAOO Type: LCSD

Station Description:

Result Units Olfr
GC |
Parameter : Total Petroleum Hyd, Gasoline Container 1D
Method : NWTPH-G Gasoline range organics Analysis Date : 5/23/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Surrogate(s : 540363 Benzene, 1,4-difluoro- 107 %Rec
*90076 Gasoline 90 %Rec

BREMERTON-010846



7131/08 Manchester Environmental Laboratory Page 85 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name; BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: LCS8145A1
Account Code: 0809BT10P402D43CGO00LAOO Type: LCS
Station Description:

Result Units Olfr
GC .
Parameter  : Total Petroleum Hyd, Gasoline Container 1D :
Method : NWTPH-G Gasoline range organics ) Analysis Date : 5/24/2008
Prep Method : NWTPH-G Gasoline range organics ‘ Prep Date
Surrogate(s: 540363 Benzene, 1,4-difluoro- 101  %Rec

*Q0076 Gasoline 93 , %Rec

BREMERTON-010847



7/31/08 Manchester Environmental Laboratory Page 86 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:

Project Name; BREMERTON GASWORKS Matrix: Ligud
Project Officer: JOANNE LABAW Sample Number: LCS8145A2
Account Code: 0809BT10P402D43CG0O00LALGO Type: LCSD

Station Deseription:

Result Units Qlir
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID
Method : NWTPH-G Gasoline range organics Analysis Date : 5/24/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date
Surrogate(s : 540363 Benzene, 1,4-difluoro- 100 %Rec
*90076 Gasoline 98 Y%Rec

BREMERTON-010848



7/31/08 Manchester Environmental Laboratory Page 87 of 111
" Report by Parameter for Project TEC-916A

Project Code: TEC-916A Coliected:

Project Name: : BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: LCS8148A1
Account Code: 0809BT10P402D43CGO00LAOO Type: LCS

Station Description:

Result Units Qifr
GC
Parameter Total Petroleum Hyd, Gasoline Container D :
Method : NWTPH-G Gasoline range organics Analysis Date : 5/27/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date
Surrogate(s : 540363 Benzene, 1,4-difluoro- 111 %Rec
*90076 Gasoline 89 %Rec

BREMERTON-01 0849



7/31/08 ‘Manchester Environmental Laboratory Page 88 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: _ BREMERTON GASWORKS - Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: LCS8148A2
Account Code: 0809BT10P402D43CG000LAG0 Type: LCS
Station Description:
Result Units Ofir

GC
Parameter : Total Petroleum Hyd, Gasoline . Container ID :
Method : NWTPH-G Gasoline range organics Analysis Date : 5/27/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date
Surrogate(s : 540363 Benzene, 1,4-difluoro- 103 %Rec

*90076 Gasoline " 83 %Rec

BREMERTON-010850



7/31/08 Manchester Environmental Laboratory Page 89 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Liguid
Project Officer: JOANNE LABAW Sample Number: LCS8162A1
Account Code: 0809BT10P402D43CG0001LA00 Type: LCS
Station Description:
Result Units Olfr

GC
Parameter : Total Petroleum Hyd, Gasoline Container 1D :
Method : NWTPH-G Gasoline range organics Analysis Date : 6/10/2008
Prep Method : NWTPH-G (Gasoline range organics Prep Date
Surrogate(s : 540363 Benzene, 1,4-difluoro- - 109 %Rec

*90076 Gasoline 112 %Rec

BREMERTON-010851



TR1KR Manchester Environmental Laboratory Page 90 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:

Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: LCS8162A2
Account Code: 0809BT10P402D43CGO00LAOC Type: LCSD

Station Description:

Result Units Olfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID :
Method : NWTPH-G Gasoline range organics : Analysis Date : 6/10/2008
Prep Method : NWTPH-G (Gasoline range organics Prep Date :
Surrogate(s: 540363 Benzene, 1,4-difluoro- 109 %Rec
*90076 Gasoline 114 %Rec

BREMERTON-010852



7/31/08 Manchester Environmental Laboratory

Page 91 of 111

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: LCS8162A3
Account Code: 0809BT10P402D43CGO00LACO Type: LCSD
Station Description:
Result Units _ Qlir

GC
Parameter : Total Petroleum Hyd, Gasoline Container ID :
Method : NWTPH-G Gasoline range organics Analysis Date : 6/11/2008
Prep Method : NWTPH-G (Gasoline range organics Prep Date
Surrogate(s : 540363 Benzene, 1,4-difluoro- 109 %Rec

*90076 (Gasoline 106 Y%Rec

BREMERTON-010853



7/31/08 Manchester Environmental Laboratory Page 92 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A. Collected:

Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: LCSB162A4
Account Code: 0809BT10P402D43CGO00LADO Type: 1.CSD

Station Description:

Result Units Olfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID :
Method : NWTPH-G Gasoline range organics Analysis Date : 6/11/2008
Prep Method : NWTPH-G (asoline range organics Prep Date
Surrogate(s : 540363 Benzene, 1,4-difluoro- 103 Y%Rec
*90076 Gasoline 99 %Rec

BREMERTON-010854



- 7/31/08 Manchester Environmental Laboratory Page 93 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A - Collected:

Project Name: BREMERTON GASWORKS Matrix: Liguid
Project Officer: JOANNE LABAW ] Sample Number: LCSE8164A1
Account Code: 0809BT10P402D43CGO00LAO0 Type: LCS

Station Description:

Result Units Olfr
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID :
Method : NWTPH-G Gasoline range organics Analysis Date : 6/12/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date
Surrogate(s : 540363 Benzene, 1,4-difluoro- 112 %Rec
*90076 Gasoline 114 %Rec

BREMERTON-010855



7/31/08 Manchester Environmental Laboratory Page 94 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:

Project Name: ° BREMERTON GASWQRKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: LCS8164A2
Account Code: 0809BT10P402D43CGO00LAOO Type: LCSD

Station Description:

Result Units Qlfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container 10
Method : NWTPH-G Gasoline range organics , Analysis Date : 6/12/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Surrogate(s: 540363 Benzene, 1,4-difluoro- , 119 %Rec
*00076 Gasoline 116 %Rec

BREMERTON-010856



7/31/08 Manchester Environmental Laboratory Page 95 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:

Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: LCS8164A3
Account Code: 0809BT10P402D43CG000L.A00 Type: LCS

Station Description:

Result Units Qlfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID :
Method : NWTPH-G Gasoline range organics Analysis Date : 6/12/2008
Prep Method : NWTPH.G Gasoline range organics Prep Date :
Surrogate(s: 540363 Benzene, 1,4-difluoro- ‘ 110 %Rec
*90076 Gasoline 123 %Rec

BREMERTON-010857



7/31/08 Manchester Environmental Laboratory Page 96 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Liguid
Project Officer: JOANNE LABAW » Sample Namber: OBWR136Al
Account Code: 0809BT10P402D43CGO00LAOO Type: Blank
Station Description:

Result Units QOlir
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID :
Method : NWTPH-G Gasoline range organics Analysis Date : 5/15/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 50 ug/L U
Surrogate(s . 540363 Benzene, 1,4-difluoro- 86 %Rec

BREMERTON-010858



7/31/08 Manchester Environmental Laboratory Page 97 of 111
-Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: :
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: OBWS8137A1
Account Code: 08B09BT10P402D43CG0001.A00 Type: Blank
Station Description:

Result Units QlIfy
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID :
Method : NWTPH-G Gasoline range organics Analysis Date : 5/16/2008
Prep Metbod : NWTPH-G Gasoline range organics Prep Date :
Analytes(s). *90076 Gasoline 50 ug/L U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 109 %Rec

BREMERTON-010859



7/31/08 Manchester Environmental Laboratory Page 98 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Coliected:

Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sampie Number: OBWEI137A2
Account Code: 0809BT10P402D43CGO00LAQ0 Type: Blank

Station Description:

Result Units Olr
GC v
Parameter : Total Petroleum Hyd, Gasoline Container ID :
Method : NWTPH-G Gasoline range organics Analysis Date . 5/16/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): ¥*90076 Gasoline 50 ug/L U
Surrogate(s : 540363 Benzene, 1,4-difluoro- §9 %Rec

BREMERTON-010860



7/31/08 Manchester Environmental Laboratory Page 99 of 111
Repert by Parameter for Project TEC-916A

Project Code: TEC-816A Coliected:
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: OBW8144A1
Account Code: 0809BT10P402D43CGO00LADO Type: Blank
Station Description:

Result Units Qlfr
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID :
Method : NWTPH-G Gasoline range organics Analysis Date : 5/24/2008
Prep Method : NWTPH-G Giasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 50 ug/L, U
Sutrogate(s : 540363 Benzene, 1,4-difluoro- 115 %Rec

BREMERTON-010861



73108 Manchester Environmental Laboratory Page 100 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: OBWR8144A2
Account Code: 0809BT10P402D43CGO00LAOQ Type: Blank
Station Description:

Result Units Olfr
GC
Parameter  : Total Petroleum Hyd, Gasoline Container [D :
Method : NWTPH-G Gasoline range organics Analysis Date : 5/24/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 50 ug/L 8}
Surrogate(s: 540363 Benzene, 1,4-diftuoro- 97 %Rec

BREMERTON-010862



7/31/08 Manchester Environmental Laboratory Page 101 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: :

Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: = OBWS8145A1
Account Code: 0809BT10P402D43CG000LA00 Type: Blank

Station Description:

Result Units Olfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID :
Method : NWTPH-G Gasoline range organics Analysis Date : 5/25/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 QGasoline 50 ug/L U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 97 %Rec

BREMERTON-010863



7/31/08 Manchester Environmental Laboratory

Page 102 of 111

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Coliected:
Project Name: BREMERTON GASWORKS Matrix: - Liquid
Project Officer: JOANNE LABAW Sample Number: OBW8145A2
Account Code: 0809BT10P402D43CG000LAGO Type: Blank
Station Description:

Result Units Olir
GC i
Parameter . Total Petroleum Hyd, Gasoline Container ID :
Method : NWTPH-G Gasoline range organics Analysis Date : 5/25/2008
Prep Method : NWTPH-G (Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 49 ug/L J
Surrogate(s: 540363 Benzene, 1,4-difluoro- 93 %Rec

BREMERTON-010864



7/31/08 Manchester Environmental Laboratory

Page 103 of 111

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Coliected:
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: OBWGE8148A1
Account Code: 0809BT10P402D43CGO00LAOO Type: Blank
Station Description:

Result Units Olfr
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID :
Method : NWTPH-G QGasoline range organics Analysis Date : 5/27/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): 00076 QGasoline 50 ug/L U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 95 %Rec )

BREMERTON-010865



7/31/08 Manchester Environmental Laboratory

Page 104 of 111

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Liquid

" Project Qfficer: JOANNE LABAW Sample Number: OBWS8148A2
Account Code: 0809BT10P402D43CGO00LAOO Type: Blank
Station Description:

Resuit Units OQlfr

GC
Parameter : Total Petroleum Hyd, Gasoline Container ID :
Method : NWTPH-G Gasoline range organics Analysis Date : 5/27/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 50 ug/L. U
Surrogate(s : 540363 Benzene, 1,4-difluore- 94 %Rec

BREMERTON-010866



7/31/08 Manchester Environmental Laboratory

Page 105 of 111

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: OBWS8162A1
Account Code: 0809BT10P402D43CGO00LA0D Type: Blank
Station Description:

Result Units Qlir
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID :
Method : NWTPH-G Gasoline range organics Analysis Date : 6/10/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s). *90076 (asoline 50 ng/L. U
Surrogate(s : 540363 Benzene, 1 4-difluoro- 96 %Rec

BREMERTON-010867



7/31/08 Manchester Environmental Laboratory

Page 106 of 111

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Coliected:
Project Name: BREMERTON GASWORKS Matrix: Liguid
Project Officer: JOANNE LABAW Sample Number: OBW8162B1
Account Code: 0809BT10P402D43CGO00LAOD . Type: Blank
Station Description:

Result Units Olfr
GC
Parameter  : Total Petroleum Hyd, Gasoline Container ID :
Method : NWTPH-G Gasoline range organics Analysis Date : 6/10/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): ¥90076 Gasoline 50 ug/L U
Surrogate(s : 540363 Benzene, 1,4-difluoro- 93 %Rec

BREMERTON-010868



7/31/08 Manchester Environmental Laboratory Page 107 of 111
Report by Parameter for Project TEC-916A '

Project Code: TEC-916A Collected:

Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: OBWS8162B2
Account Code: 0805BT10P402D43CGO00LAGO Type: Biank

Station Description:

Result Units Olfr
GC
Parameter : Total Petroleum Hyd, Gasoline _ Container ID :
Method : NWTPH-G QGasoline range organics Analysis Date : 6/10/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 28 ug/L J
Surrogate(s : 540363 Benzene, 1,4-difluoro- 100 %Rec

BREMERTON-010869



7/31/08 Manchester Environmental Laboratory Page 108 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Coliected:
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: OBWS8164A1
Account Code: 0809BT10P402D43CGO00L.AGO Type: Blank
Station Description:

Result Units Olfr
GC
Parameter : Total Petroleumn Hyd, Gasoline Container ID :
Method : NWTPH-G Gasoline range organics Analysis Date : 6/12/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s). *90076 Gasoline 28 ug/L J
Surrogate(s: 540363 Benzene, 1,4-difluoro- 102 %Rec

BREMERTON-010870



7/31/08 Manchester Environmental Laboratory Page 109 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:

Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: OBW8164A3
Account Code: 0809BT 10P402D43CGO00LAOO Type: Blank

Station Description:

Result Units Olir
GC
Parameter  : Total Petroleum Hyd, Gasoline Container 1D :
Method : NWTPH-G (asoline range organics Analysis Date : 6/12/2008
Prep Method : NWTPH-G (Gasoline range organics Prep Date :
Analytes(s). ¥90076 Gasoline 65 ug/L
Surrogate(s : 540363 Benzene, 1,.4~diﬂuoro~ 117 %Rec

BREMERTON-010871



7/31/08 Manchester Environmental Laboratory Page 110 of 111
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:

Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: OBWR8164A4
Account Code: 0809BT10P402D43CG000LA00 ' Type: Blank

Station Description:

Result Units Qlfr
GC
Parameter : Total Petroleum Hyd, Gasoline Container ID
Method : NWTPH-G Gasoline range organics ‘ Analysis Date : 6/12/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): ¥90076 Gasoline 50 ug/L 8]
Surrogate(s : 540363 Benzene, 1,4-difluoro- 109 %Rec

BREMERTON-010872



7131108 Manchester Environmental Laboratory

Page 111 of 111

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW - Sample Number;: OBWR8164A5
Account Code: 0809BT10P402D43CGO00LADD Type: Blank
Station Description:

Resuit Units Olir
GC
Parameter  : Total Petroleum Hyd, Gasoline - Container ID :
Method : NWTPH-G Gasoline range organics Analysis Date : 6/12/2008
Prep Method : NWTPH-G Gasoline range organics Prep Date :
Analytes(s): *90076 Gasoline 109 ug/L
Surrogate(s : 540363 Benzene, 1,4-difluoro- 105 %6Rec

BREMERTON-010873



ecology and environment, inc.

International Specialists in the Environment

DATE:
TO:
FROM:

SUBT:

REF:

720 Third Avenue, Suite 1700, Seattle, WA 98104
Tel: (208) 624-9537, Fax: (206) 621-9832

MEMORANDUM

September 9, 2008
Renee Nordeen, START-3 Project Manager, E & E, Seattle, WA
Mark Woodke, START-3 Chemist, E & E, Seattle, Washington z?ﬂw

Organic Data Summary Check,
Bremerton Gasworks Properties, Bremerton, Washington

TDD: 07-01-0008 PAN: 002233.0178.01BR

The data summary check of soil and water samples collected from the Bremerton Gasworks -
Properties site located in Bremerton, Washington, has been completed. Analysis for diesel-range total
petroleum hydrocarbons (Ecology method NWTPI—LD)Q was performed by the Manchester Environmental
Laboratory, Port Orchard, Washington. ,

No discrepancies were noted.,

recycled paper

BREMERTON-010874
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MEMORANDUM

SUBJECT:

PROJECT NAME:

PROJECT CODE:

FROM.:
TO:

CC:

UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
REGION 10 LABORATORY
7411 Beach Dr. East
Port Orchard, Washington 98366

Data Release for Total Petroleum Hydrocarbon - Diesel Range Extended
Analysis Results from the USEPA Region 10 Laboratory

Bremerton Gasworks Targeted Brownfields Assessment
TEC-916A

Gerald Dodo, Chemistry Supervisor
Office of Environmental Assessment, USEPA Region 10 Laboratory

Joanne Labaw, SAM
Office of Environmental Cleanup, USEPA Region 10

Renee Nordeen, Ecology and Environment

1 have authorized release of this data package. Attached you will find the Total Petroleum

* Hydrocarbon - Diesel Range Extended results for the Bremerton Gasworks Targeted
Brownfields Assessment for the samples collected 05/12/08 through 06/04/08. For further
information regarding the attached data, contact Peggy Knight at 360-871-8713. For the
schedule for the remaining analyses, contact Gerald Dodo at 360-871-8728.
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Date:

To:

From:

Subject:

CC:

UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
REGION 10 LABORATORY

June 26, 2008

7411 Beach Dr, East

Port Orchard, Washingion 98366

Joanne Labaw, SAM
Office of Environmental Cleanup, USEPA Region 10

Pegpy Knight, Chemist
Office of Environmental Assessment, USEPA Region 10 Laboratory

QUALITY ASSURANCE MEMORANDUM
FOR ORGANIC CHEMICAL ANALYSES

Quality Assurance Review for the Total Petroleum Hydrocarbon - Diesel Range Extended
Analysis of Samples from the Bremerton Gasworks Targeted Brownfields Assessment

Project

Project Code: TEC-916A
Account Code: 08098BT10P402D43CG000L.AD0

Renee Nordeen, Ecology and Environment

The following is a quality assurance review of the data for total petroleum hydrocarbon - diesel range extended
(TPH-Dx) analysis of water and soil samples from the above referenced site. Sample preparations were
performed by the EPA Region 10 Laboratory staff using Manchester SOPs based on methods from SW846
(3541 for soil extraction; 3535 for water extraction) and were analyzed using a Manchester SOP based on

Washington State Department of Ecology Method NWTPH-Dx.

This review was conducted for the following samples:

08204401
08204422
08204430
08204439
08204446
08204463
08214409
08214416
08234461

08204402
08204423
08204431
08204440
08204447
08204464
08214410
08214417
08234462

(08204403
08204424
08204432
08204441
08204448
08204465
08214411
08214419

08204404
08204425
08204433
08204442
08204449
08204466
08214412
08214469

08204405
08204426
08204434
08204443
08204450
08204467
08214413
08234458

08204406
08204427
08204435
08204444
08204451
08204468
08214414
08234459

08204467
08204429
08204436
08204445

08204452

08214400
08214415
08234460

BREMERTON-010876



Data Review
Bremerton TPH-Dx
Page 2 of 4

1. Data Qualifications

Comments below refer to the quality control specifications outlined in the Laboratory’s current Quality
Assurance Manual, Standard Operating Procedures (SOPs) and the Quality Assurance Project Plan (QAPP).
No excursions were required from the method Standard Operating Procedure.

The quality control measures which did not meet Laboratory/QAPP criteria are annotated in the title of each
affected subsection with “Laboratory/QAPP Criteria Not Mef”.

For those tests for which the EPA Region 10 Laboratory has been accredited by the National Environmental
Laboratory Accreditation Conference (NELAC), all requirements of the current NELAC Standard have been
met,

2. Sample Transport and Receipt

Upon sample receipt, no conditions were noted that would impact data quality. Samples 08214400, 08214409
through 08214417, 08214468 and 08214469 were received at ambient temperature and not <6°C; however,
sample transport immediately followed sampling and the short time in sealed containers is not expected to
adversely affect TPH-Dx.

3. Sample Holding Times

The concentration of an analyte in a sample or extract of a sample may increase or decrease over time
depending on the nature of the analyte. The holding time maximum criteria applied for the extraction of water
samples is 7 days from the time of collection. Extracts have a helding time maximum of 40 days from the time
of preparation. All samples were extracted and analyzed within these criteria.

4. Sample Preparation

Soil samples were prepared according to SOPs Or_P354] using methylene chloride as solvent. Water samples
were prepared according to Or_PO18A. The water samples 08204401, 08204432, 08204446, and 08214415 all
contained copious fine silt which hampered rinsing the container with solvent. Due to the probable low bias,
positive results for these samples are qualified “JL”, low bias, undetected results are qualified “UJ”.

5., Imitial Calibration/Continuing Calibration Verification (CCYV) - Laboratory/QAPP Criteria Not Met

Initial calibrations were performed on 05/16/08 and 5/28//08 for #2 diesel and for motor oil. The correlation
coefficients met the criteria for averaged Ry (Relative Standard Deviation of the Rs<10%) or linear calibration
function (Coefficient of Determination>0.99.)

The CCV met the criteria for frequency of analysis and the criteria of :15% of the expected value with the
exception of the dilution of sample 08204447, for motor oil only, which was 16 minutes outside the 12 hour
criterion. This is not expected to have an effect on data quality as a CCV which followed the sample extract
run 1.5 hours later, met the required criterion.

6. LCS/LCSD - Laboratory/QAPF Criteria Not Met

Data for laboratory control sample/laboratory control sample duplicates (1.CS/LCSD) are generated to provide
information on the accuracy and precision of the analytical method and the laboratory performance. The
LCS/LCSD recoveries for the soils were within the SOP criteria of 50-150% with a relative percent difference
(RPD) of <30 and the QAPP criteria of 60-140% with RPD <35. The waters were within the SOP criteria of
50-150% with a relative percent difference (RPD) of <50. The QAPP criteria of 60-140% with RPD <20%

BREMERTON-010877



Data Review
Bremerton TPH-Dx
Page 3 of 4

were exceeded for one LCS/LCSD pair — OBW8141F1 and OBWS141F2 (66%, 91%; RPD 32.)
7. MS/MSD

Matrix spikes were done at the rate of 10% of the samples, including those samples requested for matrix
spiking. All recoveries were within the SOP recovery criteria of 50-150% with RPD of 30% with the
exception of the matrix spikes for sample 08234458, which contained native concentrations proportionately
too high compared with the amount spiked to accurately evaluate the amount recovered. No MS/MSD
recovery results were reported for this sample.. All QAPP criteria (60-140% recovery with RPD 35% for soils
and 20% for waters) were met.

8. Blank Analysis

Method blanks were prepared and analyzed with each sample extraction batch to evaluate the potential for
laboratory contamination and effects on the sample results. Target analytes were not detected in the blanks.

9. Saurrogate Spikes

Surrogate recoveries are used to help in the evaluation of laboratory performance on individual samples. The
surrogate recoveries met the SOP criteria of 50-150% except for samples 08204447 and 08204448, in which
the pentacosane could not be determined due to matrix interference.

10. Duplicate Sample Analysis

Duplicate sample analyses are performed to provide information on the precision, in the matrix of interest, of
the analytical method. Duplicate analyses were performed using samples 08204402, 08204442, 08204452,
08235558, and 08234460, All results met the SOP relative percent difference (RPD) criteria of <30. Sample
(18204452 did not contain reportable levels of TPH-Dx.

11. Compound Identification/Quantitation

Diesel range organics above the reporting limit in samples 08204422, 08204446, and 08214400 were qualified
as estimates due to the presence of interferences in the diesel range. Motor oil range organics above the
reporting limit in sample 08204447 is qualified as an estimate as the retention time for the motor oil pattern
was shifted compared with the motor oil standard. Sample 08204448 contained a large amount of sulfur, an
estimated 10% by weight. The chromatogram suggests the presence of creosote, from which it is expected that
polyaromatic hydrocarbons are present and contribute to the response in the diesel range. Both diesel and
motor oil are qualified as estimates in samples 08204448, 08214415, 08234458, 08234459, 08234460,
08234461, and 08234462 due to overlap of response between the diesel and motor oil range.

Soil sample preparation included the method specified sulfuric acid/silica gel cleanup.
All manual integrations have been reviewed and found to comply with acceptable integration practices.

Chemical Abstract Service (CAS) numbers with a “*” indicates that the number was created at the Region 10
Laboratory due to lack of an existing one.

12. Data Qualifiers
All requirements for data qualifiers from the preceding sections were accumulated. Each sample data
surmary sheet and each compound was checked for positive or negative results. From this, the overall need

for data qualifiers for each analysis was determined. In cases where more than one of the preceding sections
required data qualifiers, the most restrictive qualifier has been added to the data.

BREMERTON-010878
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The usefulness of qualified data should be treated according to the severity of the qualifier in-light of the
project’s data quality objectives. Should questions arise regarding the data, contact Peggy Knight at the
Region 10 Laboratory, phone number (360) 871 - 8713.

Qualifier Definition
U The analyte was not detected at or above the reported value.
. J The identification of the a.naiyte is acceptable; the reported value is an estimate.
Ul Thf: analyte was not detected at or above the reported value. The reported value is an
estimate,
NA Not Applicable, the parameter was not analyzed for, or there is no analytical result for

this parameter. No value is reported with this qualification.

BREMERTON-010879



6/27/08 Manchester Environmental Laboratory

Page 1 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/14/08 13:30:00
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: (8204401
Account Code: 0809BT10P402D43CGO00LAOO Type: Reg sample
Station Description: MPO1GW
Result Units Olfr

GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID: Al
Method : NWTPH-DX Diesel range organics Analysis Date : 5/21/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/20/2008
Analytes(s): *400009 TPHE-GC/Diesel Range Organics 0.38 mg/L Jk@h\,“w

*400010 TPH-GC/Motor Oil Range Organic s 0.50 mg/L uJ
Surrogate(s : 629992 Pentacosane 103 %Rec

BREMERTON-010880



6/27/08 Manchester Enrvironmental Laboratory Page 2 of 103
Report by Parameter for Project TEC-916A
Project Code: TEC-916A Collected: © 5/14/08 8:25:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204402
Account Code: 0809BT10P402D43CGO00LAL0 Type: Reg sample
Station Description: MPO1SBOS
Result Units Olfr

GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container 1D : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/30/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/16/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 110 mg/kg
Surrogate(s : 629992 Pentacosane 140 %Rec

BREMERTON-010881



6/27/08 Manchester Environmental Laboratory Page 3 of 103
Report by Parameter for Project TEC-916A
Project Code: TEC-916A Collected: 5/14/08 8:25:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204402
Account Code: 0809BT10P402D43CGO00L.AQO Type: Duplicate
Station Description:
Result Units ___Olir

GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/30/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/21/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg 8]

“*400010 TPH-GC/Motor Oil Range Organic s 100 mg/kg
Surrogate(s : 629992 Pentacosane 119 Y%Rec
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6/27/08 Manchester Environmental Laboratery Page 4 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/14/08 8§:25:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204402
Account Code: 0809BT10P402D43CGO00L.A00 Type: Matrix Spike
Station Description:
Result Units Qlfr
GC
Parameter : Tot Petroleum Hyd, Diesel extended Container I} : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/30/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/21/2008
Surrogate(s : 629992 Pentacosane 123 Y%Rec
: *400009 TPH-GC/Diesel Range Organics 110 %Rec

BREMERTON-010883



6/27/08 Manchester Environmental Laboratory Page 5 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected; 5/14/08 8:25:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: (8204402
Account Code: 0809BT10P402D43CGO00LAOO Type: Matrix Spike Dupl
Station Description:
Result Units Qlfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date © 5/30/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/21/2008
Surrogate(s : 629992 Pentacosane _ 124 %Rec

‘ *400009 TPH-GC/Diesel Range Organics 119 %Rec

BREMERTON-010884



6/27/08 Manchester Envifonmentai Laboratory : Page 6 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/14/08 8:40:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204403
Account Code:- 0809BT10P402D43CGO00LACO Type: Reg sample
Station Description: MPOISB10
Result Units Olfr

GC
Parameter : Tot Petroleum Hyd, Diese] extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/22/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/16/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 50 mg/kg U
Surrogate(s: 629992 Pentacosane : 78 %Rec

BREMERTON-010885



6/27/08 Manchester Environmental Laboratory Page 7 of 103
Report by Parameter for Project TEC-916A
Project Code; TEC-916A Collected: 5/14/08 8:50:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204404
Account Code: 0809BT10P402D43CGO00LACD Type: Reg sample
Station Description: MPO1ISB15
Result Units Olfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID: N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/22/2008
Prep Method : 3540/608 Soshlet extraction Prep Date : 5/16/2008
Analytes(s)y: ¥400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Qil Range Organic s 50 meg/kg U
Surrogate(s: 629992 Pentacosane 76 %Rec

BREMERTON-010886



6/27/08 Manchester Environmental Laboratory Page 8 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/14/08 9:25:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer:. JOANNE LABAW Sample Number: (8204405
Account Code: 0809BT10P402D43CGO00LALO Type: Reg sample
Station Description: MPO1SB20
Result Units Olir
GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID: N1
Method : NWTPH-DX Diesel range organics Analysis Daie : 5/22/2008

Prep Method : 3540/608 Soxhlet extraction

Analytes(s). *400009 TPH-GC/Diesel Range Organics
*400010 TPH-GC/Motor Oil Range Organic s
Surrogate(s: 629992 Pentacosane

Prep Date : 5/16/2008

25 mg/kg U
50 meg/kg U
75 %Rec
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6/27/08 Manchester Environmental Laboratory Page 9 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/14/08 9:35:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204406
Account Code: 0809BT10P402D43CGO00LA00 Type: Reg sample
Station Description: MPO1SB25
Result Units Olfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/22/2008
Prep Method @ 3540/608 Soxhlet extraction Prep Date : 5/16/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mglkg 8]

*400010 TPH-GC/Motor Ol Range Organic s 50 mg/kg U
Surrogate(s : 629992 Pentacosane : 78 %Rec

BREMERTON-010888



6/27/08 Manchester Environmental Laboratory Page 10 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/14/08 9:45:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: (08204407
Account Code: 0809BT10P402D43CGO00LAOO Type: Reg sample
Station Description: MPO1SB30
Result Units Qlfr

GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/22/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/16/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 50 mg/kg U
Surrogate(s : 629992 Pentacosane 77 Y%Rec

BREMERTON-010889



6/27/08 . Manchester Environmental Laboratory Page 11 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/15/08 10:15:00
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sampie Number: 08204422
Account Code: 0809BT10P402D43CGO00LAOC Type: Reg sample
Station Description: MPO4AGW
Result Units Olfr
GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID: A4
Method : NWTPH-DX Diesel range organics Analysis Date : 5/21/2008

Prep Method : 3540/608 Soxhlet extraction

Analytes(s): *400009 TPH-GC/Diesel Range Organics
*400010 TPH-GC/Motor Oil Range Organic s
Surrogate(s : 629992 Pentacosane

Prep Date : 5/19/2008

0.51 mg/L J
0.50 mg/L U
81 %Rec

BREMERTON-010890



6/27/08 Manchester Environmental Laboratory Page 12 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/13/08 9:40:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sample Number: 08204423

Account Code: 0809BT10P402D43CGO00LAO0 Type: * Reg sample

Station Description: ~ MP04SBO05

Result Units Olir
GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX - Diesel range organics Analysis Date : 5/20/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 3/15/2008
Surrogate(s : 629992 Pentacosane 138 %Rec

BREMERTON-010891



6/27/08 Manchester Environmental Laboratory Page 13 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/13/08 9:40:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204423
Account Code: 0809BT10P402D43CGO00LAOD Type: Dilution 1
Station Description:
Result Units Qlfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID: N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/20/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date © 5/15/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 1800 mg/kg

*400010 TPH-GC/Motor Oil Range Organic s 98 mg/kg 8}

BREMERTON-010892



6/27/08 Manchester Environmental Laboratory

Page 14 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/13/08 9:55:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204424
Account Code: 0809BT10P402D43CGO00LAOO Type: Reg sample
Station Description: MP0O4SB10
Result Units Olfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended
Method : NWTPH-DX Diesel range organics

Prep Method : 3540/608 Soxhlet extraction

Analytes(s): *400009 TPH-GC/Diesel Range Organics

*400010 TPH-GC/Motor Qil Range Organic s

Surrogate(s : 629992 Pentacosane

Container ID : N1
Analysis Date : 5/20/2008
Prep Date : 5/15/2008

25 mg/kg §)
50 mg/kg U
92 %Rec

BREMERTON-010893



6/27/08 Manchester Environmental Laboratory Page 15 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/13/08 106:00:00
Project Name: BREMERTON GASWORKS Matrix: . Solid
Project Officer: JOANNE LABAW Sample Number: 08204425
Account Code: 0809BT10P402D43CGO00LAOO Type: Reg sampie
Station Description: MPO4SB15
Result Enits Olfr

GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/20/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/15/2008
Analytes(s). *400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 50 mg/kg U
Surrogate(s : 629992 Pentacosane 95 %Rec

BREMERTON-010894



6/27/08 Manchester Environmental Laboratory Page 16 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/13/08 10:16:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204426
Account Code: 0809BT10P402D43CG0O00I.A00 Type: Reg sample
Station Description: MP04SB20
Result Units Olfr

GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID ; N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/20/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/15/2008
Analytes(s): ¥400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 50 mg/kg U
Surrogate(s: 629992 Pentacosane 98 %Rec

BREMERTON-010895



6/27/08 Manchester Environmental Laboratory Page 17 of 103
Report by Parameter for Project TEC-916A
Project Code: TEC-916A Collected: 5/13/08 16:306:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204427
Account Code: 0809BT10P402D43CGO00LA00 Type: Reg sample
Station Description: MP04SB25
Result Units Qlfr

GC
Parameter  Tot Petroleum Hyd, Diese] extended Container ID: N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/20/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/15/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg'kg U

*400010 TPH-GC/Motor Oil Range Organic s 50 mg/kg U
Surrogate(s : 629992 Pentacosane 101 %Rec

BREMERTON-010896



6/27/08 Manchester Environmental Laboratory ‘Page 18 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/13/08 15:30:00
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: 08204429
Account Code: 0809BT10P402D43CG0O00LAOO Type: Reg sample
Station Description: RSOIWT
Result Units Qlfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID: A2
Method : NWTPH-DX Diesel range organics Analysis Date : 5/21/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/19/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 0.25 mg/L U

*400010 TPH-GC/Motor Oil Range Organic s 0.50 mg/lL U
Surrogate(s : 629992 Pentacosane 96 %Rec

BREMERTON-010897



6/27/08 Manchester Environmental Laboratory Page 19 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/14/08 9:00:00
Projeet Name: BREMERTON GASWORKS Matrix: Liguid
Project Officer: JOANNE LABAW Sample Number: 08204430
Account Code: 0809BT 10P402D43CG000LA00 Type: Reg sample
Station Description: RSO2ZWT
Result Units [9)10

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : Al
Method : NWTPH-DX Diesel range organics Analysis Date : 5/21/2008
Prep Methed : 3540/608 Soxhlet extraction Prep Date : 5/19/2008
Analytes(s). *400009 TPH-GC/Diesel Range Organics 0.25 mg/L. U

*400010 TPH-GC/Motor Oil Range Organic s 0.50 mg/L U
Surrogate(s: 629992 Pentacosane 93 %Rec

BREMERTON-010898



6/27/08 Manchester Environmental Laboratory

Page 20 of 103

Report by Parameter for Project TEC-916A

Collected: 5/15/08 14:00:00

Project Code: TEC-916A
Project Name: BREMERTON GASWORKS Matrix: _ Liguid
Project Officer: JOANNE LABAW Sample Number: 08204431
Account Code: 0809BT10P402D43CGO00LAGO Type: Reg sample
Station Description: RSO3WT
Result Units Olfr
GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : A4
Method : NWTPH-DX Diesel range organics Analysis Date © 5/21/2008

Prep Method : 3540/608 Soxhlet extraction

Analytes(s): *400009 TPH~GC/Diesel Range Organics
*400010 TPH-GC/Motor Oil Range Organic s
Surrogate(s: 629992 Pentacosane

Prep Date : 5/19/2008

0.25 mg/L U
0.50 mg/L U
92 %Rec

BREMERTON-010899



6/27/08 Manchester Environmental Laboratory

Page 21 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 14:45:00
Project Name: BREMERTON GASWORKS Matrix: Liguid
Project Officer: JOANNE LABAW Sample Number: 08204432
Account Code: 0809BT10P402D43CGO00L A0 Type: Reg sample
Station Description: SPOIGW
Resuit Units Olfr
GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : Al
Method s NWTPH-DX Diesel range organics Analysis Date : 5/21/2008

Prep Method : 3540/608 Soxhlet extraction

Analytes(s): *400009 TPH-GC/Diesel Range Organics
*400010 TPH-GC/Motor Oil Range Organic s
Surrogate(s : 629992 Pentacosane

Prep Date : 5/20/2008

0.25 mg/L ul
0.50 mg/L Ul
86 %Rec

BREMERTON-010900



6/27/08 Manchester Environmental Laboratory

Page 22 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 13:55:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204433
Account Code: 0809BT10P402D43CGO00LAOO Type: Reg sample
Station Description: SP01SBO5
Result Units Qlfr
GC
- Parameter : Tot Petroleum Hyd, Diesel extended Container ID: N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/19/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/14/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U
*400010 TPH-GC/Motor Oil Range Organic s 50 mg/kg U
Surrogate(s: 629992 Pentacosane 107 Y%Rec

BREMERTON-010901



6/27/08 Manchester Environmental Laboratory Page 23 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 13:55:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204433
Account Code: 0809BT10P402D43CGO00LAOO Type: Matrix Spike
Station Description:
Result Units Qlir

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID: N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/20/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/15/2008
Surrogate(s : 629992 Pentacosane 94 %Rec

*400009 TPH-GC/Diesel Range Organics 98 %Rec

BREMERTON-010902



6/27/08 Manchester Environmental Laboratory Page 24 of 103
Report by Parameter for Project TEC-916A
Project Code: TEC-916A Collected: 5/12/08 13:55:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204433
Account Code: 0809BT10P402D43CG0O00LAG0 Type: Matrix Spike Dupl
Station Description:
Result Units Olir

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID: N1
Method : NWTPH-DX Diesel range organics Analysis Date ; 5/20/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/15/2008
Surrogate(s: 629992 Pentacosane 88 %Rec

*400009 92 %Rec

TPH-GC/Diesel Range Organics

BREMERTON-010903



6/27/08 Manchester Environmental Laboratory

Page 25 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Coliected: 5/12/08 14:05:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204434
Account Code: 0809BT10P402D43CGO00LAOO Type: Reg sample
Station Description: SPO1SB10
Result Units Olr
GC
Parameter @ Tot Petrolenm Hyd, Diesel extended Container ID : N1
Method s NWTPH-DX Diesel range organics Analysis Date : 5/19/2008

Prep Method : 3540/608 Soxhlet extraction

Analytes(s): *400009 TPH-GC/Diesel Range Organics
*400010 TPH-GC/Motor Oil Range Organic s
Surrogate(s : 629992 Pentacosane

Prep Date : 5/14/2008

25 mg/kg u
50 mg/kg U
112 %Rec

BREMERTON-010904



6/27/08 Manchester Environmental Laboratory Page 26 of 103
Report by Parameter for Project TEC-916A -

Project Code: TEC-916A Collected: 5/12/08 14:15:00
" Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204435
Account Code: 0809BT10P402D43CGO001.A00 Type: Reg sample
Station Description: SPO1SB15
Result Units Qlfr

GC ‘
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/19/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/14/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 50 mg/kg U
Surrogate(s: 629992 Pentacosane 108 %Rec

BREMERTON-010905



6/27/08 Manchester Environmental Laboratory

Page 27 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 14:25:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204436
Account Code: 0809BT10P402D43CG000LA00 Type: Reg sample
Station Description: SPO1SB20
Result Units Olfr
GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/19/2008

Prep Method : 3540/608 Soxhlet extraction

Analytes(s): *400009 TPH-GC/Diesel Range Organics
*400010 TPH-GC/Motor Oil Range Organic s
Surrogate(s : 629992 Pentacosane

Prep Date : 5/14/2008

25 mg/kg U
50 mglkg U
112 %Rec

BREMERTON-010906



6/27/08 Manchester Environmental Laboratory

Page 28 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/15/08 12:10:00
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number; 08204439
Account Code: 0809BT10P402D43CGO00LAL0 Type: Reg sample
Statien Description: SPO2GW
Result Units Qifr
GC
Parameter : Tot Petroleum Hyd, Diesel extended Container I : A10
Method : NWTPH-DX Diesel range organics Analysis Date : 5/21/2008

Prep Method : 3540/608 Soxhlet extraction

Analytes(s): *400009 TPH-GC/Diesel Range Organics
*400010 TPH-GC/Motor Oil Range Organic s
Surrogate(s: 629992 Pentacosane

Prep Date : 5/19/2008

0.25 mg/L U
0.50 mg/L U
95 %Rec

BREMERTON-010907



6/27/08 Manchestexr Environmental Laboratory

Page 29 of 103

Report by Parameter for Project TEC-916A

Projeet Code: TEC-916A Collected: 5/15/08 . 12:16:00
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: 08204439
Account Code: 0809BT10P402D43CG0OGOLAOO Type: Matrix Spike
Station Description:
_Result Units Qlfr

GC ‘
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : Al2
Method : NWTPH-DX Diesel range organics Axnalysis Date : 5/21/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/19/2008
Surrogate(s : 629992 Pentacosane 99 %YeRec

*400009 TPH-GC/Diesel Range Organics 86 %Rec

BREMERTON-010908



6/27/08 Manchester Environmental Laboratory Page 30 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/15/08 12:10:00
Project Name: BREMERTON GASWORKS Matrix: Ligquid
Project Officer: JOANNE LABAW Sample Number: 08204439
Account Code: 0809BT10P402D43CGO00LAO0 Type: Matrix Spike Dupl
Station Description:
Result Units Qifr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID ; Al3
Method : NWTPH-DX Diesel range organics Analysis Date : 5/21/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/19/2008
Surrogate(s : 629992 Pentacosane 103 %Rec

*400009 TPH-GC/Diesel Range Organics 88 %Rec

BREMERTON-010909



6/27/08 - Manchester Environmental Laboratory

Page 31 of 103

Report by Parameter for Project TEC-9216A

Project Code: TEC-916A Coliected: 5/12/08 9:22:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Numbesr: 08204440
Account Code: 0809BT10P402D43CGO00LAOO Type: Reg sample
Station Description: SP02SB05 :
Result _ Units Olfr
GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID: N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/19/2008

Prep Method : 3540/608 Soxhlet extraction

Analytes(s): *400009 TPH-GC/Diesel Range Organics
*400010 TPH-GC/Motor Oil Range Organic s
Surrogate{s: 629992 Pentacosane

Prep Date : 5/14/2008

25 mg/kg 8]
50 mg/kyg U
112 %Rec

BREMERTON-010910



6/27/08 Manchester Environmental Laboratory Page 32 of 103
Report by Parameter for Project TEC-916A
Project Code: TEC-916A Collected: 5/12/08 9:36:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204441
Account Code: 0809BT10P402D43CGOO0LAOO Type: Reg sample
Station Description: SP02SB10
Result Units Olr

GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID: N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/19/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date 1 5/14/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg ' U

*400010 TPH-GC/Motor Oil Range Organic s 50 mgrkg U
Surrogate(s: 629992 Pentacosane 115 %Rec

BREMERTON-010911



6/27/08 Manchester Environmental Laboratory Page 33 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 9:45:00
Project Name: BREMERTON GASWORKS Matrix: . Solid
Project Officer: JOANNE LABAW Sample Number: 08204442
Account Code: 0809BT10P402D43CGO00LAO0 Type: Reg sample
Station Description: SPO2SB15
Result Units Qlfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/19/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date 1 5/14/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 52 mg/kg
Surrogate(s: 629992 Pentacosane 133

%Rec

BREMERTON-010912



6/27/08 Manchester Environmental Laboratory Page 34 of 103
Report by Parameter for Project TEC-916A
Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204442
Account Code: 0809BT10P402D43CGO00LAQ0 Type: Duplicate
Station Description:
Result Units Olfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID: N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/30/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/21/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 63 mg/ke
Surrogate(s : 629992 Pentacosane 127 %Rec

BREMERTON-010913



6/27/08 Manchester Environmental Laboratory Page 35 of 103
Report by Parameter for Project TEC-916A
Project Cede: TEC-916A Coliected: 5/12/08 9:45:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204442
Account Code: 0809BT10P402D43CGO00LAOO Type: Duplicate #2
Station Deseription:
Result Units Olr
GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID: N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/30/2008
Prep Method @ 3540/608 Soxhlet extraction Prep Date : 5/23/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U
*400010 TPH-GC/Motor Oil Range Organic s 63 mg/kg .
Surrogate(s : 629992 Pentacosane 127 %Rec

BREMERTON-010914



6/27/08 Manchester Environmental Laboratory . Page 36 of 103
Report by Parameter for Project TEC-916A

5/12/08 16:05:00

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204443
Account Code: 0809BT10P402D43CG0O00LA00 Type: Reg sample
Station Description: SPO2SB20
Result Units Olfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Contajner ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/19/2008
Prep Method ; 3540/608 Soshlet extraction Prep Date : 5/14/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 50 mg/kg U
Surrogate(s: 629992 Pentacosane ’ 126 %Rec

BREMERTON-010915



6/27/08 Manchester Environmental Laboratory Page 37 of 103
Report by Parameter for Project TEC-916A

5/12/08 10:15:00

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204444
Account Code: 0809BT10P402D43CG000LAOO Type: Reg sample
Station Description: SP(2SB25
Result _Units Olfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/19/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/14/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 50 mg/kg U
Surrogate(s : 629992 Pentacosane 130 %Rec

BREMERTON-010916



6/27/08 Manchester Environmental Laboratory Page 38 of 103
Report by Parameter for Project TEC-916A

5/12/08 10:25:00

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204445
Account Code: 0809BT10P402D43CGO00LAGO Type: Reg sample
Station Description: SPO2SB30
Result Units Olfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/20/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/15/2008
Analytes(s): ¥*400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 50 mglkg U
Surrogate(s: 629992 Pentacosane 104 %Rec

BREMERTON-010917



6/27/08 Manchester Environmental Laboratory Page 39 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 18:00:00
Project Name: BREMERTON GASWORKS Matrix: Liquid

Project Officer: JOANNE LABAW Sample Number: 08204446

Account Code: 0809BT10P402D43CG000LA00 Type: Reg sample

Station Description; SPO3GW

Result Units Olfr
GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : Al
Method : NWTPH-DX Diesel range organics Analysis Date : 5/21/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/20/2008
Surrogate(s: 629992 Pentacosane 105 %Rec

BREMERTON-010918



6/27/08 Manchester Environmental Laboratory Page 40 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 18:00:00
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: 08204446
Account Code: 0809BT10P402D43CGO00LAC0 Type: Dilution 1
Station Description:
Result Units Olir

GC
Parameter : Tot Petroleum Hyd, Diesel extended
Method : NWTPH-DX Diesel range organics

Prep Method : 3540/608 Soxhlet extraction

Analytes(s). *400009 TPH.GC/Diesel Range Organics
*400010 TPH-GC/Motor Oil Range Organic s

Container ID: A1
Analysis Date : 5/30/2008
Prep Date : 5/20/2008

5.5 mg/L J\(W
0.44 mg/l s

BREMERTON-010919



6/27/08 Manchester Environmental Laboratory Page 41 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A

Project Name: BREMERTON GASWORKS
Project Officer: JOANNE LABAW

Account Code: 0809BT10P402D43CGO00LAGO

Station Description: SPO3SBO5

5/12/08 16:05:00
Solid

Sample Number: 08204447

Reg sample

Units Qlfr

GC

Parameter @ Tot Petroleum Hyd, Diesel extended

Methed : NWTPH-DX Diesel range organics

Prep Method : 3540/608 Soxhlet extraction

Analytes(s): 629992 Pentacosane
*400009 TPH-GC/Diesel Range Organics
*400010 TPH-GC/Motor Oil Range Organic s

Container ID : N1
Analysis Date : 5/22/2008
Prep Date : 5/15/2008

NA

mgrky 3]
mg/kg J

BREMERTON-010920



6/27/08 Manchester Environmental Laboratory

Page 42 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 16:15:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204448
Account Code: 0809BT10P402D43CGO00LAOQ Type: Reg sample
Station Description: SP03SB10
Result Units Olfr

GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX: Diesel range organics Analysis Date : 5/30/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/15/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 36000 mg/kg J

*400010 TPH-.GC/Motor Oil Range Organic s 29000 mg/kg J
Surrogate(s: 629992 Pentacosane 0 %Rec

BREMERTON-010921



6/27/08 Manchester Environmental Laboratory

Page 43 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 16:30:00
Project Name: BREMERTON GASWORKS Matrix: ~Solid
Project Officer: JOANNE LABAW Sample Number: 08204449
Account Code: 0809BT10P402D43CGO00LAO0 Type: Reg sample
Station Description: SP0O3SB15
Result Units OHr
GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/20/2008

Prep Method : 3540/608 Soxhlet extraction

Analytes(s): *#400009 TPH-GC/Diesel Range Organics
*400010 TPH-GC/Motor Oil Range Organic s
Surrogate(s: 629992 Pentacosane

Prep Date : 5/15/2008

25 mg/kg U
50 mg/kg U
128 %Rec

BREMERTON-010922



6/27/08 Manchester Environmental Laboratory Page 44 of 103
Report by Parameter for Project TEC-916A
Project Code: TEC-916A Collected: 5/12/08 16:45:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204450
Account Code; 0809BT10P402D43CG0001.AC0 Type: Reg sample
Station Diescription: SPO3SB20 -
Result Units Olfr

GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID : NI
Method : NWTPH-DX Diesel range organics Analysis Date : 5/20/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/15/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 50 mg/kg U
Surrogate(s : 629992 Pentacosane 96 %Rec

BREMERTON-010923



6/27/08 Manchester Environmental Laboratory - Page 45 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 17:00:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204451
Account Code: 0809BT10P402D43CGO00LACO Type: Reg sample
Station Description: SPO3SB25
Result Upits _ Olfr

GC
Parameter . Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/20/2008
Prep Method © 3540/608 Soxhlet extraction Prep Date : 5/15/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 50 mg/kg U
Surrogate(s : 629992 Pentacosane 97 %Rec

BREMERTON-010924



6/27/08 Manchester Environmental Laboratory Page 46 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: - 5/12/08 17:00:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204452
Account Code: 0809BT10P402D43CGO00LA00 Type: Reg sample
Station Description: SPO3SB30
Result Units Olfr
GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID: N1
Method : NWTPH-DX Diesel] range organics Analysis Date : 5/21/2008

Prep Method : 3540/608 Soxhlet extraction

Analytes(s): *400009 TPH-GC/Diesel Range Organics
*400010 TPH-GC/Motor Oil Range Organic s
Surrogate(s : 629992 Pentacosane

Prep Date : 5/15/2008

25 mg/kg U
50 mg/kg U
96 %Rec

BREMERTON-010925



6/27/08 Manchester Environmental Laboratory Page 47 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected; 5/12/08 17:00:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204452
Account Code: 0809BT10P402D43CGO00LAO0 Type: Duplicate
Station Deseription:
Result Units Oifr
GC \
Parameter : Tot Petroleurn Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/29/2008

Prep Method : 3540/608 Soxhlet extraction

Analytes(s): *400009 TPH-GC/Diesel Range Organics
*400010 TPH-GC/Motor Gil Range Organic s
Surrogate(s : 629992 Pentacosane

Prep Date : 5/21/2008

25 mg/kg U
50 mg/kg U
117 %Rec

BREMERTON-010926



6/27/08 Manchester Environmental Laboratory

Page 48 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 17:20:00
Project Name: BREMERTON GASWORKS Matrix: . Solid
Project Officer: JOANNE LABAW Sample Number: (8204463
Account Code: 0809BT10P402D43CGO00OLAGD Type: Reg sample
Station Description: SPO3SB35
Result Units Olfr
GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID: N1
Method : NWTPH-DX Diesel range organics Analysis Date @ 5/20/2008

Prep Method : 3540/608 Soxhiet extraction

Analytes(s): *400009 TPH-GC/Diesel Range Organics
*400010 TPH-GC/Motor Qil Range Organic s
Surrogate{s: 629992 Pentacosane

Prep Date : 5/15/2008

25 meg/kg U
50 mg/kg U
99 %Rec

BREMERTON-010927



Manchester Environmental Laboratory Page 49 of 103

6/27/08
Report by Parameter for Project TEC-916A
Project Code: TEC-916A Collected: 5/12/08 - 17:30:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number;: 08204464
Account Code: 0809BT10P402D43CGO00LAD0 Type: Reg sample
Station Description: SP03SB40
Result Units : Olfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/20/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/15/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mgrkg U

*400010 TPH-GC/Motor Oil Range Organic s 50 mg/kg U
Surrogate(s : 629992 Pentacosane 106 %Rec

BREMERTON-010928



6/27/08 ‘ Manchester Environmental Laboratory

Page 50 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 17:40:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204465
Account Code: 0809BT10P402D43CG000LA00 Type: Reg sample
Station Description: = SPO3SB45
Result Units Olfr
GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/20/2008

Prep Method : 3540/608 Soxhlet extraction

Analytes(s): *400009 TPH-GC/Diesel Range Organics
*400010 TPH-GC/Motor Oil Range Organic s
Surrogate(s : 629992 Pentacosane '

Prep Date : 5/15/2008

25 mg'kg U
50 mg/kg U
102 %Rec

BREMERTON-010929



6/27/08 Manchester Environmental Laboratory

Page 51 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 17:40:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204465
Account Code: 0809BT10P402D43CGO00LAOO Type: Matrix Spike
Station Description: ‘
Result Units Olir

GC

Parameter : Tot Petroleum Hyd, Diesel extended
Method : NWTPH-DX Diesel range organics
Prep Methed : 3540/608 Soxhlet extraction

Surrogate(s : 629992 Pentacosane
*400009 TPH-GC/Diesel Range Organics

Container 1D : N1
- Analysis Date : 5/20/2008
Prep Date : 5/21/2008

126 %Rec
103 %Rec

BREMERTON-010930



6/27/08 Manchester Environmental Laboratory

Page 52 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/12/08 17:40:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204465
Account Code: 0809BT10P402D43CG000L.A0Q Type: Matrix Spike Dupl
‘Station Description:
Result Units Olfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID © N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/29/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/21/2008
Surrogate(s : 629992 Pentacosane 124 %Rec

*400009 TPH-GC/Diesel Range Organics 107 Y%Rec

BREMERTON-010931



6/27/08

Manchester Environmental Laboratory Page 53 of 103

Report by Parameter for Project TEC-916A

‘Project Code: TEC-916A Collected: 5/13/08 11:00:00
Project Name: BREMERTON GASWORXKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204466
Account Code: 0809BT10P402D43CG000LAO0 Type: Reg sample
Station Description: MP04SB35
Result Units Olfr
GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date: 5/22/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/16/2008
Analytes(s): 400009 TPH-GC/Diesel Range Organics 25 mg/kg U
*400010 TPH-GC/Motor Oil Range Organic s 50 mg/kg U
Surrogate(s: 629992 Pentacosane 66 Y%Rec

BREMERTON-010932



6/27/08 Manchester Environmental Laboratory Page 54 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/13/08 11:25:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204467
Account Code: 0809BT10P402D43CGOOOLAOO Type: Reg sample
Station Description: MP04SB40 '
Result Units Qlfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container 1D : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/22/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/16/2008
Analytes(s): ¥400009 ~ TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 50 mg/kg U
Surrogate(s : 629992 Pentacosane 83 YoRec

BREMERTON-010933



6/27/08 Manchester Environmental Laboratory Page 55 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/14/08 10:00:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08204468
Account Code: 0809BT10P402D43CGO00L.AL0 Type: Reg sample
Station Description: MPO1SB35 '
Result Units Oifr
GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/22/2008

Prep Method : 3540/608 Soxhlet extraction

Analytes(s): *400009 TPH-GC/Diesel Range Organics
*400010 TPH-GC/Motor Oil Range Organic s
Surrogate(s : 629992 Pentacosane

Prep Date : 5/16/2008

25 mg/kg U
50 me/kg U
72 %Rec

BREMERTON-010934



6/27/08 Manchester Environmental Laboratory Page 56 of 103
Report by Parameter for Project TEC-916A
Project Code: TEC-916A Collected: 5/19/08 12:40:00
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW ‘ Sampie Number: 08214400
Account Code: 0809BT10P402D43CGO00LAQD Type: Reg sample
Station Description: IDOIWT
Result Units Olfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : A4
Method : NWTPH-DX Diesel range organics Analysis Date : 5/21/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/20/2008
Anatytes(s): *400009 TPH-GC/Diesel Range Organics 0.37 mg/L J

*400010 TPH-GC/Motor Oil Range Organic s 0.50 " mg/L U
Surrogate(s: 629992 Pentacosane 104 %Rec

BREMERTON-010935



6/27/08 Manchester Environmental Laboratory

Page 57 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 11:15:00
Project Name: BREMERTON GASWORXKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08214409
Account Code: 0809BT10P402D43CGO00LAOCO Type: Reg sample
Station Description: MP02SBOS5
Result Units Olfr

GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/29/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/21/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 18 mg/kg
Surrogate(s : 629992 Pentacosane 121 %Rec

BREMERTON-010936



6/27/08 Manchester Environmental Laboratory Page 58 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 11:25:60
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08214410
Accouni Code: 0809BT10P402D43CGO00LAOD Type: Reg sample
Station Description: MP02SB10
Resuit Units Olfr
GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Anatysis Date : 5/29/2008

Prep Method : 3540/608 Soxhlet extraction

Analytes(s): *400009 TPH-GC/Diesel Range Organics
*400010 TPH-GC/Motor Oil Range Organic s
Surrogate(s: 629992 Pentacosane

Prep Date : 5/21/2008

25 me/kg 8]
50 mg/kg u
115 %Rec

BREMERTON-010937



6/27/08 Manchester Environmental Laboratery Page 59 of 103
Report by Parameter for Project TEC-916A
Project Code: TEC-916A . Coliected: 5/19/08 11:35:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Offices: JOANNE LABAW Sample Number: 08214411
Account Code: 0809BT10P402D43CGO00LAOO Type: Reg sample
Station Description: MPO2SB15 .
Result Units Olir

GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID : N}
Method : NWTPH-DX Diesel range organics Analysis Date : 5/29/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/21/2008
Analytes(s): ¥400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 50 mg/kg U
Surrogate(s : 629992 Pentacosane 114 %Rec

BREMERTON-010938



6/27/08 Manchester Environmental Laboratory

Page 60 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 11:45:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08214412
Account Code: 0809BT10P402D43CGO00LAOO Type: Reg sample
Station Description: MP02SB20
Result Units Olfr
GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/29/2008

Prep Method : 3540/608 Soxhlet extraction

Analytes(s): *400009 TPH-GC/Diesel Range Organics
*400010 TPH-GC/Motor Oil Range Organic s
Surrogate(s: 629992 Pentacosane

Prep Date : 5/21/2008

25 mg/kg U
50 mg/kg U
120 %Rec

BREMERTON-010939



6/27/08 Manchester Environmental Laboratory Page 61 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 11:45:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08214412
Account Code: 0809BT10P402D43CGO00LAOC Type: Matrix Spike
Station Description:
Result Units Qlir

GC

Parameter : Tot Petroleum Hyd, Diesel extended
Method : NWTPH-DX Diesel range organics
Prep Method : 3540/608 Soxhlet extraction

Surrogate(s : 629992 Pentacosane
*400009 TPH-GC/Diesel Range Organics

Container ID: N1
Analysis Date : 5/29/2008
Prep Date : 5/23/2008

117 %Rec
89 %Rec

BREMERTON-010940



6/27/08 Manchester Environmental Laboratory Page 62 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 . 11:45:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08214412
Account Code: (0809BT10P402D43CG0O00LA00 Type: Matrix Spike Dupl
Station Description:
Result Units Olir

GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/29/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/23/2008
Surrogate(s : 629992 Pentacosane 121 %Rec

*400009 TPH-GC/Diesel Range Organics 90 %Rec

BREMERTON-010941



6/27/08 Manchester Environmental Laboratory Page 63 of 103
Report by Parameter for Project TEC-%16A
Project Code: TEC-916A Collected: 5/19/08 11:50:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sampie Number: 08214413
Account Code: 0809BT10P402D43CGO00LACO Type: Reg sample
Station Description: MPO2SB25
Result Units Olfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date 1 5/29/2008
Prep Methed : 3540/608 Soxhlet extraction Prep Date : 5/21/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 50 mglke U
Surrogate(s : 629992 Pentacosane 116 %Rec

BREMERTON-010942



6/27/08 Manchester Environmental Laboratory Page 64 of 103
Report by Parameter for Project TEC-916A
Project Code: TEC-916A Collected: 5/19/08 12:058:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sampie Number: 08214414
Account Code: 0809BT10P402D43CGO00LA00 Type: Reg sample
Station Description: MP025B30
Result Units Olfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/29/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/21/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 50 mglkg U
Surrogate(s : 629992 Pentacosane 122 %Rec

BREMERTON-010943



6/27/08 Manchester Environmental Laboratory Page 65 of 103
Report by Parameter for Project TEC-916A
Project Code: TEC-916A Collected: 5/19/08 10:30¢:00
Project Name: BREMERTON GASWORKS Matrix: Liguid
Project Officer: JOANNE LABAW Sample Number: 08214415
Account Code: 0809BT10P402D43CGO00LAOO Type: Reg sample
Station Description:  MPO3GW
Result Units OQlir

GC .
Parameter . : Tot Petroleum Hyd, Diesel extended Container ID : A4
Method : NWTPH-DX Diesel range organics Analysis Date : 5/29/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date 1 5/20/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 0.17 mg/L

*400010 TPH-GC/Motor Oil Range Organic 0.16 mg/L
Surrogate(s : 629992 Pentacosane ' 116 %Rec

BREMERTON-010944



6/27/08 Manchester Environmental Laboratory

Page 66 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 8:15:60
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08214416
Account Code: 0809BT1 0P402D43CG000I.A00 Type: Reg sample
Station Deseription: ~ MP03SBO05
Result Units Qlfr
GC
Parameter : Tot Petroleum Hyd, Diesel extended Container 1D : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/29/2008

Prep Method : 3540/608 Soxhlet extraction

Analytes(s): *400009 TPH-GC/Diesel Range Organics
*400010 TPH-GC/Motor Oil Range Organic s
Surrogate(s: 629992 Pentacosane

Prep Date : 5/21/2008

25 mg/kg U
50 mg/kg U
118 Y%oRec

BREMERTON-010945



6/27/08 Manchester Environmental Laboratory

Page 67 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Coliected: 5/19/08 8:30:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08214417
_Account Code: 0809BT10P402D43CG0O00LAOQ Type: Reg sample
Station Description: MPO3SB10
Result Units Olfr
GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date t 5/29/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/21/2008
Analytes(s): *400009 ‘ TPH-GC/Diesel Range Organics 25 mg/kg U
*400010 TPH-GC/Motor Oil Range Organic s 50 mg/kg U
Surrogate(s : 629992 Pentacosane 119 %Rec

BREMERTON-010946



6/27108 Manchester Environmental Laboratory Page 68 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 8:30:00
Project Name: BREMERTON GASWORKS Matris: Solid
Project Officer: JOANNE LABAW Sample Number: 08214417
Account Code: 0809BT10P402D43CGO00LAOO Type: Matrix Spike
Station Description:
Result Units Qlfr

GC
Parameter  : Tot Petroleum Hyd, Diesel extended
Method : NWTPH-DX Diesel range organics

Prep Method : 3540/608 Soxhlet extraction

Surrogate(s: 629992 Pentacosane
*400009 TPH-GC/Diesel Range Organics

Container ID : N1
Analysis Date : 5/20/2008
Prep Date : 5/23/2008

114 %Rec
84 %Rec

BREMERTON-010947



6/27/08 Manchester Environmental Laboratory

Page 69 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 8:30:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08214417
Account Code: 0809BT10P402D43CGO00LAO0 Type: Matrix Spike Dupl
Station Description:
Result Units Qlfy

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container JD : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/29/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/23/2008
Surrogate(s : 629992 Pentacosane 120 %Rec

*400000 TPH-GC/Diesel Range Organics 96 %Rec

BREMERTON-010948



6/27/08 Manchester Environmental Laboratory Page 70 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 9:00:00
Project Name: BREMERTON GASWORKS Matrix: Solid

Project Officer: JOANNE LABAW Sample Number: 08214419

Account Code: 0809BT10P402D43CGO00LAOO Type: Reg sample

Station Description: . MP03SB20

Result Units Oliy

GC

Parameter : Tot Petroleum Hyd, Diesel extended Container ID: N1
‘Method : NWTPH-DX Diesel range organics Analysis Date : 5/29/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/21/2008

Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U

. *400010 TPH-GC/Motor Oil Range Organic s 50 mgrkg u
Surrogate(s: 629992 Pentacosane 116 %Rec

BREMERTON-010949



6/27/08 Manchester Environmental Laboratory Page 71 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 5/19/08 12:20:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Samplie Number: 08214469
Account Code: 080SBT10P402D43CGO00LACO Type: Reg sample
Station Description: IDO1SB
Result Units Olfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID: N1
Method : NWTPH-DX Diesel range organics Analysis Date : 5/30/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/23/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 12 mg/kg
Surrogate(s : 629992 Pentacosane 132 %Rec

BREMERTON-010950



6/27/08 ' Manchester Environmental Laboratory Page 72 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 6/4/08 15:24:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08234458
Account Code: 0809BT10P402D43CGO00LA00 Type: Reg sample
Station Description: WNO1SD
Result Units Olr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID: N1
Method : NWTPH-DX Diesel range organics Analysis Date : 6/6/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 6/5/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 210 mg/kg J

*400010 TPH-GC/Motor Oil Range Organic s 450 mg/kg J
Surrogate(s : 629992 Pentacosane 117 %Rec

BREMERTON-010951



6/27/08 Manchester Environmental Labeoratory Page 73 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 6/4/08 15:24:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer; JOANNE LABAW Sample Number: 08234458
Account Code: 0809BT10P402D43CGO00LAOO Type: Duplicate
Station Description:
Result Units Qlfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : NI
Methed : NWTPH-DX Diesel range organics Analysis Date : 6/6/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 6/5/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 280 mg/kg J

“490010 TPE-GC/Motor Oil Range Organic s 580 mg/kg J
Surrogate(s : 629992 118 %Rec

Pentacosane

BREMERTON-010952



6/27/08 Manchester Environmental Laboratory Page 74 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 6/4/08 15:24:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08234458
Account Code: 0809BT10P402D43CGO00LAND Type: Matrix Spike
Station Description:
Result Units Olfx

GC
Parameter : Tot Petroleum Hyd, Diesel extended
Method : NWTPH-DX Diesel range organics

Prep Method : 3540/608 Soxhlet extraction

Analytes(s); *400009 TPH-GC/Diesel Range Organics
Surrogate(s : 629992 Pentacosane

Container ID : N1
Analysis Date : 6/6/2008
Prep Date : 6/5/2008

NA

122 %Rec

BREMERTON-010953



6/27/08 Manchester Environmental Laboratory Page 75 of 103
Report by Parameter for Project TEC-916A
Project Code: TEC-916A Collected; 6/4/08 13:50:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08234459
Account Code: 0809BT10P402D43CGO00LAD0 Type: Reg sample
Station Description: ~ WN028D
Result Units Olir

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID: N1
Method : NWTPH-DX Diesel range organics Analysis Date : 6/6/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 6/5/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 140 mg/kg J

*400010 TPH-GC/Motor Qil Range Organic s 460 mg/kg J
Surrogate(s : 629992 Pentacosane 118 %Rec

BREMERTON-010954



6/27/08 Manchester Environmental Laboratory Page 76 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 6/4/08 14:08:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: 08234460
Account Code: 0809BT10P402D43CGO00LA00 Type: Reg sample
Station Description: WNO3SD
Result Units Olr

GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 6/6/2008
Prep Method : 3540/608 Soxhiet extraction Prep Date : 6/5/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 240 mg/kg J

400010 TPH-GC/Motor Oil Range Organic s 620 mg/kg J
Surrogate(s: 629992 Pentacosane 118 %Rec

BREMERTON-010955



6/27/08 Manchester Environmental Laboratory Page 77 of 103
Report by Parameter for Project TEC-916A
Project Code: TEC-916A Collected: 6/4/08 14:08:00
Project Name: BREMERTON GASWORKS Matrix; Solid
Project Officer: JOANNE LABAW ~Sample Number: 08234460
Account Code: 0809BT10P402D43CGO00LACO Type: Duplicate
Station Description: '
Result Units Olir
GC -
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date © 6/6/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 6/5/2008
. Analytes(s): *400009 TPH-GC/Diesel Range Organics 200 mg/kg J
*400010 TPH-GC/Motor Qil Range Organic s 610 mg/kg J
Surrogate(s : 629992 Pentacosane 114 %Rec

BREMERTON-010956



6/27/08 Manchester Environmental Laboratory

Page 78 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected: 6/4/08 14:31:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW : Sample Number: 08234461
Account Code: 0809BT10P402D43CG000LA00 Type: Reg sample
Station Description: WNO4SD
Result Units OQHr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 6/6/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 6/5/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 63 mg/kg J

*400010 TPH-GC/Motor Oil Range Organic s 210 mg/kg J
Surrogate(s : 629992 Pentacosane 120 %Rec

BREMERTON-010957



6/27/08 Manchester Environmental Laboratory Page 79 of 103
Report by Parameter for Project TEC-916A
Project Code: TEC-916A Collected: 6/4/08 14:55:00
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: (08234462
Account Code: 0809BT10P402D43CGO00LADO Type: Reg sample
Station Description: WNOSSD
Result Units Olfr
GC
Parameter  : Tot Petroleumn Hyd, Diesel extended Container ID : NI
Method : NWTPH-DX Diesel range organics Anatysis Date : 6/6/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date © 6/5/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U
*400010 TPH-GC/Motor Oil Range Organic s 21 mg/kg J Q
Surrogate(s: 629992 Pentacosane ' 106 %Rec

BREMERTON-010958



6/27/08 Manchester Environmental Laboratory Page 80 of 103
Report by Parameter for Project TEC-916A
Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Solid
Preject Officer: JOANNE LABAW Sample Number: (OBS8135B1
Acconnt Code: 0809BT10P402D43CGO0CLA00 Type: Blank
Station Description:
Result Units Olfr

GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID: 0
Method : NWTPH-DX Diesel range organics Analysis Date : 5/19/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/14/2008
Analytes(s): *400009 TPH-GC/Diese] Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 50 mg/kg 8)
Surrogate(s : 629992 Pentacosane 113 %Rec

BREMERTON-010959



6/27/08 Manchester Environmental Laboratory Page 81 of 103
Repeort by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer; JOANNE LABAW Sample Number: OBS8135F1
Account Code: 0809BT10P402D43CGO00L.A00 Type: 1.CS
Station Description:
Result Units Olfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID: 0
Methed : NWTPH-DX Diesel range organics Analysis Date 1 5/19/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/14/2008
Surrogate(s : 629992 Pentacosane 126 %Rec

*400009 TPH-GC/Diesel Range Organics - 94 %Rec

BREMERTON-010960



6/27/08 Manchester Environmental Laboratory Page 82 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: "JOANNE LABAW Sample Number: OBS8135F2
Account Code: 0809BT10P402D43CGO00LAOO Type: LCSD
Station Description:
Result Units Olfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID: 0
Method : NWTPH-DX Diesel range organics Analysis Date : 5/19/2008
Prep Methed : 3540/608 Soxhlet extraction Prep Date : 5/14/2008
Surrogate(s: 629992 Pentacosane 115 %Rec

*400009 TPH-GC/Diesel Range Organics 97 %Rec

BREMERTON-010961



6/27/08 Manchester Environmental Laboratory Page 83 of 103
Report by Parameter for Project TEC-916A
Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: OBS8136B1
Account Code: 0809BT10P402D43CG000LAD0 Type: Blank
Station Description:
Result Units Qlfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID: 0
Method : NWTPH-DX Diesel range organics Analysis Date : 5/20/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/15/2008
Anatytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 50 mg/kg
Surrogate(s : 629992 Pentacosane 102 %Rec

BREMERTON-010962



6/27/08 Manchester Environmental Laboratory Page 84 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-G16A Collected: .
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: OBS8136F]
Account Code: 0809BT10P402D43CG0O00LADO Type: LCS
Station Description:
Result Units QHr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : 0
Method : NWTPH-DX Diesel range organics : Analysis Date : 5/20/2008
Prep Method : 3540/608 Soxhlet extraction’ Prep Date : 5/15/2008
Surrogate(s: 629992 Pentacosane 89 %Rec

*400009 TPH-GC/Diesel Range Organics 93 %Rec

BREMERTON-010963



6/27/08 Manchester Environmental Laboratory Page 85 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-S16A Coliected:
Project Name: BREMERTON GASWORKS Matrix; Solid
Preject Officer: JOANNE LABAW Sample Number: OBS8136F3
Account Code: 0809BT10P402D43CG0O00LAQ0 Type: 1.CSD
Station Description: '
Result Units Oifr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : 0
Method : NWTPH-DX Diesel range organics Analysis Date © 5/20/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date © 5/15/2008
Surrogate(s : 629992 Pentacosane 98 Y%Rec

*400009 TPH-GC/Diesel Range Organics 102 %Rec

BREMERTON-010964



6/27/08 Manchester Environmental Laboeratory Page 86 of 103
Report by Parameter for Project TEC-916A
Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: OBS8137B1
Account Code: 0809BT10P402D43CG0001L.A00 Type: Blank
Station Description:
Result Units Olfr

GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID: 0
Method : NWTPH-DX Diesel range organics Analysis Date : 5/22/2008
Prep Methed : 3540/608 Soxhlet extraction Prep Date : 5/16/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Metor Oil Range Organic s 50 meg/kg
Surrogate(s : 629992 Pentacosane 79 Y%Rec

BREMERTON-010965



6/27/08 Manchester Environmental Laboratory

Page 87 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: OBS8137F1
Account Code: 0809BT10P402D43CGO00LAO0 Type: 1.CS
Station Description:
Result Units Qlfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : 0
Method : NWTPH-DX Diesel range organics Analysis Date : 5/22/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/16/2008
Surrogate(s : 629992 Pentacosane. 73 %Rec

*400009 TPH-GC/Diesel Range Organics - 85 %Rec

BREMERTON-010966



6/27/08 Manchester Environmental Laboratory

Page 88 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: OBS8137F2
Account Code: 0809BT10P402D43CGO00LAOO Type: LCSD
Station Description:
Result Units Olir

GC
Parameter : Tot Pefroleum Hyd, Diesel extended Container ID : 0
Method : NWTPH-DX Diesel range organics Analysis Date : 5/22/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/16/2008
Surrogate(s : 629992 Pentacosane 78 %Rec

*400009 TPH-GC/Diesel Range Organics 99 %Rec

BREMERTON-010967



6/27/08 Manchester Environmental Laboratory Page 89 of 103
Report by Parameter for Project TEC-916A
Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: OBS8142B1
Account Code: 0809BT10P402D43CG0O00LAO0 Type: Blank
Station Description:
Result Units OHr

GC .
Parameter : Tot Petroleum Hyd, Diesel extended Container ID: 0
Method : NWTPH-DX Diese] range organics Analysis Date : 5/29/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/21/2008
Analytes(s): *400009 TPH—GC/DieseI Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 50 mg'ky
Surrogate(s: 629992 Pentacosane 116 %Rec

BREMERTON-010968



6/27/08 Manchester Environmental Laboratory

Page 90 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A

Collected:
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Naumber; OBS8142F1
Account Code: 0809BT10P402D43CG000LAD0 Type: LCS
Station Description: ‘

Resuit _Units __OMr
GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID: 0
Method : NWTPH-DX Diesel range organics Analysis Date : 5/29/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/21/2008
Surrogate(s: 629992 Pentacosane 118 Y%Rec

99 %Rec

*400009 TPH-GC/Diesel Range Organics

BREMERTON-010969



6/27/08 Manchester Environmental Laboratory Page 91 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: OBS8142F2
Account Code: 0809BT10P402D43CG000L.A00 Type: LCSD
Station Description:
Result Units Olfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID : 0
Method - NWTPH-DX Diesel range organics Analysis Date : 5/29/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/21/2008
Surrogate(s : 629992 Pentacosane 115 %Rec

*400009 TPH-GC/Diesel Range Organics 93 %Rec

BREMERTON-010970



6/27/08 Manchester Environmental Laboratory Page 92 of 103
Report by Parameter for Project TEC-916A
Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: OBS8144B1
Account Code: 0809BT10P402D43CGO00LAOO Type: Blank
Station Description:
Result Units Olfr

GC
Parameter : Tot Petroleum Hyd, Diesel extended ContainerID: 0
Method : NWTPH-DX Diesel range organics Analysis Date : 5/29/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/23/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Ofl Range Organic s 50 mg/kg
Surrogate(s : 629992 Pentacosane 117 %Rec

BREMERTON-010971



6/27/08 Manchester Environmental Laboratory

Page 93 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer:” JOANNE LABAW Sample Number: (OBS8144F]
Account Code: 0809BT10P402D43CG000L.A00 Type: LCS
Station Description:
Result Units Olfr

GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID: 0
Method : NWTPH-DX Diesel range organics Analysis Date : 5/29/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/23/2008
Surrogate(s: 629992 Pentacosane 113 %Rec

*400009 TPH-GC/Diesel Range Organics 81 %Rec

BREMERTON-010972



6/27/08 -Manchester Environmental Laboratory Page 94 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: OBS8144F2
Account Code: © 0809BT10P402D43CGO00LAOD Type: LCSD
Station Description:
Result Units Olfr

GC
Parameier . Tot Petroleum Hyd, Diesel extended Container ID: 0
Method : NWTPH-DX Diesel range organics Analysis Date : 5/29/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/23/2008
Surrogate(s: 629992 Pentacosane 114 %Rec

*400009 TPH-GC/Diesel Range Organics 93 %Rec

BREMERTON-010973



6/27/08 Manchester Environmental Laboratory Page 95 of 103
Report by Parameter for Project TEC-916A '
Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: OBS8157B1
Account Code: 0809BT10P402D43CGO00LAQ0 Type: Blank
Statien Description:
Result Units Olfr

GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID : 0
Methad : NWTPH-DX Diesel range organics Analysis Date : 6/6/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/14/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 25 mg/kg U

*400010 TPH-GC/Motor Oil Range Organic s 30 mg/kg 8]
Surrogate(s : 629992 Pentacosane 113 %Rec

BREMERTON-010974



6/27/08 Manchester Environmental Laboratory

Page 96 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number: OBSB157F1
Account Code: 0809BT10P402D43CGO00LADO Type: LCS
Station Description:
Result Units Olfr

GC
Parameter  : Tot Petroleumn Hyd, Diesel extended Container [D : N1
Method : NWTPH-DX Diesel range organics Analysis Date : 6/6/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 6/5/2008 -
Surrogate(s: 629992 Pentacosane 118 %Rec

*400009 TPH-GC/Diesel Range Organics 94 %Rec

BREMERTON-010975



6/27/08 v Manchester Environmental Laboratory

Page 97 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Solid
Project Officer: JOANNE LABAW Sample Number; OBS8157F2
Account Code: 0809BT10P402D43CGO00LA00 Type: LCSD
Station Description:
Result . Units Olfr

GC
Parameter : Tot Peiroleum Hyd, Diesel extended Container ID: 0
Method : NWTPH-DX Diesel range organics Apalysis Date : 6/6/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 6/5/2008
Surrogate(s: 629992 Pentacosane 110 %Rec

*400009 TPH-GC/Diesel Range Organics 91 %Rec

BREMERTON-010976



6/27/08 Manchester Environmental Laboratory Page 98 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: OBW8140B1
Account Code; 0809BT10P402D43CGO00OLAGO Type: Blank
Station Description: :
Result Units Olfr

GC
Parameter  : Tot Petroleum Hyd, Diesel extended Container ID: 0
Method : NWTPH-DX Diesel range organics Analysis Date : 5/21/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/19/2008
Analytes(s}: *400009 TPH-GC/Diesel Range Organics 0.25 mg/L , U

*400010 - TPH-GC/Motor Oil Range Organic s 0.50 mg/L U
Surrogate(s: 629992 Pentacosane 90 %Rec

BREMERTON-010977



6/27/08 Manchester Environmental Laboratory Page 99 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Tiguid
Project Officer: JOANNE LABAW Sample Number: OBWS8140F1
Account Code: 0809BT10P402D43CG0O00LACO Type: LCS
Station Description:
Result Units Qlfr
GC
Parameter : Tot Petroleum Hyd, Diesel extended ContainerID :
Method : NWTPH-DX Diesel range organics Analysis Date : 5/21/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/19/2008
Surrogate(s : 629992 Pentacosane 93 %Rec
88 %Rec

*400009 TPH-GC/Diesel Range Organics

OBWSIAOFILCS

BREMERTON-010978



6/27/08 Manchester Environmental Laboratory

Page 100 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A

Collected:
Project Name: BREMERTON GASWORKS Matrix: Liguid
Project Officer: JOANNE LABAW Sample Number: OBWS8140F2
Account Code: 0809BT10P402D43CGO00LAOO Type: LCSD
Station Description: '
Result Units Olir

GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID: 0
Method : NWTPH-DX Diesel range organics Analysis Date : 5/21/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/19/2008
Surrogate(s 1 629992 Pentacosane 95 %Rec

*400009 TPH-GC/Diesel Range Organics 79 %Rec

BREMERTON-010979



6/27/08 Manchester Environmental Laboratory

Page 101 of 103

Report by Parameter for Project TEC-916A

" Project Ceode: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Liguid
Project Officer: JOANNE LABAW Sample Number: OBWR141B1
Account Code: 0809BT10P402D43CGO00LAOO Type: Blank
_ Station Description:
Result Units Qlfr
GC
Parameter : Tot Petroleum Hyd, Diesel extended Container ID: 0
Method : NWTPH-DX Diesel range organics Analysis Date : 5/21/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/20/2008
Analytes(s): *400009 TPH-GC/Diesel Range Organics 0.25 mg/L U
*400010 TPH-GC/Motor Oil Range Organic s 0.50 mg/L U
Surrogate(s : 629992 Pentacosane ' 98 %Rec

BI Blank:

BREMERTON-010980



6/27/08 Manchester Environmental Laboratory

Page 102 of 103

Report by Parameter for Project TEC-916A

Project Code: TEC-916A Collected:
Project Name: BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: OBW8141F1
Account Code: 0809BT10P402D43CG0O00L.A0D Type: - LCS
Station Description:
Result Units Olfr

GC
Parameter  : Tot Petroleum Hyd, Diese! extended Container ID : 0
Method : NWTPH-DX Diesel range organics " Analysis Date : 5/21/2008
Prep Method @ 3540/608 Soxhlet extraction Prep Date : 5/20/2008
Surrogate(s : 629992 Pentacosane 84 %Rec

*400009 TPH-GC/Diesel Range Organics 66 %Rec

BREMERTON-010981



6/27/08 Manchester Environmental Laboratory Page 103 of 103
Report by Parameter for Project TEC-916A

Project Code: TEC;9I 6A Collected:
Project Name: " BREMERTON GASWORKS Matrix: Liquid
Project Officer: JOANNE LABAW Sample Number: OBWS8141F2
Account Code: 0809BT10P402D43CGO00LA0O Type: LCSD
Station Description:
Result Units Qlfr

GC .
Parameter : Tot Petroleum Hyd, Diesel extended Container ID: 0
Method : NWTPH-DX Diesel range organics Analysis Date : 5/21/2008
Prep Method : 3540/608 Soxhlet extraction Prep Date : 5/20/2008
Surrogate(s : 629992 Pentacosane 104 %Rec

*400009 TPH-GC/Diesel Range Organics 91 Y%Rec

BREMERTON-010982



ecology and enrvironment, inc.

international Specialists in the Environment

720 Third Avenue, Suite 1700, Seattle, WA 98104
?  Tel: (206) 624-9537, Fax: (206) 621-9832

MEMORANDUM
DATE: June 23, 2008
TO: Renee Nordeen, START-3 Project Manager, E & E, Seattle, WA
FROM: Mark Woodke, START-3 Chemist, E & E, Seattle, Washmgmn%%/
SUBL Inorganic Data Summary Check,

Bremerton Gasworks Properties, Bremerton, Washington
REF: TDD: (7-01-0008 PAN: 002233.0178.01BR

The data summary check of 10 soil samples collected from the Bremerton Gasworks Properties site
located in Bremerton, Washington, has been completed. Analysis for Total Arsenic (EPA CLP SOW
TLMO05.4) was performed by Bonner Analytical, Hattiesburg, Mississippi. '

The samples were numbered:

MIBK30 MI8K31 MIBK32 MIBK33 MIBK34
MIBK35 MIBK37 MJBK38 MIBK40 MJIBKSB6

A cursory assessment of the data was provided.

recycled paper

BREMERTON-010983



BREMERTON-010984



UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
REGION 10
1200 Sixth Avenue, Suite 900
Seattle, Washington 98101

June 17, 2008

Reply To
Attn. Of: OEA-085

MEMORANDUM

SUBJECT: Data Transmittal for Bremerton Gasworks TBA,
Case# 37435, SDG: MJ8K31l, Inorganic Analysis

FROM: Donald Matheny, Chemist
Environmental Services Unit, OEA

TO: Joanne LaBaw, Project Manager
Office of Environmental Cleanup (ECL-115)

cC: : Renee Nordeen, Ecology & Environment

The following data are being transmitted for the above project.
Ten (10) soil samples were analyzed for total arsenic by Bonner
Analytical, Hattiesburg, MS. Sample numbers for thig delivery group
are: ‘ '

MJ8K30 MJBK31 MJIBK32 MJ8K33 . MJBK34
MJBK35 MJBK37 MJI8K38 MJ8K40 MJIBK86

A cursory assessment of the data indicates the following:
Matrix spike and duplicate analyses were compliant. The arsenic

concentration in the serial dilution sample was too low to evaluate
(<50 x IDL). '

BREMERTON-010985



n

USEPA -~ CLP

1A-IN ' EPA SAMPLE NO.

INORGANIC ANALYSIS DATA SHEET
MJIBK30

Lab Name: Bonner Analytical Testing contract: EPWO6055
Lab Code: BONNER Case No.: 37435 NRAS No.: 1559.0 SDG No.: MJIBK31
Matrix: (Soil/Water) SOIL , Lab Sample ID: 0805064~01
Level: (low/med) LOW Date Recelved: 05/21/2008
% Solids 90.6
Concentration Units (ug/L or mg/kg dry vweight): mng/Kg

| cAs NO. Analyte Concentration | C 0 M

7440~38~2 |Arsenic 1.2 : P
Color Before: BROWN Clarity Béfore: Texture: MEDTUM
Color After: _ YELLOW Clarity After: _ Artifacts:
Comments:
FORM IA-IN v ILMOS. 4

BREMERTON-010986



12

USEPA - CLP

1A-IN EPA SAMPLE NO,
INORGANIC ANALYSIS DATA SHEET
MJBK31
Lab Name: Bonner Analytical Testing Contract: EPW06CSES
Lab Code: BONNER Case No.: 37435 NRAS No.: 1559.0 SDG No.: MJBK3l
Matrix: {Soil/Water) SOIL Lab Sample ID: 0805064-02
Level: (low/med) LOW Date Received: 05/21/2008
% Solids 90.8
Concentration Units (ug/IL or mg/kg dry weight): mg/Kg
- e

CAS NO. Analyte Concentration C Y] M

7440-38~2 |Arsenic 0.82 P
Color Before: BROWN ~ Clarity Before: ' Texture: MEDIUM
Color After: YELLOW - Clarizy Aftern: Artifacts:
Comments:

FORM ITA-IN ILMGS. 4

BREMERTON-010987



13

USEPA ~ CLP
1A-~IN : EPA SAMPLE NO.
INORGANIC ANALYSIS DATA SHEET
MJIBK32
Lap Name: Bonner Bnalytical Testing Contract: EPW0O6055
Lab Code: BONNER Case No.: 37435 NRASF No.: 1559.0 SDG No,: MJIBK3L1
Matrix: (Soil/Water) SOIL Lab Sample ID: 0805064-03
Level: {low/med) LOW Date Received: 05/21/2008
% Solids 94.2
Concentration Units (ug/L or mg/kg dry weight): mg/Kg
CAS NO. Analyte Concentration C Q M
7440-38-2 JArsenic 0.49 P
Color Before: BROWN Clarity Before: Texture: MEDIUM
Ccior After: YELLOW Clarity After: artifacts:
Comment s+
FORM IA——IN _ ' ILMOS . 4

BREMERTON-010988



4

USEPA - CLP
18-IN. EPA SAMPLE NO,
INCRGANIC ANALYSIS DATA SHEET
MJIBK33
Lab Name: Bonner Analytical Testing Contract: EPW06055
Lab Code: BONNER Case No.: 37435 NRAS No.: 1539.0 SDG No.: MJ8K31
Matrix: (Soil/Water)  SOIL Lab Sample ID: 0805064-04
Level: (low/med) LOW Date Received: 05/21/2008
% Solids B88.8
Concentration Units (ug/L or mg/kg dry weight): mg/Kg _
CAS NO. Analyte Concentration C QO M

7440-38-2 |Arsenic 0.50 P
Color Before: BROWN Clarity Before: Texture MEDIUM
Color After: YELLOW Clarity After: Artifacts

Comments:

>
3|

o

RM IA~IN

L

ILMGE

BREMERTON-010989



19

USEPA ~ CLP
- 1A~IN EPA SAMPLE NO.
"INORGANIC ANALYSIS DATA SHEET
MJEK34
Lab Name: Bonner Analytical Testing Contract: EPW06055
Lab Code: BONNER Case No.: 37435 NRAS No.: 1559.0 SDG No.: MJBK31
Matrix: (Scil/Water) SOIL Lab Sample ID: 0805064-05
Level: (low/med) LOW Date Received: 05/21/2008
% Solids 83.4
Concentration Units (ug/L or mg/kg dry weight): mg /Ky
’ CAS NO. Analyte Concentration c Q M
7440~38-2 jArsenic 0.77 P
Celor Before: BROWN ' Claxity Before: Texture:  MEDIUM
Coleor After: YELLOW Clarity After: Artifacts:
Comments:
FORM IA-IN ) TLMO5. 4

BREMERTON-010990



USEPA -~ CLP

16

1A-IN EPA SAMPLE NWO.
INORGANIC ANALYSIS DATA SHEET
: . MJBK35
Lab Name: Bonner Analytical Testing Contract: EPWO6055
Lab Code: BONNER Case No.: 37435 NRAS No.: 1558.¢ 5DG No.: MJIBK31
Matrix: {(Soil/Water) SOIL Lab Sample ID: 0805064-06
Level: (low/med) LOW Date Received: 05/21/2008
% Solids 93.8
Concentration Units (ug/L or mg/kg dry weight): mg /Kg ‘
CAS NO. Analyte Concentration { C Q M

7440-38~2 lArsenic 0.68 P
Color Before: BROWN Clarity Before: Texture: MEDIUM
Color After: YELLOW Clarity After: Artifacts: '
Comments:

¢

T3
@]
i

M IA~IN

BREMERTON-010991



USEPA - CLP

1A~IN
INORGANIC ANALYSIS DATA SHEET

Lab Name: Bonner Analytical Testing

Lap Code: BONNER Case No.: 37435 NRAS No.:

15659.0

17

EPA SAMPLE NO.

MJISK37

Contract: EPWOG055

SDG No.: MJBK31

Lab Sample ID: 0805064-07

Matrix: (Soil/Water)  SOIL
Level:‘(low/med) LOW Date Received: 05/21/2008
% Solids 78.8
Concentration Units (ug/L or mg/kg dry weight): mg/Kg

CAS NO. Analyte Concentration Cc Q

7440~38-2 |Arsenic 4.0
Color Before:v RROWN Clarity Before: Texture: ‘MEDIUM
Color After: YELLOW Clarity After: Artifacts:
Comments:
FORM TA~IN TLMOS. 4

BREMERTON-010992
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USEPA ~ CLP

1A~IN EPA SAMPLE NO.
INORGANIC ANALYSIS DATA SHEET
MJIBK38

Lab Name: Bonner Analytical Testing Contract: EPW0O6055
Lab Code: BONNER Case No.: 37435 NRAS No.: 1559.0 SDG No.: MJ8BK31l
Matrix: (Soil/Water) .8SOIL Lab Sample ID: 0805064~08
Leveli: {(low/med) LOW Date Received: 05/21/2008
% Solids 92.0
Concentration Units (ug/lL or mg/kg dry weight): mg/Kg

CAS NO. Analyte Concentration c Q M

7440-38-2 ]Arsenic 0.86 P
C‘ol'or‘Before: BROWN Clarity Before: Texture: '~ MEDIUM
Color Afiter: YELLOW Clarity After: Eryifacts:
Comments:

FORM [A-IN ILMOs. 4

BREMERTON-01099%3



19

USEPA - CLP
1A~IN ‘EPA SAMPLE NO,
INORGANIC ANALYSIS DATA SHEET
MJ8K40
Lab Name: Bonner Analytical Testing Contract: EPW06055
Lab Code: BONNER Case No.: 37435 NRAS No.; 15598.0 8DG No.: MJIBK31
Matrix: (Soil/Water) SOIL Lab Sample ID: 0805064-09
Level: (low/med) LOW: Date Received: 05/21/2008
% Solids 84.7
‘Concentration Units (ug/L or mg/kg dry weight): mg/Kg
CAS NO. Analyte Concentration c Q' M
7440~38~2 {Arsenic 0.97 P
Color Before: BROWN Clarity Before: Textufe: MEDIUM
Color After: _YELLOW . Clarity After: rtifacts:
Comments:
FORM IA-IN ' ITLMOS. 4

BREMERTON-010994



20

USEFA -~ CLP

1A-IN EPA SAMPLE NO.
INORGANIC ANALYSIS DATA SHEET
MJIBK86

Lab Name: Bonner Analytical Testing Contract: EPWO6(55 -
Lab Code: BONNER Case No.: 37435 NRAS No.: 1558.0 SDGE No.: MJ8K31
Matrix: (Soll/Water) SOIL Lab Sample ID: 0805064~10
Level: (low/med) LOW . Date Received: 05/21/2008
% Solids 8B.2
Concentration Units {ug/L or mg/kg dry weight): mg/Xg

CAS NO. Analyte Concentration C Q M

7440~-38-2 }Arsenic 0.92 P
Color Before: BROWN . Clarity Befcre: ‘ Texture: MEDIUM
Color After: YELLOW Clarity After: Artifacts:
Comments :

PORM Ih-IN ILMG5.4

-

BREMERTON-010995



ecology and environment, inc.

| International Specialists in the Environment

720 Third Avenue, Suite 1700, Seattle, WA 98104
Tel: (206) 624-9537, Fax: (206) 621-9832

- MEMORANDUM
DATE: June 23, 2008
TO: Renee Nordeen, START-3 Project Manager, E & E, Scatﬁe, WA
FROM: Mark Woodke, START-3 Chemist, E & E, Seattle, Washington ff]
SUBIL Inorganic Data Summai‘y Check,

Bremerton GasworksProperties, Bremerton, Washington
REF: TDD: 07-01-0008 PAN: 002233.0178.01BR

The data summary check of 13 soil sampies collected from the Bremerton Gasworks Properties site
located in Bremerton, Washington, has been completed. Analysis for total arsenic (EPA CLP SOW
LMO05.4) was performed by Bonner Analytical, Hattiesburg, Mississippi.

The samples were numbered:

MIBK66 MISK68 MIBK69 MISK70 MI8K71

MIBK72 MIBK73 MIBK79 MISKRQ MIBKS81
MIBKS2 MIJSKE3 MI8K84

A cursory assessment of the data was provided with no qualifiers added. The secondary reviewer
added the listed validation qualifiers.

recycled paper

BREMERTON-010996



\,‘Vﬁb 3751?%

@ ¢ UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
<& REGION 10
4 pROTY 1200 Sixth Avenue, Suite 800

Seattle, Washingion 98101

June 17, 2008

Reply To
Attn. Of: OEA-0985

MEMORANDUM

SUBJECT: Data Transmittal for Bremerton Gasworks TBA,
’ Case# 37435, SDG: MJBK68, Inorganic Analysis

FROM Donald Matheny, Chemist =\
Envirconmental Services Unit, OEA

TO: Joanne LaBaw, Project Manager
Office of Environmental Cleanup (ECL~115)

CC: Renee Nordeen, Ecology & Environment

The following data are being transmitted for the above project.
Thirteen (13) soil samples were analyzed for total arsenic by Bonner
Analytical, Hattiesburg, MS. Sample numbers for this delivery group
are: '

MJBK6E6 MJBKES MJBKES MJBK70 MJBXK71 MJBK72 - MJ8K73
MJBK79 MJB8K80. . MJIBKS81 MJBKS82 MJBK83 ‘MJIBKB84

A cursory assessment of the data indicates the following: Matrix spike
and duplicate analyses were compliant. The arsenic concentration in
the serial dilution sample was too low to evaluate (<50 x IDL).

BREMERTON-010997



BREMERTON-010998



USEPA ~ CLP

18

1A-IN EPA SAMPLE NO.
INORGANIC ANALYSIS DATA SHERT
MIBK6E6
Lab Name: Bonner Analytical Testing Contract: EPW06055
Lab Code: BONNER Case No,: 37435 NRAS No.: S5DG No.: MJBK6ES
Matrix: (Soil/Water) SQIL’ Lab Sample ID: 0805050~-01
Level: {(low/med) LOW Date Received: 05/17/2008
$ Solids _82.4
Concentration Units (ug/L or mg/kg dry welght): na /Kg
CAS NO. Analyte Concentration [ Cc l - Q I M
7440-38-2 Arsenic 1.28 . P
Color Before:  BROWN Clarity Before: Texture: COARSE
Color After: _ BROWN Clarity After: Artifacts:

Comments:

BREMERTON-010999
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USEPR - CLP
1A-IN EPA SAMPLE NO.
INORGANIC ANALYSIS DATA SHEET
MJIEKGS
Lab Wame: Bonner Analytical Testing Contract: EPW0G035
Lab Code: BONNER Case No.: 37435 NRAS No.,: SDG No.: MJBK68
Matrix: (Soil/Water) 80IL Lab Sample ID: 08050506~02
Level: (low/med) LOW Date Received: 05/17/2008
% Scolids _82.9°
Concentration Units (ug/L or wmg/kg dry weighf): . ma/Ka

CAS NO. Analyte Concentration f C
7440~38-2 Arsenic 4,17 P
Céler Before: _ BROWN Clarity Befora: Taxture: MELCIUD
Color After: _ BROWN Clarity After: Artifacts:

Comments:

BREMERTON-011000



USEPA - CLP 20

1A-IN . EPA SAMPLE NO.
INORGANIC ANALYSIS DATA SHEET

MJIBKED
Lab Name: Bonner Analytical Testing Contract: EPW06055
Lab Code: BONNER Case No.: 37435 NRAS No.: SDG No.: MJ8K68
Matrix: (Scil/Water) S50IL Lab Sample ID: 0805050-03
Level: (low/med) LOW : Date Received: 05/17/2008
% Solids _b61.7
Concentration Units (ug/L or mg/kg dry weight): ng/Kg
CAS NO. Analyte Concentration I c 0 1 M

7440-38-2  Arsenic 7.85 P
Coicr Before:__ BROWN Clarity Before: Texture: MEDTUM
Color After: BROWN . Clarity After: : : Artifacts;:
Comments:

FORM IA-IN ITM05, 4

BREMERTON-011001



USEPA - CLP zi

1A-IN EPA SAMPLE NO.
INORGANIC ANALYSIS DATA SHEET

MJIBKT70
Lab Name: Bonner Analytical Testing Contract: EPWOS(55
Lab Code: BONNER Case No.: 37435 NR&AS No.: SDG No.: MFBKESB
Matrix: (Soil/Water)  SOIL Lab Sample ID: 0805050-04
Level: (low/med) LOW Date Received: 05/17/2008
$ Solids _98.8
Concentration Units (ug/L or mg/kg dry weight): ; a/Ka :
CAS NO. | Analyte Concentration | C 0 ; M

7440~38-2 Arsenic 0.87 P
Coleor Before:_ BROWN ‘Clarity Before: Texture:k MEDTI UM
Color After: BROWN Clarity After: ‘ Artifacts:
Comments:

PORM OIR-TN ) ILMGEI . 4

BREMERTON-011002
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UsSEPA - CLP

1A~IN EPA SAMPLE NO.
INORGANIC ANALYSIS DATA SHEET
. MJIBK71
Lab Name: Bonner Analytical Testing Contract: EPWO6055
Lab Code: BONNER Case No.: 37435 NRAS No.: SDG No.: MJBKES
Matrix: {(Soil/Water) SOIL Lab Sample ID: 0805050-05
Level: (low/med) LOW Date Received: 05/17/2008
% Solids _79.8
Concentration Units (ug/L or mg/kg dry weight): o g/Ka
CAS NO. Analyte Concentration ! C ! " Q l M
7440-38-2 Arsenic 3.89 . P
Color Before DROWN Clarity Before: Texture: MEDIUM
Color After: _ BROWN Clarity After: Artifacts:

Comnments:

“

FORM IA-IN TLMG5 .4

BREMERTON-011003
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USEPAR - CLP
1A~IN EPA SAMPLE NO.
INORGANIC ANALYSIS DATA SHEET
' MJIBK72
Lab Name: Bonner Analytical Testing Contract: EPW0O6055
Lab Code: BONNER Case No.: 37435 NRAS No.: SDG No.: MIBKGS
Matrix: (Soil/Water) 50IL Lab Sample ID: 0805050-06
Level: {(low/med) LOW Date Received: 05/17/2008
% Sclids 78.5
Concentration Units (ug/L or mg/kg dry weight): } ng/Xg
CAS NO. Analyte Concentration { C 0 ' M
7440-38~2 Arsenlc 2.47 P
Color Before:_ BROWN Clarity Before Taxture MEDIUM
Color After: BROWN Clarity Afterx Artifacts
Comments:
FORM IA~IN 4

BREMERTON-011004



USEPA -~ CLP . 24

1A~IN EPA SAMPLE NO.
INORGANIC ANALYSIS DATA SHEET

MJIBK73

Lab Name: Bonner Analytical Testing Contract: EPW0O6055
Lab Code: 'BONNER Case No.,: 37435 NRAS No.: SDG No.: MJBKEB
Matrix: (Soil/Water) SOIL Lab Sample ID:; 0805050-07
Level: (low/med) LOW Date Received: 05/17/2008
% Solids 77.9
Concentration Units (ug/L or mg/kg dry weight): ___.ma/Kg

CAS NO. Analyte ‘Concentration | C o] M

7440~38~2 Arsenic 2.53 P
Color Before:_ BROWN Clarity Before: Texture: ___ MEDIUM
Color After: __BROWN CClarity 2fter: \rtifacts:
Comments:

TORM IA-IN TIM0S. 4

BREMERTON-011005



INORGANIC ANALYSIS DATA SHEET

USEPA -

A &

LA~IN

TP

23

EPA SAMPLE NO.

MIBKTY
Lab Name: Bonner Analytical Testing Contract: EPW0O6055
Lab Code: BONNER Case No.: 37435 NRAS No.: SDG No.: MJIBK6B
Matrix: {Soil/Water)  SOIL Lab Sample ID: 0805050-~C8
Level: (low/med) LOW Date Received: 05/17/2008
% Solids _76.0
Concentration Units (ug/lL or mg/kg dry weight}: ma /Ka ‘
Cas NO. Analyte Concentration C l Q i M
7440-38~2 Arsenic 4.57 P
Cclor Before: BROWN Clarity Before: Texture: MEDT UM
Color After: BROWN C Ariifacts:

Comments:

larity After:

IMU5 .4

BREMERTON-011006



USEPA - CLP ' : 26

1A~IN EPA SAMPLE NO.

INCRGANIC ANALYSIS DATA SHEET
MJEKE0
Lab Name: Bonner Analytical Testing Contract: EPW06055
Lab Code: BONNER Case No.: 37435 NRAS No.: SDG No.: MJIBK68
Matrix: (Soil/Water)  SOIL Lab Sample ID: 0805050-09
Level: (low/med) LOW Date Received: 05/17/2008
% Solids 80.3 |
Concentration Units (ug/L or mg/kg dry weight): . o ma/Ka
CAS NO. "Analyte Concentration ] C ] Q l M |
7440-38~2 Arsenic : 2.21 : P
Coler Before:_ BROWN Cldrity Before: . Texture: MEDIUM
Color After: __BROWN Clarity After: Artifacts:
Comments : '
FORM IA-~IN : IIM0S5.4

BREMERTON-011007



Usgra ~ CLP

rdj

1A~IN EPA SAMPLE NO,
INORGANIC ANALYSIS DATA SHEET
MJIBK81
Lab Name: Bonner Analytical Testing Contract: EPW06(G5S
Lab Code: BONNER Case No.: 37435 NRAS No.: 8DG No.: MJBKES
Matrix: (Scil/Water) S0IL Lab Sanmple ID: 0805030-10
Level: (low/med) LOW: Date Received: 05/17/2008
% Solids _84.2
Concentration Units (ug/i or mg/kg dry weight): na/Kg -
CAS NO, Analyte Concentration ’ C l Q ! M
7440~38~2 Arsenic 0.62 P
Color Before BROWN Clarity Before Texture: MEDI UM
Color After BROWN Clarity After: Artifacts:
Comments
FORN IE-IN SLMGs .4

BREMERTON-011008



